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Free Update Download 
To upgrade an existing version of the software, please go to www.sti.com > Programmable Safety Controllers > G9SP > 
Downloadable Software and select the G9SP Configurator Ver 2.00 update link to access the 
G9SP_Configurator_v2.00.0708_Update.exe file. 

Cautions on Applying Replacements 
Detail of Differences 

Before the change  After the change 

Connectivity of G9SP‐series with Single Beam Safety 
Sensor 

Only one E3ZS/E3FS Single Beam Safety Sensor can be 
connected to the G9SP‐series Controller. 
 
 
 
 
 
 
 
 

 
RS‐232C communication speed 

G9SP‐series communicates with a Standard PLC at a 
baud rate of only 9600 bps through an RS‐232C Serial 
Communications Board (CP1W‐CIF01). 

Connectivity of G9SP‐series with Single Beam Safety 
Sensor 

Several E3ZS/E3FS Single Beam Safety Sensors can be 
connected to the G9SP‐series Controller. 
The numbers of connectable devices are shown 
below.  
In the case of G9SP‐N10S: 4 (1x4 system) 
In the case of G9SP‐N10D: 6 (1x6 system) 
In the case of G9SP‐N20S: 6( 1x6 system) 
It is necessary to use the new G9SP Configurator 
(WS02‐G9SPxx), which is version 2.00, when you use 
this new device. 
 

RS‐232C communication speed increased 
G9SP‐series communicates with a Standard PLC at a 
baud rate of 9600 bps or 115200 bps through an RS‐
232C Serial Communications Board (CP1W‐CIF01). 

Change identification of the unit 
1. Indication of the faceplate: Ver.1.1. 

 
 
2. Indication of the unit version label: Ver.1.1. 
3. Indication of the individual box: Ver.1.1. 

Change identification of the unit 
1. Indication of the faceplate: Ver.2.0. 

 
 
2. Indication of the unit version label: Ver.2.0. 
3. Indication of the individual box: Ver.2.0. 

 


