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NO: PX-080 PRODUCT:  E2C Proximity Sensors 
DATE: November 2015 TYPE:  Modification Notice 

Solid State Output Rating Modified for E2C Proximity 
Sensors with Separate Amplifiers                                     
 
Effective date: September 2015 production 
 
Reason for Modification:  To comply with the 
China compulsory certification CCC, the solid state 
output rating was changed to match the DC supply 
voltage rating. 

Affected Parts 
Models Specification 

E2C-AM4A --- 
E2C-AM4A-5 DC12-24 
E2C-GE4A --- 
E2C-GF4A --- 
E2C-JB4CH 2M 
E2C-JC4A 2M 
E2C-JC4A 5M 
E2C-JC4AP 2M 
E2C-JC4AP 5M 
E2C-JC4CH 2M 
E2C-JC4CH-1 2M 
E2C-JC4DH 2M 
E2C-JC4EH 2M 
E2C-JC4EH 5M 

 
See the following pages for detail of differences. 
 
 

 
 

  



2 

Detail of Differences 
Control Output Voltage - Catalog 

Before the change 
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Control Output Voltage – Catalog (continued) 

After the change 

 
 

 
 
 



4 

Control Output Voltage – Instruction Sheet 
Before the change 
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Control Output Voltage – Instruction Sheet continued 

After the change 
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Specifications in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 
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