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COMPANY HISTORY

American Electrical, Inc. was founded in 1997 by
Thomas McCormick, former Vice President of Sales for
Weidmuller, Inc.  The Company concept was born over
lunch with fellow associates literally on a napkin.
American Electrical, Inc. was developed with a special
German supplier relationship – who after a business
meeting provided McCormick with a price list and a
handshake.  The Company flourished due to strong
friendships, business relationships, and people who
were unafraid to help a new organization grow.
McCormick will never forget those special people and
Distributors who first helped him get started – 
Thank You.

McCormick dreamed of a Company that responded quickly,
shipped on time and provided quality products at a
great price.  He envisioned a workplace that was not
compartmentalized, one where each person could be
responsible for the Customer throughout the entire
specification/order chain.  He felt the satisfaction of
the employees would create a powerful Customer
Service entity which in return would create customer
loyalty.

McCormick built the product lines offered by partnering
with Companies who specialized in a product area but
were smaller in scope – the businesses that were looking
to break into the U.S. industrial market, but with no
intentions of putting up brick and mortar.  Today,
American Electrical, Inc. has 10 product lines and is
still growing.  Our dedicated employees all work hard
to serve our valued customers – helping them to “Think
Inside the Box.” 

Quality Statement

American Electrical, Inc. is a supplier of high quality
industrial electrical accessories.  All of our products
are manufactured in accordance to international stan-
dards, such as UL, CSA, CE and more.

RoHS (EU directive 2002/95/EC):

We certify all of our products comply
with the RoHS Directive of January 27,
2003.  All product lines are free of
banned substances to include lead, mercu-
ry, cadmium, hexavalent chromium, PBB and
PBDE.
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OUR CORE BELIEFS

We have an acronym we call “FAST” that has both a true and 
underlying meaning.  Of course the underlying message to our 
customers is that we try to do things as quickly as possible.
Whether that’s a quotation, price check, availability question, 
shipping or information request – we do it now – we know and
understand that there are eager customers or potential customers
waiting on us and their time is as valuable as ours.

Our word FAST also has a definitive meaning:

F – To be Flexible in our ability to serve the customer, to be able
to effectively wear the different “hats” that are required in a
smaller organization and to have the customers’ service issues in
mind at all times.

A – To be Accurate in everything we do – from specification to
delivery. We understand the consequences of mistakes and the
domino effect they can have on the practices of our customers and
our combined businesses. Mistakes cost money and time. We seek the
proper training to insure that we follow the correct procedures
and have the product knowledge necessary to be correct. We know
that we need to do it right all the time to eliminate the necessity
to do it over.

S – To act with Speed in all that we do. We know the customer
waits for our response or our products and we do not need to
waste that time – for we understand that time is money. We want 
to be able to ship today, quote and specify now, fax immediately,
confirm orders on receipt – respond NOW. For we know that this
will win our customers’ support and future business and trust.

T – To act as a Team so that our effort is multiplied to produce a
much greater result for our customers. To have the positive attitude
that is so common in winners. The understanding that people want to
be winners and work with winners – with people who are successful
not only in what they do but how they work together. We are a
Team who acts as one on behalf of our dedicated customers, whom
we would be nothing without.
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Din Rail Mounted 
TERMINAL BLOCKS

American Electrical offers the Klemsan line 
of cost, space and time saving terminal blocks.
The terminal blocks are DIN Rail mountable 
and can be installed into various configurations
quickly.  Klemsan has over 30 years of terminal
block history with all international approvals.
American Electrical and Klemsan partnered in
2002 to be the first and only supplier of
Klemsan Terminal Blocks in the United States.

Modular terminal blocks are used worldwide.
Our terminal blocks are used in any machine
control interface application. We sell into the
processs and machine control markets as well
as building automation.  
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MATERIALS AND FUNCTION

Housings –  The plastic housing holding the
metallic screws and clamps is made of UL 94 V2
(105 degree C) thermoplastic polyamide 6.6.
This plastic and its certification allow opera-
tion rated at 600V, providing ample dielectric
strength for any Industrial Application.

Clamps -  Steel is one of the strongest materi-
als available for its value.  The clamps are
zinc plated to guard against corrosion.  When
properly torqued, the clamp is designed to
self-lock.

Screws – Made of steel as well, the screws act
as a system with the clamps – this system
requires the same materials for each compo-
nent.  The screws lift and help to self-lock
the clamps providing a downward force onto the
conductors. The screws are also plated with a
Zinc finish to prevent any form of corrosion.

CONNECTION TYPES

Screw Connection

This is the most popular of all known connec-
tion methods.  Screw connection refers to any
connection in which the conductor is stripped
of its insulation and clamped without any
preparation.  

When the screw is tightened, the pressure
pulls apart both halves of the clamping yoke.
This generates a high locking action on the
screw and provides excellent vibration resist-
ance.

Tension Clamp System

Tension clamp connection allows the conduc-
tor to be pressed directly against the current
bar.  The clamp is opened with a screwdriver
allowing the insertion of the conductor. 

ACCESSORIES

End Plate – Terminal Blocks are manu-
factured with one open end allowing
side by side placement. An end plate is
necessary for the last terminal block in
the assembly enabling full enclosure.

Partition – The partition allows visual
separation of circuits and for electri-
cal separation due to adjacent cross
connections. 

End Bracket – To prevent terminal
blocks from falling of the DIN Rail,
they must be secured on each side.  This
is accomplished with end brackets
screwed onto the rail.  Two end brack-
ets are necessary  – one on each side of
the continuous assembly designed.

Cross Connections –  Cross Connections
distribute potentials within an assembly.
Standard poles of 2, 3, 4, or 10 are avail-
able to satisfy your design requirements

Marking Tag – Marking tags are used for
circuit identification and easier trou-
bleshooting.  We have many numbers and
letters available that will make your
designed assembly unique. Horizontal
markers for DIN Rail mounted horizontally
and vertical for assemblies mounted 
vertically.

A

T
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750V ~ / 26 A / 2.5 mm2

750V ~ / 24 A / 2.5 mm2

600V ~ / 20 A / AWG 26-12
630V ~ / 21 A / 2.5 mm2

10mm

0.5 - 4 mm2

1.5 – 2.5 mm2

26 –12
Part No. Std. Pk.
304 120 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

NPP 2.5-10 444 120 100

AD1 467 919 100

UK 2.5/2 474 122 25
UK 2.5/3 474 123 20
UK 2.5/4 474 124 15
UK 2.5/10 474 129 5

TF (Ø2) 493 020 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

750V ~ / 34 A / 4 mm2

750V ~ / 32 A / 4 mm2

600V ~ / 30 A / AWG 26-10
400V ~ / 28 A / 4 mm2

10 mm

0.5 – 6 mm2

1.5 – 4 mm2

26 – 10
Part No. Std. Pk.
304 130 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

NPP 2.5-10 444 120 100

AD 1 467 919 100

UK 4/2 474 132 25
UK 4/3 474 133 20
UK 4/4 474 134 15
UK 4/10 474 139 5

TF (Ø2.3) 493 023 5
TF (Ø4) 493 040 5

TSK 4 (Ø2.3)490 040 5
TSK 7 (Ø4) 490 070 5

ITK 28 (Ø4) 492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

AVK type terminals are manu-
factured from thermoplastic
raw material. Grey being the
main color, five different
colors give users additional
choices for visual separation
of control circuits and/or
voltage levels.

AVK Series
Feed-Through Terminals
and Accessories

Electrical Ratings
Voltage/Current/Cross-section
VDE  (IEC 60947-7-1)
UL / CSA
ATEX 
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 grey

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm grey

KD 3

End Plate – Partition
Thickness 1.5mm
Polyamide 6.6

NPP

Small Partition
grey

Cross Connection

Test Plug-Soc. / Ins. Test Soc.

TF                ITK        TSK

Warning Label
IP With symbol

Without symbol

Group Marking
grey

GE              GE 2

Marking Tags 
See page 34 for further detail.

304 170
304 171
304 172
304 173
304 174
304 179

AVK 35

304 160
304 161
304 162
304 163
304 164
304 169

AVK 16

444 160
444 161
444 162
444 163
444 164
444 169

NPP

304 150
304 151
304 152
304 153
304 154
304 159

AVK 10

444 120
444 121
444 122
444 123
444 124
444 129

NPP

304 140
304 141
304 142
304 143
304 144
304 149

AVK 6 NPP

304 130
304 131
304 132
304 133
304 134
304 139

AVK 4 NPP

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

304 120
304 121
304 122
304 123
304 124
304 129

AVK 2.5
444 120
444 121
444 122
444 123
444 124
444 129

NPP

Part Number

Colors Terminals End Plate

444 120
444 121
444 122
444 123
444 124
444 129

444 120
444 121
444 122
444 123
444 124
444 129

304 190
304 191
304 192
304 193
304 194
304 199

AVK 70

Part Number

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

GREY

BLUE

GREEN

YELLOW

RED

BEIGE

462 160
462 161
462 162
462 163
462 164
462 169

APP

462 120
462 121
462 122
462 123
462 124
462 129

APP

APP

APP

462 120
462 121
462 122
462 123
462 124
462 129

APP

Partition

462 120
462 121
462 122
462 123
462 124
462 129

462 120
462 121
462 122
462 123
462 124
462 129

Part Number

T

AVK 2.5
Width 5 mm

304 120

AVK 4
Width 6 mm

304 130

44.2

T
S

 3
5
  
4
4
.5

44.2

T
S

 3
5
  
4
4
.5

Torque: 0.4 Nm Torque: 0.5 Nm
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AVK 6
Width 8 mm

304 140

AVK 10
Width 10 mm

304 150

AVK 16
Width 12 mm

304 160

AVK 35
Width 16 mm

304 170

44.2

T
S

 3
5
  
4
4
.5

44.2

T
S

 3
5
  
4
4
.5

50.0

T
S

 3
5
  
5
5
.5

50.0

T
S

 3
5
  
5
5
.5

AVK 70
Width 22 mm

304 190

74.0

T
S

 3
5
  

6
7
.5

0

Torque: 0.8 Nm Torque: 1.2 Nm Torque: 1.2 Nm Torque: 2.5 Nm Torque: 6 Nm

750V ~ / 44 A / 6 mm2

630 V ~ / 41 A / 6 mm2

600V ~ / 50 A / AWG 26-8
630V ~ / 36 A / 6 mm2

12 mm

0.5 –10 mm2

1.5 – 6 mm2

26 – 8
Part No. Std. Pk.
304 140 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

NPP 2.5-10 444 120 100

AD 1 467 919 100

UK 6/2 474 142 25
UK 6/3 474 143 20
UK 6/4 474 144 15
UK 6/10 474 149 5

TF (Ø2.3) 493 023 5
TF (Ø4) 493 040 5

TSK 4 (Ø2.3) 490 040 5
TSK 7 (Ø4) 490 070 5

ITK 28 (Ø4) 492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

750V ~ / 61 A / 10 mm2

630V ~ / 57 A / 10 mm2

600V ~ / 65 A / AWG 16-6
500V ~ / 50 A / 10 mm2

12 mm

1.5 – 16 mm2

1.5 – 10 mm2

16 – 6
Part No. Std. Pk.
304 150 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

NPP 2.5-10 444 120 100

AD 1 467 919 100

UK 10/2 474 152 25
UK 10/3 474 153 20
UK 10/4 474 154 15
UK10/10 474 159 5

TF (Ø2.3) 493 023 5
TF (Ø4) 493 040 5

TSK 4 (Ø2.3) 490 040 5
TSK 7 (Ø4) 490 070 5

ITK 28 (Ø4) 492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

750V ~ / 82 A / 16 mm2

750V ~ / 76 A / 16 mm2

600V ~ / 85 A / AWG 12-4
630V ~ / 66 A / 16 mm2

16 mm

1.5 – 16 mm2

1.5 – 16 mm2

14 – 4
Part No. Std. Pk.
304 160 50

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

NPP 16 444 160 100

UK 162/2 474 162 25
UK 16/3 474 163 20
UK 16/4 474 164 15
UK 16/10 474 169 5

TF (Ø4) 493 040 5

TSK 8 (Ø4) 490 080 5

ITK 32 (Ø4) 492 020 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

750V ~ / 135 A / 35 mm2

750V ~ / 125 A / 35 mm2

600V ~ / 115 A / AWG 10-2
630V ~ / 109 A / 35 mm2

18 mm

6 – 16 mm2

10 – 35 mm2

8 – 1
Part No. Std. Pk.
304 170 50

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

UK 35/2 474 172 25
UK 35/3 474 173 20
UK 35/4 474 174 15
UK 35/10 474 179 5

TF (Ø4) 493 040 5

TSK 9 (Ø4) 490 090 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 119 50
GE 2 496 250 25

750V ~ / 192 A / 70 mm2

600V ~ / 175 A / AWG 6-2/0
1000V ~ / 167 A / 70 mm2

20 mm

10 – 16 mm2

10 – 70 mm2

6 – 2/0
Part No. Std. Pk.
304 190 10

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

GE 496 119 50
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The strict IEC requirement imposed on
ground connections, such as low con-
tact resistance, corrosion-free con-
nection points, secured screws, green-
yellow color coding and clear circuit
identification are fully observed by
the Klemsan ground terminal blocks

The structural design of the ground
terminal block is based on mounting
rails when used not only mechanically,
but also electrically.  Since these ter-
minal blocks are properly insulated, it
is possible to position the ground ter-
minal block directly next to the cur-
rent carrying terminals.

When DIN Rails are mounted to metal-
lic cabinetry and properly connected
to earth, the proper grounding process
is complete.

AVK Series
Ground Terminals

Electrical Ratings
Voltage/Current/Cross-section
VDE (IEC 60947-7-1)
VDE (IEC 60947-7-2)
UL / CSA
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 yellow-green

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm grey

KD 3

Group Marking
GE grey

Marking Tags 
See page 34 for further detail.

T
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-V~ / -A / 4mm2

-V~ / -A / 4mm2

26 – 10
10 mm

0.5 –6 mm2

1.5 – 4 mm2

26 –10
Part No. Std. Pk.
334 120 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

GE 496 119 50

-V~ / -A / 10mm2

-V~ / -A / 10mm2

16 – 8
12 mm

1.5 – 16 mm2

1.5 – 10 mm2

16 – 6
Part No. Std. Pk.
334 140 25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

GE 496 119 50

-V~ / -A / 35mm2

-V~ / -A / 35mm2

10 – 2
18 mm

6 – 16 mm2

10 – 35 mm2

8 –1
Part No. Std. Pk.
334 160 25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 049 100

GE 496 119 50

AVK 2.5 / 4 T
Width 6 mm

334 120

AVK 6 / 10 T
Width 10 mm

334 140

AVK 16 / 35 T
Width 16 mm

334 160

42.0

T
S

 3
5
  
4
4
.5

42.0

T
S

 3
5
  
4
4
.5

50.0

T
S

 3
5
  
5
5
.5

Torque: 0.5 Nm Torque: 1.2 Nm Torque: 2.5 Nm
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500 V~/ 18 A/1.5 mm2

500 V~/ 17.5 A /1.5 mm2

600 V~/ 18 A/AWG 26-12

10 mm

0.5 - 2.5 mm2

1.5 - 2.5 mm2

26 – 12
Part No. Std. Pk.
305 110 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP 2.5 K 445 110 100
APP 2.5 K 463 110 25

AD 1 467 910 100

UK 2.5/2 475 112 25
UK 2.5/3 475 113 20
UK 2.5/4 475 114 15
UK 2.5/10 475 119 5

TF (Ø2) 493 020 5
TF(Ø2.3) 493 023 5

TSK 1(Ø2) 490 010 5
TSK 3 (Ø2.3) 490 030 5

IP 1 S 498 110 25
IP 1 498 120 25

GE 496 110 50
GE 1 496 210 25
MGE 1 496 260 25

750 V~/ 26 A/2.5 mm2

750 V~/ 26 A /2.5 mm2

600 V~/ 26 A/AWG 26-12

10 mm

0.5 - 4 mm2

1.5 - 2.5 mm2

26 – 12
Part No. Std. Pk.
305 120 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP 2.5-10 445 150 100
APP 2.5-10 463 150 25

AD 2 467 950 100

UK 2.5/2 475 122 25
UK 2.5/3 475 123 20
UK 2.5/4 475 124 15
UK 2.5/10 475 129 5

TF (Ø2) 493 020 5
TF(Ø2.3) 493 023 5

TSK 2(Ø2) 490 020 5
TSK 4(Ø2.3) 490 040 5

ITK 28(Ø4) 492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 110 50
GE 2 496 250 25
MGE 1 496 260 25

PEK type terminals are manu-
factured from a thermoplastic
material and are mountable on
TS35 and TS32 DIN rails.  Nine
different colors give users
the ability to group control
systems, current and/or voltage
levels.

PEK Series
Feed-Through Terminals
and Accessories

Electrical Ratings
Voltage/Current/Cross-section
VDE  (IEC 60947-7-1)
UL 

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 beige

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm beige

KD 3

End Plate – Partition
Thickness 1.5mm beige
Polyamide 6.6 beige

NPP                           app
Small Partition

beige

Cross Connection

Switchable Cross Connection Links 

Test Plug-Soc. / Ins. Test Soc.

TF               ITK        TSK

Warning Label
IP with symbol

without symbol

Group Marking
GE          GE 1 - GE 2       MGE 1 beige

Marking Tags 
See page 34 for further detail.

305 180
305 181
305 182
305 183
305 184
305 185
305 186
305 187
305 188

PEK 35 I
445 170
445 171
445 172
445 173
445 174
445 175
445 176
445 177
445 178

NPP
463 170
463 171
463 172
463 173
463 174
463 175
463 176
463 177
463 178

APP

305 170
305 171
305 172
305 173
305 174
305 175
305 176
305 177
305 178

PEK 35
445 170
445 171
445 172
445 173
445 174
445 175
445 176
445 177
445 178

NPP
463 170
463 171
463 172
463 173
463 174
463 175
463 176
463 177
463 178

APP

305 160
305 161
305 162
305 163
305 164
305 165
305 166
305 167
305 168

PEK 16
445 170
445 171
445 172
445 173
445 174
445 175
445 176
445 177
445 178

NPP
463 170
463 171
463 172
463 173
463 174
463 175
463 176
463 177
463 178

APP

305 150
305 151
305 152
305 153
305 154
305 155
305 156
305 157
305 158

PEK 10
445 150
445 151
445 152
445 153
445 154
445 155
445 156
445 157
445 158

NPP
463 150
463 151
463 152
463 153
463 154
463 155
463 156
463 157
463 158

APP

305 140
305 141
305 142
305 143
305 144
305 145
305 146
305 147
305 148

PEK 6
445 150
445 151
445 152
445 153
445 154
445 155
445 156
445 157
445 158

NPP
463 150
463 151
463 152
463 153
463 154
463 155
463 156
463 157
463 158

APP

305 130
305 131
305 132
305 133
305 134
305 135
305 136
305 137
305 138

PEK 4
445 150
445 151
445 152
445 153
445 154
445 155
445 156
445 157
445 158

NPP
463 150
463 151
463 152
463 153
463 154
463 155
463 156
463 157
463 158

APP

305 120
305 121
305 122
305 123
305 124
305 125
305 126
305 127
305 128

PEK 2.5
445 150
445 151
445 152
445 153
445 154
445 155
445 156
445 157
445 158

NPP
463 150
463 151
463 152
463 153
463 154
463 155
463 156
463 157
463 158

APP

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

BEIGE

BLUE

GREEN

YELLOW

RED

BLACK

WHITE

ORANGE

BROWN

305 110
305 111
305 112
305 113
305 114
305 115
305 116
305 117
305 118

PEK 2.5 K
445 110
445 111
445 112
445 113
445 114
445 115
445 116
445 117
445 118

NPP
463 110
463 111
463 112
463 113
463 114
463 115
463 116
463 117
463 118

APP

Part Number

Colors Terminals End Plate Partition

Part Number  Part Number

T

PEK 2.5 K
Width 5 mm

305 110

PEK 2.5
Width 6 mm

305 120

44.0

T
S

3
5

4
1
.5

T
S

3
2

4
6
.5

53.5

T
S

 3
5
  
5
2
.5

T
S

 3
2
  
5
7
.0
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PEK 4
Width 6.5 mm

305 130

PEK 6
Width 8 mm

305 140

PEK 10
Width 10 mm

305 150

PEK 16
Width 12 mm

305 160

PEK 35
Width 16 mm

305 170

PEK 35 I
Width 16 mm

305 180

53.5

T
S

 3
5
  
5
2
.5

T
S

 3
2
  
5
7
.0

53.5

T
S

 3
5
  
5
2
.5

T
S

 3
2
  
5
7
.0

53.5

T
S

 3
5
  
5
2
.5

T
S

 3
2
  
5
7
.0

62.5

T
S

 3
5
  

6
5
.5

T
S

 3
2
  
7
0
.0

62.5

T
S

 3
5
  

6
5
.5

T
S

 3
2
  
7
0
.0

(with hexagon socket screw)

62.5

T
S

3
5

6
5
.5

T
S

3
2

7
0
.5

750 V~/ 34 A/4 mm2

750 V~/ 32 A /4 mm2

600 V~/ 34 A/AWG 26-10

10 mm

0.5 - 6 mm2

1.5 - 4 mm2

26 – 10
Part No. Std. Pk.
305 130 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP2.5-10 445 150 100
APP2.5-10 463 150 25

AD 2 467 950 100

UK 4/2 475 132 25
UK 4/3 475 133 20
UK 4/4 475 134 15
UK 4/10 475 139 5

CK 4 485 204 25

TF(Ø2.3) 493 023 5
TF(Ø4) 493 040 5

TSK4(Ø2.3)490 040 5
TSK7(Ø4) 490 070 5

ITK 28((Ø4)492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 110 50
GE 2 496 250 25
MGE 1 496 260 25

750 V~/ 44 A/6 mm2

750 V~/41 A /6 mm2

600 V~/ 44 A/AWG 26-8

12 mm

0.5 - 10 mm2

1.5 - 6 mm2

26 – 8
Part No. Std. Pk.
305 140 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP2.5-10 445 150 100
APP2.5-10 463 150 25

AD 2 467 950 100

UK 6/2 475 142 25
UK 6/3 475 143 20
UK 6/4 475 144 15
UK 6/10 475 149 5

CK 6 485 206 25

TF(Ø2.3) 493 023 5
TF(Ø4) 493 040 5

TSK4(Ø2.3)490 040 5
TSK7(Ø4) 490 070 5

ITK 28((Ø4)492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 110 50
GE 2 496 250 25
MGE 1 496 260 25

750 V~/ 61 A /10 mm2

750 V~/ 57 A /10 mm2

600 V~/ 50 A /AWG 16-8

12 mm

1.5  - 16 mm2

1.5 - 10 mm2

16 – 6
Part No. Std. Pk.
305 150 100

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP2.5-10 445 150 100
APP2.5-10 463 150 25

AD 2 467 950 100

UK 10/2 475 152 25
UK 10/3 475 153 20
UK 10/4 475 154 15
UK 10/10 475 159 5

CK 10 485 210 25

TF(Ø2.3) 493 023 5
TF(Ø4) 493 040 5

TSK4(Ø2.3)490 040 5
TSK7(Ø4) 490 070 5

ITK 28((Ø4)492 010 5

IP 2 S 498 130 25
IP 2 498 140 25

GE 496 110 50
GE 2 496 250 25
MGE 1 496 260 25

750 V~ / 82 A / 16 mm2

750 V~ / 76 A / 16 mm2

600 V~ / 65 A / AWG 14-6

16 mm

1.5  - 16 mm2

1.5 - 16 mm2

14 – 4
Part No. Std. Pk.
305 160 50

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP16-35 445 170 25
APP16-35 463 170 25

UK 16/2 475 162 25
UK 16/3 475 163 20
UK 16/4 475 164 15
UK 16/10 475 169 5

CK 16 485 216 10

TF(Ø4) 493 040 5

TSK8(Ø4) 490 080 5

ITK 32(Ø4) 492 020 5

IP 3 S 498 143 25
IP 3 498 145 25

GE 496 110 50
GE 3 496 255 10
MGE 1 496 260 25

750 V~ / 135 A / 35 mm2

750 V~ / 125 A / 35 mm2

600 V~ / 115 A / AWG 10-2

18 mm

6  - 16 mm2

6  - 35 mm2

10 – 1
Part No. Std. Pk.
305 170 50

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP16-35 445 170 25
APP16-35 463 170 25

UK 35/2 475 172 25
UK 35/3 475 173 20
UK 35/4 475 174 15
UK 35/10 475 179 5

CK 16 485 235 10

TF(Ø4) 493 040 5

TSK9(Ø4) 490 090 5

IP 3 S 498 143 25
IP 3 498 145 25

GE 496 110 50
GE 3 496 255 10
MGE 1 496 260 25

750 V~ / 135 A / 35 mm2

750 V~ / 125 A / 35 mm2

600 V~ / 115 A / AWG 10-2

18 mm

6  - 16 mm2

6  - 35 mm2

10 – 1
Part No. Std. Pk.
305 180 30

Type Part No. Std.Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

NPP16-35 445 170 25
APP16-35 463 170 25

UK 35/2 475 172 25
UK 35/3 475 173 20
UK 35/4 475 174 15
UK 35/10 475 179 5

CK 16 485 235 10

TF(Ø4) 493 040 5

TSK9(Ø4) 490 090 5

IP 3 S 498 143 25
IP 3 498 145 25

GE 496 110 50
GE 3 496 255 10
MGE 1 496 260 25
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WGT Series ground terminals can be
used on both TS35 and TS32 DIN Rails.
The yellow/green color combination
meets international standards for
ground labeling. The internal metal
parts electrically connect the field
wiring to the DIN rail. DIN rails mounted
to metallic cabinetry and connected to
earth, complete the proper grounding
process.

WGT Series
Ground Terminals

Electrical Ratings
Voltage/Current/Cross-section
VDE (IEC 60947-7-2)
UL

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 yellow-green

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width

Thickness 8mm beige
KD 3

Marking Tags 
See page 34 for further detail.

T



American Electrical • 425 Southlake Blvd., Suite 9-B • Richmond, VA 23236 • 804.379.2899 • fax: 804.379.8935 • www.americanelectrical.com 15

- V~ / - A / 2.5 mm2

- V~ / - A / 2.5 mm2

- V~ / - A / AWG 26-12

12 mm

0.5 - 4 mm2

1.5 - 2.5 mm2

26 – 12
Part No. Std. Pk.
331 120 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

- V~ / - A / 4 mm2

- V~ / - A / 4 mm2

- V~ / - A / AWG 26-12

12 mm

0.5 - 6 mm2

1.5 - 4 mm2

26 – 10
Part No. Std. Pk.
331 130 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

- V~ / - A / 6 mm2

- V~ / - A / 6 mm2

- V~ / - A / AWG 26-8

12 mm

0.5 - 10 mm2

1.5 - 6 mm2

20 – 8
Part No. Std. Pk.
331 140 40

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

- V~ / - A / 10 mm2

- V~ / - A / 10 mm2

- V~ / - A / AWG 16-8

12 mm

0.5 - 16 mm2

1.5 - 10 mm2

16 – 6
Part No. Std. Pk.
331 150 30

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100

WGT 2.5
Width 5 mm

331 120

58.5
T
S

 3
5
  
4
9
.0

T
S

 3
2
  
5
4
.0

WGT 4
Width 6 mm

331 130

58.5

T
S

 3
5
  
4
9
.0

T
S

 3
2
  
5
4
.0

WGT 6
Width 8 mm

331 140

58.5

T
S

 3
5
  
4
9
.0

T
S

 3
2
  
5
4
.0

WGT 10
Width 10 mm

331 150

58.5

T
S

 3
5
  
4
9
.0

T
S

 3
2
  
5
4
.0
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Tension clamp terminals provide a
faster method of terminating wires 
as compared to screw clamp systems.
Approved by UL, they are just as 
reliable in field applications.

The tension clamp is opened with a
small screwdriver inserted to the side
of the clamp next to the wire entry
way.  When the field wiring is in place,
the screwdriver can be removed and 
a reliable, secure connection is 
maintained.

YBK Series
Tension Clamp Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL

Insulation Stripping Length
Connection Data
Solid Strand, Clamp Connection
Fine Strand, Clamp Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

Grey
KD 3

End Plate
Thickness 1.2mm Beige
Polyamide 6.6 Grey

NPP 

Cross Connection

Test Plug
TF

Warning Label
IP With symbol

Without symbol

Group Marking
GE Beige

Grey

Marking Tags 
See page 34 for further detail.

BEIGE

BLUE

GREEN

YELLOW

RED

GREY

BEIGE

BLUE

GREEN

YELLOW

RED

GREY

BEIGE

BLUE

GREEN

YELLOW

RED

GREY

YBK 2.5
306 220
306 221
306 222
306 223
306 224
306 229

Part Number Part Number

Colors Terminals End Plate

BEIGE

BLUE

GREEN

YELLOW

RED

GREY

NPP
446 320
446 321
446 322
446 323
446 324
446 329

YBK 4
306 230
306 231
306 232
306 233
306 234
306 239

NPP
446 330
446 331
446 332
446 333
446 334
446 339

YBK 6
306 240
306 241
306 242
306 243
306 244
306 249

NPP
446 340
446 341
446 342
446 343
446 344
446 349

YBK 10
306 250
306 251
306 252
306 253
306 254
306 259

NPP
446 350
446 351
446 352
446 353
446 354
446 359
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750 V~ / 22 A / 2.5 mm2

600 V~ / 20 A / AWG 22-12

10 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
306 220 100
306 229 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 320 100
NPP 446 329 100

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

TF (Ø2) 493 020 5

IP 4 S 498 160 25
IP 4 498 170 25

GE 496 110 50
GE 496 119 50

750 V~ / 30 A / 4 mm2

600 V~ / 26 A / AWG 22-10

12 mm

0.5 - 4 mm2

0.5 - 4 mm2

22 – 10
Part No. Std. Pk.
306 230 100
306 239 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 330 100
NPP 446 339 100

UK 4/2 476 232 25
UK 4/3 476 233 20
UK 4/4 476 234 15
UK 4/10 476 239 5

TF (Ø2) 493 020 5

IP 4 S 498 160 25
IP 4 498 170 25

GE 496 110 50
GE 496 119 50

750 V~ / 40 A / 6 mm2

600 V~ / 35 A / AWG 22-8

13 mm

0.5 - 6 mm2

0.5 - 6 mm2

22 – 8
Part No. Std. Pk.
306 240 100
306 249 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 340 100
NPP 446 349 100

UK 6/2 476 242 25
UK 6/3 476 243 20
UK 6/4 476 244 15
UK 6/10 476 249 5

TF (Ø2) 493 020 5

IP 4 S 498 160 25
IP 4 498 170 25

GE 496 110 50
GE 496 119 50

750 V~ / 63 A / 10 mm2

600 V~ / 55 A / AWG 20-6

13 mm

0.5 - 10 mm2

0.5 - 10 mm2

20 – 6
Part No. Std. Pk.
306 250 100
306 259 100

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 350 100
NPP 446 359 100

UK 10/2 476 252 25
UK 10/3 476 253 20
UK 10/4 476 254 15

TF (Ø2) 493 020 5

IP 4 S 498 160 25
IP 4 498 170 25

GE 496 110 50
GE 496 119 50

YBK 2.5
Width 5 mm

306 220 BEIGE
306 229 GREY

51.0

T
S

 3
5
  
3
5
.5

YBK 4
Width 6 mm

306 230 BEIGE
306 239 GREY

YBK 6
Width 8 mm

306 240 BEIGE
306 249 GRAU / GREY

YBK 10
Width 10 mm

306 250 BEIGE
306 259 GREY

55.0

T
S

 3
5
  
3
7
.0

70.0

T
S

 3
5
  
4
3
.0

64.0

T
S

 3
5
  
3
8
.5
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The YBK tension clamp ground terminal
blocks electrically connect field
wiring to the DIN rail via the metallic
internal parts.  When the DIN rail is
connected to metallic cabinetry that is
secured to earth, the proper grounding
process is completed.

YBK Series
Tension Clamp Ground Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL

Insulation Stripping Length
Connection Data
Solid Strand, Clamp Connection
Fine Strand, Clamp Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Yellow-Green

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

Grey
KD 3

End Plate
Thickness 1.2mm Green
Polyamide 6.6

NPP 

Group Marking
GE Beige

Grey

Marking Tags 
See page 34 for further detail.
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- V~ / - A / 2.5 mm2

600 V~ / 20 A / AWG 22-12

10 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
336 220 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 322 100

GE 496 110 50
GE 496 119 50

- V~ / - A / 4 mm2

600 V~ / 26 A / AWG 22-10

12 mm

0.5 - 4 mm2

0.5 - 4 mm2

22 – 10
Part No. Std. Pk.
336 230 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 332 100

GE 496 110 50
GE 496 119 50

- V~ / - A / 6 mm2

600 V~ / 35 A / AWG 22-8

13 mm

0.5 - 6 mm2

0.5 - 6 mm2

22 – 8
Part No. Std. Pk.
336 240 40

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 342 100

GE 496 110 50
GE 496 119 50

- V~ / - A / 10 mm2

600 V~ / 55 A / AWG 20-6

13 mm

0.5 - 10 mm2

0.5 - 10 mm2

20 – 6
Part No. Std. Pk.
336 250 30

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 352 100

GE 496 110 50
GE 496 119 50

YBK 4 T
Width 6 mm

336 230

YBK 6 T
Width 8 mm

336 240

YBK 10 T
Width 10 mm

336 250

55.0

T
S

 3
5
  
3
7
.0

64.0

T
S

 3
5
  
3
8
.5

70.0

T
S

 3
5
  
4
3
.0

YBK 2.5 T
Width 5 mm

336 220

51.0

T
S

 3
5
  
3
5
.5
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YBK Series

Electrical Ratings
Voltage/Current/Cross-section

Insulation Stripping Length
Connection Data
Solid Strand, Clamp Connection
Fine Strand, Clamp Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey
Yellow-Green

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

Grey
KD 3

End Plate
Thickness 1.2mm               NPP Beige
Polyamide 6.6 Grey

Green

Cross Connection

Test Plug
TF

Group Marking
GE Beige

Grey

Marking Tags 
See page 34 for further detail.

750 V~ / 24 A / 2.5 mm2

13 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
326 050 50
326 059 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 210 10
NPP 446 219 10

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

YBK 2.5 E
Width 5 mm

326 050 BEIGE
326 059 GREY

66.60

T
S

 3
5
  
3
5
.5

0
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750 V~ / 24 A / 2.5 mm2

13 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
326 100 50
326 109 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 270 10
NPP 446 279 10

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

750 V~ / 24 A / 2.5 mm2

13 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
326 200 50
326 209 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 270 10
NPP 446 279 10

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

750 V~ / 24 A / 2.5 mm2

13 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.
326 210 50
326 219 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 270 10
NPP 446 279 10

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

- V~ / - A / 2.5 mm2

13 mm

0.5 - 2.5 mm2

0.5 - 2.5 mm2

22 – 12
Part No. Std. Pk.

336 100 50
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 272 10

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

YBK 2.5 CX2
Width 5 mm

326 200 BEIGE
326 209 GREY

YBK 2.5 CD
Width 5 mm
326 210 BEIGE
326 219 GREY

YBK 2.5 C
Width 5 mm
326 100 BEIGE
326 109 GREY

YBK 2.5 CT
Width 5 mm
336 100

81.40

T
S

 3
5
  
3
5
.5

0

81.40

T
S

 3
5
  
3
5
.5

0

81.40

T
S

 3
5
  
3
5
.5

0

81.40

T
S

 3
5
  
3
5
.5

0

common
bar

split 
bar

diode ground
terminal
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750 V~ / 30 A / 4 mm2

600 V~ / 26 A / AWG 22-10

12 mm

0.5 - 4 mm2

0.5 - 4 mm2

22 – 10
Part No. Std. Pk.
318 100 50
318 109 50 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 260 25
NPP 446 269 25

UK 4/2 476 232 25
UK 4/3 476 233 20
UK 4/4 476 234 15
UK 4/10 476 239 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

750 V~ / 30 A / 4 mm2

600 V~ / 26 A / AWG 22-10

12 mm

0.5 - 4 mm2

0.5 - 4 mm2

22 – 10
Part No. Std. Pk.
318 120 20
318 129 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 446 260 25
NPP 446 269 25

UK 4/2 476 232 25
UK 4/3 476 233 20
UK 4/4 476 234 15
UK 4/10 476 239 5

TF (Ø2) 493 020 5

GE 496 110 50
GE 496 119 50

ybk Series
Double-Deck
Tension Clamp Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL 

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey
Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate – Partition
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP                           

Cross Connection

Test Plug-Soc. / Ins. Test Soc.

TF

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

YBK 4-2F
Width 6 mm
318 109 

YBK 4-2FK
Width 6 mm
318 129 

T
S

 3
5

  
5

5
.5

T
S

 3
5

  
5

5
.5

90.3 90.3
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750 V~ / 34 A / 4 mm2

500 V~ / 32 A / 4 mm2

300 V~ / 32 A / AWG 26-10

9 mm

0.5 - 6 mm2

1.5 - 4 mm2

26 – 10
Part No. Std. Pk.
319 100 100
319 109 100 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 449 010 25
NPP 449 019 25

UK 4/2 474 132 25
UK 4/3 474 133 20
UK 4/4 474 134 15
UK 4/10 474 139 5

TF (Ø2.3) 493 023 5
TF(Ø4) 493 040 5

TSK 4(Ø2.3)490 040 5
TSK 7 (Ø4) 490 070 5

ITK 28 (Ø4) 492 010 5

GE 496 110 50
GE 496 119 50

750 V~ / 34 A / 4 mm2

500 V~ / 32 A / 4 mm2

300 V~ / 32 A / AWG 26-10

9 mm

0.5 - 6 mm2

1.5 - 4 mm2

26 – 10
Part No. Std. Pk.
319 120 20
319 129 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 449 010 25
NPP 449 019 25

UK 4/2 474 132 25
UK 4/3 474 133 20
UK 4/4 474 134 15
UK 4/10 474 139 5

TF (Ø2.3) 493 023 5
TF(Ø4) 493 040 5

TSK 4(Ø2.3)490 040 5
TSK 7 (Ø4) 490 070 5

ITK 28 (Ø4) 492 010 5

GE 496 110 50
GE 496 119 50

PIK 4n Series
Double-Deck Terminals
and Accessories

Electrical Ratings
Voltage/Current/Cross-section
VDE  (IEC 60947-7-1)
UL 

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey
Mounting Rails

TS 35x7.5 TS 35x15 Slotted
TS 35x7.5 TS 35x15 Slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate – Partition
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP                           

Cross Connection

Test Plug-Soc. / Ins. Test Soc.

TF               ITK        TSK

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

PIK 4 N
Width 6 mm
319 100  BEIGE
319 109  GREY

PIK 4 NK
Width 6 mm
319 120  BEIGE
319 129  GREY

Torque: 0.5 Nm Torque: 0.5 Nm

64.0

T
S

 3
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1
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64.0
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0
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The PUK Series is a feed-thru and 
feed-thru/grounding terminal block
series used in applications utilizing
sensors or other multiwire systems.
The terminal blocks are only 6mm wide,
which saves 2/3 to _ the normal space
utilized in standard terminals.  The
PUK 3 and PUK 2T both have areas for
jumpering one or two levels.  This is
particularly time saving when daisy-
chaining power or ground (+ or -).  

The PUK 2T and PUK 3T allow feed 
thru terminal blocks as well as direct
grounding to the rail assembly.

PUK Series
Screw Type Terminal Blocks
for Initiators, Actuators and Motors

Electrical Ratings
Voltage/Current/Cross-section
VDE (IEC 60947-7-1)
UL

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Grey

Beige

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm TS 32 & TS 35 / For Beige / Grey

TS 35 / For Beige / Grey
KD 3

End Plate
Thickness 1.5mm Beige
Polyamide 6.6     NPP PUK 3     NPP PUK 2 T       NPP PUK 3T Grey

Small Partition
Beige
Grey

Cross Connection

Test Plug-Soc. / Ins. Test Soc.

TF                    TSK

Group Marking
GE Beige

Grey

Marking Tags 
See page 34 for further detail.

T
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500 V~ / 24 A / 2.5 mm2

440 V~ / 24 A / 2.5 mm2

300 V~ / 24 A / 24…12 AWG 

9 mm

0.5 - 4 mm2

1.5 – 2.5 mm2

26 – 12
Part No. Std. Pk.
324 100 25
324 109 25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 / 495 049 100

NPP 450 130 10
NPP 450 139 10

AD 1 467 910 100
AD 1 467 919 100

UK 2.5/2 480 132 25
UK 2.5/3 480 133 20
UK 2.5/4 480 134 15
UK 2.5/10 480 139 5

TF(Ø2.3) 493 023 5

TSK 3 (Ø2.3) 490 030 5

GE 496 110 50
GE 496 119 50

500 V~ / 24 A / 2.5 mm2

440 V~ / 24 A / 2.5 mm2

300 V~ / 24 A / 24…12 AWG 

9 mm

0.5 - 4 mm2

1.5 – 2.5 mm2

26 – 12
Part No. Std. Pk.
324 200 25
324 209 25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 / 495 049 100

NPP 450 140 10
NPP 450 149 10

AD 1 467 910 100
AD 1 467 919 100

UK 2.5/2 480 132 25
UK 2.5/3 480 133 20
UK 2.5/4 480 134 15
UK 2.5/10 480 139 5

TF(Ø2.3) 493 023 5

TSK 3 (Ø2.3) 490 030 5

GE 496 110 50
GE 496 119 50

500 V~ / 24 A / 2.5 mm2

440 V~ / 24 A / 2.5 mm2

300 V~ / 24 A / 24…12 AWG 

9 mm

0.5 - 4 mm2

1.5 – 2.5 mm2

26 – 12
Part No. Std. Pk.
324 300 25
324 309 25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 / 495 049 100

NPP 450 150 10
NPP 450 159 10

AD 1 467 910 100
AD 1 467 919 100

UK 2.5/2 480 132 25
UK 2.5/3 480 133 20
UK 2.5/4 480 134 15
UK 2.5/10 480 139 5

TF(Ø2.3) 493 023 5

TSK 3 (Ø2.3) 490 030 5

GE 496 110 50
GE 496 119 50

PUK 2 T
Width 6 mm
324 200  BEIGE
324 209  GREY 

PUK 3
Width 6 mm
324 100  BEIGE
324 109  GREY 

PUK 3 T
Width 6 mm
324 300  BEIGE
324 309  GREY 

Torque: 0.4 Nm Torque: 0.4 NmTorque: 0.4 Nm

T
S

 3
5

  
6

5
.2

0

87.15

T
S

 3
5

  
5

3
.0

71.70
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87.50
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500 V~ / 24 A / 4 mm2

600 V~ / 16 A / AWG 26-10

10 mm

0.5 - 6 mm2

1.5 – 4 mm2

26 – 10
Part No. Std. Pk.
353 100 20
353 109 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 050 10
NPP 450 059 10

UK 4/2 476 232 25
UK 4/3 476 233 20
UK 4/4 476 234 15
UK 4/10 476 239 5

GE 496 110 50
GE 496 119 50

500 V~ / 6.3 A / 6 mm2

300 V~ / 6.3 A / AWG 26-8

12 mm

0.5 - 10 mm2

1.5 – 10 mm2

26 – 8
Part No. Std. Pk.
360 110 20
360 119 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 040 10
NPP 450 049 10

GE 496 110 50
GE 496 119 50

ASK Series
Disconnect Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL 

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey
Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP ASK 3    NPP ASK 2              

Cross Connection

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

ASK 3 A
Width 6 mm

353 100  BEIGE
353 109  GREY

53.5

M
R

 3
5
  
5
0
.5

Torque: 0.5 Nm

ASK 2 B
Width 8 mm

360 110  BEIGE
360 119  GREY

60.0

M
R

 3
5
  
4
5
.0

M
R

 3
2
  
4
9
.0

Torque: 0.8 Nm

Disconnect Terminals
The main advantage with 
disconnect terminals is that
they allow a circuit to be
“opened” without removing
the wire from the screw 
connections – saving time.

The analog circuits such as
4-20 ma signals, the user can
open the circuit (ASK 2B) and
place a multimeter on the
exposed internal terminals
and “read” input or output
currents very easily.

Fuse Terminal Blocks
Standard 5x20mm and 5x25mm
fuses can be used with these
terminals.  The standard
lever action fuse terminal is
the ASK 2S.

If you wish to have fuse
blown indication for your
control circuit in order to
enhance trouble shooting,
then the ASK LD is a good
device.  The fuse holder 
portions can be completely
removed with the ASK 3F and
it also holds a spare fuse.  
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500 V~ / 6.3 A / 6 mm2

300 V~ / 6.3 A / AWG 26-8

5x20, 5x25 mm
12 mm

0.5 –10 mm2

1.5 –10 mm2

26 – 8
Part No. Std. Pk.
351 100 / 351 109 50

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 040 10
NPP 450 049 10

GE 496 110 50
GE 496 119 50

- V~ / 6.3 A / 6 mm2

- V~ / 6.3 A / AWG 26-8

5x20, 5x25 mm
12 mm

0.5 –10 mm2

1.5 –10 mm2

26 – 8
Part No. Std. Pk.
351 220 / 351 229 (24v dc) 25
351 310 / 351 319 (48v ac) 25
351 320 / 351 319 (48v dc) 25
351 510 / 351 519 (110v ac)25

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 040 10
NPP 450 049 10

GE 496 110 50
GE 496 119 50

600 V~ / 6.3 A / 4 mm2

600 V~ / 10 A / AWG 26-10

5x20, 5x25 mm
12 mm

0.5 –6 mm2

1.5 –4 mm2

26 – 10
Part No. Std. Pk.
354 100 / 354 109 20

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 050 10
NPP 450 059 10

UK 4/2 476 232 25
UK 4/3 476 233 20
UK 4/4 476 234 15
UK 4/10 476 239 5

GE 496 110 50
GE 496 119 50

ASK Series
Screw-type 
Fuse Terminals 

Electrical Ratings
Voltage/Current/Cross-section
UL 

Fuse Size
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige/Grey

Mounting Rails
TS 35x7.5 TS 35x15 Slotted
TS 35x7.5 TS 35x15 Slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width

End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate – Partition
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP ASK 3    NPP ASK 2              

Cross Connection

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

ASK 2 LD
Width 8 mm
--- --0  BEIGE
--- --9  GREY

ASK 2 S
Width 8 mm
351 100  BEIGE
351 109  GREY

60.0

T
S

 3
5

  
4

5
.0

T
S

 3
2

  
4

9
.0

Torque: 0.8 Nm Torque: 0.8 Nm

60.0

T
S

 3
5

  
4

5
.0

T
S

 3
2

  
4

9
.0

ASK 3 F
Width 6 mm
354 100  BEIGE
354 109  GREY

53.5

T
S

 3
5

  
7

2
.5

Torque: 0.5 Nm
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The YBK Series for fuse blocks utilize
spring clamp technology and fusing for
5x20mm, 5x25mm and 11/4" x 1/4" types.

YBK Series
Tension Clamp Fuse and
Disconnect Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL / CSA

Fuse Size
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Grey

Beige
Grey

Beige

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

Grey
KD 3

End Plate
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP YBK S - YBK I

Cross Connection

Group Marking
GE Beige

Grey

Marking Tags 
See page 34 for further detail.
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500 V~ / - A / 4 mm2

600 V~ / - A / AWG 22-10

5x20, 5x25 mm
12 mm

0.5 –4 mm2

0.5 –4 mm2

22 – 10
Part No. Std. Pk.
355 110 20
355 119 20

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 060 10
NPP 450 069 10

UK 6/2 476 242 25
UK 6/3 476 243 20
UK 6/4 476 244 15
UK 6/10 476 249 5

GE 496 110 50
GE 496 119 50

- V~ / - A / 4 mm2

- V~ / - A / AWG 22-10

5x20, 5x25 mm
12 mm

0.5 –4 mm2

0.5 –4 mm2

22 – 10
Part No. Std. Pk.
355 720 (24v dc) 20
355 729 (24v dc) 20
355 750 (110v dc) 20
355 759 (110v dc) 20

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 060 10
NPP 450 069 10

UK 6/2 476 242 25
UK 6/3 476 243 20
UK 6/4 476 244 15
UK 6/10 476 249 5

GE 496 110 50
GE 496 119 50

500 V~ / - A / 4 mm2

600 V~ / - A / AWG 22-10

11/4x1/4"
12 mm

0.5 –4 mm2

0.5 –4 mm2

22 – 10
Part No. Std. Pk.
355 120 20
355 129 20

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 060 10
NPP 450 069 10

UK 6/2 476 242 25
UK 6/3 476 243 20
UK 6/4 476 244 15
UK 6/10 476 249 5

GE 496 110 50
GE 496 119 50

YBK S
Width 8 mm
355 110  BEIGE
355 119  GREY

YBK I
Width 8 mm
355 120  BEIGE
355 129  GREY

YBK SLD
Width 8 mm
--- --0  BEIGE
--- --9  GREY

67.0

T
S

 3
5

  
6

4
.5

67.0

T
S

 3
5

  
6

4
.5

67.0

T
S

 3
5

  
6

6
.5
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750 V~ / 6.3 A / 6 mm2

600 V~ / 6.3 A / AWG 22-8

11/4x1/4"
12 mm

0.5 –10 mm2

1.5 –6 mm2

22 – 8
Part No. Std. Pk.
351 120 20
351 129 20 

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

GE 496 110 50
GE 496 119 50

- V~ / - A / 6 mm2

- V~ / - A / AWG 22-8

11/4x1/4"
12 mm

0.5 –10 mm2

1.5 –6 mm2

22 – 8
Part No. Std. Pk.
351 720 (24v dc) 20
351 729 (24v dc) 20 
351 750 (110v ac) 20
351 759 (110v ac) 20 

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

GE 496 110 50
GE 496 119 50

ASK Series
Fuse Terminals

Electrical Ratings
Voltage/Current/Cross-section
UL 

Fuse Size
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate
Endplates are included on block

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

ASK 4 S
Width 10 mm
351 120  BEIGE
351 129  GREY

74.4

T
S

 3
5

  
5

1
.5

Torque: 0.8 Nm

ASK 4 LD
Width 10 mm
--- --0  BEIGE
--- --9  GREY

74.4

T
S

 3
5

  
5

1
.5

Torque: 0.8 Nm

ASK 4 Series of fuse 
terminals blocks are used
with 11/4" x 1/4" fuses.  Please
note that this terminal block
is completely enclosed and
does not require an end
cover.  They are offered in
standard and with fuse
blown indication.  
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380V~ / 44 A / 6 mm2

12 mm

0.5 –10 mm2

1.5 –6 mm2

20 – 8
Part No. Std. Pk.
370 500 20
370 501 20 
370 502 20 
370 590 20 
370 591 20 
370 592 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 100 5
NPP 450 109 5

AD 2 467 950 100
AD 2 467 959 100

UK 6/2 480 182 10
UK 6/3 480 183 10
UK 6/4 480 184 10
UK 6/10 480 189 5

CK 6 485 506 10

ITK 32 492 020 5
TSK 6 490 060 5

GE 496 110 50
GE 496 119 50

350 V~ / 61 A / 10 mm2

400 V~ / 57 A / 10 mm2

600 V~ / 50 A / AWG 16-8

12 mm

0.5 –16 mm2

1.5 –10 mm2

16 – 8
Part No. Std. Pk.
375 500 20
375 501 20 
375 502 20 
375 590 20 
375 591 20 
375 592 20 
Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 100 5
NPP 450 109 5

AD 2 467 950 100
AD 2 467 959 100

UK 10/2 480 172 10
UK 10/3 480 173 10
UK 10/4 480 174 10
UK 10/10 480 179 5

CK 10 485 510 10

ITK 35 492 030 5
TSK 6 490 060 5
TF 4 493 040 5

GE 496 110 50
GE 496 119 50

WGO Series
Disconnect Terminals

Electrical Ratings
Voltage/Current/Cross-section
IEC 60947-7-1
UL 

Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 w/o test socket Beige

w/ test socket Beige
double test socket Beige

w/o test socket Grey
w/ test socket Grey

double test socket Grey
Mounting Rails

TS 35x7.5 TS 35x15 Slotted
TS 35x7.5 TS 35x15 Slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate
Thickness 1.5mm Beige

Grey
NPP WGO 1-2                              

Small Partition
Beige
Grey

Cross Connection

Switchable Cross Connection Links

Test Plug-Soc. / Ins. Test Soc.
TF      TSK

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

WGO 1
Width 8 mm
--- -0-  BEIGE
--- -9-  GREY

65.0

T
S

 3
5

  
4

9
.5

T
S

 3
2

  
5

4
.5

Torque: 0.8 Nm

WGO 2
Width 10 mm
--- -0-  BEIGE
--- -9-  GREY

65.0

T
S

 3
5

  
4

9
.5

T
S

 3
2

  
5

4
.5

Torque: 1.2 Nm
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750 V~ / 16 A / 2.5 mm2

10 mm

0.5 –2.5 mm2

0.5 –2.5 mm2

22 – 12
Part No. Std. Pk.
353 200 50
353 209 50 

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 210 10
NPP 450 219 10

UK 2.5/2 476 222 25
UK 2.5/3 476 223 20
UK 2.5/4 476 224 15
UK 2.5/10 476 229 5

GE 496 110 50
GE 496 119 50

750 V~ / 32 A / 4 mm2

5x20, 5x25 mm
9 mm

0.5 –6 mm2

1.5 –4 mm2

24 – 10
Part No. Std. Pk.
353 300 50
353 309 50 

Type Part No. Std. Pk.
slotted
35x7.5 TS3575SL 2m
35x7.5 TS3575SL1 1m
35x7.5 TS3575SL1-A 1m
35x15 TS3515SL 2m
solid
35x7.5 TS3575SOL 2m
35x15 TS3515SOL 2m

KD 3 495 040 100
KD 3 495 049 100

NPP 450 200 10
NPP 450 209 10

UK 6/2 476 242 25
UK 6/3 476 243 20
UK 6/4 476 244 15
UK 6/10 476 249 5

GE 496 110 50
GE 496 119 50

YBK/AVK Series
Tension Clamp
Disconnect Terminals

Electrical Ratings
Voltage/Current/Cross-section

Fuse Size
Insulation Stripping Length
Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection
AWG Conductor
Ordering Data
Polyamide 6.6 Beige

Grey

Mounting Rails
TS 35x7.5 solid TS 35x15 solid
TS 35x7.5 slotted TS 35x15 slotted

steel slot dim. aluminum slot dim.
25mm on 36mm center 13mm on 26mm center
5.2mm slot width 5mm slot width
End Bracket
Thickness 8mm Beige

KD 3 Grey

End Plate
Thickness 1.5mm Beige
Polyamide 6.6 Grey

NPP YBK S - YBK I

Cross Connection

Group Marking
GE          Beige

Grey

Marking Tags 
See page 34 for further detail.

YBK 2.5 A
Width 5 mm
353 200  BEIGE
353 209  GREY

Torque: 0.8 Nm

69.1

T
S

 3
5

  
3

7
.5

AVK 4 FS
Width 8 mm
353 300  BEIGE
353 309  GREY

Torque: 0.8 Nm

82.5

T
S

 3
5

  
6

6
.5

Disconnect Terminal
YBK 2.5A
This terminal block is a 
tension clamp terminal that
provides the user with the
ability to disconnect the 
circuit.  Also two jumper
channels are provided to suit
most any application.

Fuse Terminal plus Feed Thru
AVK 4 FS 
This terminal block can 
protect one leg of a circuit,
while feeding another.  In
8mm this block can terminate
and protect most 2 wire 
systems using 5x20mm or
5x25mm fuses.  
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380 V~ / 25 A / 2.5 mm2

400 V~ / 24 A / 2.5 mm2

5 mm
Type Part No. Std. Pk.
PSK1/2 (2’li) 420 020 100
PSK1/12 (12’li) 420 120 75

600 V~ / 47 A / 6 mm2

600 V~ / 41 A / 6 mm2

9 mm
Type Part No. Std. Pk.
PSK2/2 (2’li) 421 020 100
PSK2/10 (10’li) 421 120 30

PSK Series
Terminal Strips

Electrical Ratings
Voltage/Current/Cross-section
VDE (IEC 60998-1, IEC 60998-2-1) 

Insulation Stripping Length
Ordering Data
Can be joined end to end

PSK 1 PSK 2

380 V~ 450 V- / 2.5 mm2

450 V / 24 A / 2.5 mm2

0.75 – 4 mm2

1.5 – 2.5 mm2

Type Part No. Std. Pk.
SK 1 430 012 50
SK 1 432 012 50

380 V~  450 V- / 4 mm2

450 V / 32 A / 4 mm2

0.75 – 6 mm2

1.5 – 4 mm2

Type Part No. Std. Pk.
SK 2 430 022 50
SK 2 432 022 50

380 V~  450 V- / 6 mm2

450 V / 41 A / 6 mm2

0.75 – 10 mm2

1.5 – 6 mm2

Type Part No. Std. Pk.
SK 3 430 032 50
SK 3 432 032 50

380 V~  450 V- / 10 mm2

450 V / 41 A / 10 mm2

0.75 – 16 mm2

1.5 – 10 mm2

Type Part No. Std. Pk.
SK 4 430 042 50
SK 4 432 042 50

SK Series
Terminal Strips

SK 1 - 2 - 3 - 4

Electrical Ratings
Voltage/Cross-section
IEC 60998-1 
UL 

Connection Data
Solid Strand, Screw Connection
Fine Strand, Screw Connection

Ordering Data
Black (w/ screw blockage, passive)

White (w/ screw blockage, Ni coated, non-flammable)
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DB 10/6.5 typ / type

6.5 mm.

11.5 mm.

DO 10/6.5 typ / type

6.5 mm.

11.5 mm.

DY 10/6.5 typ / type

6.5 mm.

11.5 mm.

DYO 5 typ / DYO 5 type

5 mm.

5 mm.

DB5 typ / DB5 type

5 mm.

5 mm.

DY5 typ / DY5 type

5 mm.

5 mm.

DB 10/5 typ / type DO 10/5 typ / type

5 mm.

10 mm.

5 mm.

10 mm.

DB 10/6 typ / type

6 mm.

11.5 mm.

DB 10/6 typ / type

6 mm.

11.5 mm.

78

79

80

81

82

83

84

85

86

87

DG 5/6 typ / type

DG 10/5 typ / type

DG 10/6 typ / type

5 mm.

6 mm.

10 mm.

6 mm.

10 mm.

5 mm.

Feed-Through Terminal Accessories
Marking Tags

Type Description Std. Pk.
DY 5 0 505 000
DY 5 1 505 001
DY 5 2 505 002
DY 5 3 505 003
DY 5 4 505 004
DY 5 5 505 005
DY 5 6 505 006
DY 5 7 505 007
DY 5 8 505 008
DY 5 9 505 009
DY 5 10 505 010
DY 5 1-10 505 020
DY 5 11-20 505 021
DY 5 21-30 505 022
DY 5 31-40 505.023
DY 5 41-50 505 024
DY 5 10-100 505 030
DY 5 1-50 505 040
DY 5 51-100 505 041
DY 5 101-150 505 042
DY 5 151-200 505 043
DY 5 201-250 505 044
DY 5 251-300 505 045
DY 5 301-350 505 046
DY 5 351-400 505 047
DY 5 401-450 505 048
DY 5 451-500 505 049
DY 5 501-550 505 050
DY 5 551-600 505 051
DY 5 601-650 505 052
DY 5 651-700 505 053
DY 5 701-750 505 054
DY 5 751-800 505 055
DY 5 801-850 505 056
DY 5 851-900 505 057
DY 5 901-950 505 058
DY 5 951-999 505 059
DY 5 A 505 060
DY 5 B 505 061
DY 5 C 505 062
DY 5 D 505 063
DY 5 E 505 064
DY 5 F 505 065
DY 5 G 505 066

Type Description Std. Pk.
DY 5 H 505 067
DY 5 I 505 068
DY 5 J 505 069
DY 5 K 505 070
DY 5 L 505 071
DY 5 M 505 072
DY 5 N 505 073
DY 5 O 505 074
DY 5 P 505 075
DY 5 Q 505 076
DY 5 R 505 077
DY 5 S 505 078
DY 5 T 505 079
DY 5 U 505 080
DY 5 V 505 081
DY 5 W 505 082
DY 5 X 505 083
DY 5 Y 505 084
DY 5 Z 505 085
DY 5 L1 505 090
DY 5 L2 505 091
DY 5 L3 505 092
DY 5 RSTNn 505 093
DY 5 Mp 505 094
DY 5 + 505 095
DY 5 - 505 096
DY 5 ∞ 505 097

DY 10/6.5 1-10 505 201
DY 10/6.5 11-20 505 202
DY 10/6.5 21-30 505 203
DY 10/6.5 31-40 505 204
DY 10/6.5 41-50 505 205
DY 10/6.5 51-60 505 206
DY 10/6.5 61-70 505 207
DY 10/6.5 71-80 505 208
DY 10/6.5 81-90 505 209
DY 10/6.5 91-100 505 210

Type Description Part No. Std Pack
DY 5 Standard print 505 —- 500
DYO 5 Special print 505 650 500
DB 5 Without print 505 850 500
DO 10/5 Special print 505 710 500
DB 10/5 Without print 505 910 500
DB 10/6 Without print 505 915 500
DY 10/6.5 Standard print 505 —- 500
DO 10/6.5 Special print 505 720 500
DB 10/6.5 Without print 505 920 500
DG 5/6 Without print 505 330 400
DG 10/5 Without print 505 310 440
DG 10/6 Without print 505 320 360
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Ins.Ext. 
Diameter
2.4 – 4.4 mm

For Conductors of
0.75 – 4 mm2

4 – 16 mm2

Ins.Ext. 
Diameter
4.0 – 8.5 mm

For Conductors of

For Conductors of
0.75 .......... 1.5 mm2

For Conductors of
4 - 6 mm2

Numbers

Character

Closed Type

KG1 KG2 Color KE1 KE2

0

1

2

3

4

5

6

7

8

9

A

B

C

D

E

F

G

H

I

J

K

L

M

N

O

P

Q

R

S

T

U

V

W

X

Y

Z

Letters

Signs

515 000

515 001

515 002

515 003

515 004

515 005

515 006

515 007

515 008

515 009

515 010

515 011

515 012

515 013

515 014

515 015

515 016

515 017

515 018

515 019

515 020

515 021

515 022

515 023

515 024

515 025

515 026

515 027

515 030

515 031

515 032

515 033

515 034

515 035

516 000

516 001

516 002

516 003

516 004

516 005

516 006

516 007

516 008

516 009

516 010

516 011

516 012

516 013

516 014

516 015

516 016

516 017

516 018

516 019

516 020

516 021

516 022

516 023

516 024

516 025

516 026

516 027

516 030

516 031

516 032

516 033

516 034

516 035

517 000

517 001

517 002

517 003

517 004

517 005

517 006

517 007

517 008

517 009

517 010

517 011

517 012

517 013

517 014

517 015

517 016

517 017

517 018

517 019

517 020

517 021

517 022

517 023

517 024

517 025

517 026

517 027

517 028

517 029

517 030

517 031

517 032

517 033

517 034

517 035

518 000

518 001

518 002

518 003

518 004

518 005

518 006

518 007

518 008

518 009

518 010

518 011

518 012

518 013

518 014

518 015

518 016

518 017

518 018

518 019

518 020

518 021

518 022

518 023

518 024

518 025

518 026

518 027

518 028

518 029

518 030

518 031

518 032

518 033

518 034

518 035

Mp

S

T

+

-

(

.

/

515 040

515 041

515 042

515 043

515 044

515 045

515 046

515 047

515 048 

516 040

516 041

516 042

516 043

516 044

516 045

516 046

516 047

516 048

517 040

517 043

517 044

517 045

517 046

517 047

517 048

518 040

518 043

518 044

518 045

518 046

518 047

518 048

Color

Open Type

KE3

519 000

519 001

519 002

519 003

519 004

519 005

519 006

519 007

519 008

519 009

519 010

519 011

519 012

519 013

519 014

519 015

519 016

519 017

519 018

519 019

519 020

519 021

519 022

519 023

519 024

519 025

519 026

519 027

519 028

519 029

519 030

519 031

519 032

519 033

519 034

519 035

519 040

519 043

519 044

519 045

519 046

519 047

519 048

For Conductors of
1.50 .......... 2.5 mm2

KE1 

KE2 

KE3 

2

2

Feed-Through Terminal Accessories
Cable Marking Sleeves

Type For Conductors mm2 Quantity

KG 1 0.75 – 4 100

KG 2 4 – 16 50

KE 1 0.75 – 1.5 500

KE 2 1.5 – 2.5 500

KE 3 4 – 6 500

Material: Flexible Plastic PVC for KG 1 – KG 2 (Resistant to flame).  
Polyamide 6.6 for KE 1 – KE 2.

Ambient Temperature: -30° C and + 70° C
Every packet contains only one type of letter, number or sign.
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Wire Ferrules 
Wire ferrules are used to terminate stranded
wires and are mainly used with European-style 
terminal blocks and other IEC control components.
American Electrical has the widest selection in
North America. Our ferrules are also made for
twin wire, on reels, in strips, for extra long 
applications and for wires with thick insulation. 
We cover sizes from 26 AWG to 500MCM.

AEI is the only company in the USA that stocks
three separate color codes for insulated wire 
ferrules – DIN, T and W. There is no difference
other than color for a given ferrule of the same
AWG size. The DIN (Deutche Industrie Normen –
German) code is the most widely used and accepted.

The T code was a French code designed by
Telemechanique and the W code another European
code developed by Weidmuller. Both Telemechanique
and Weidmuller do not manufacture wire ferrules.
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Technical Data Wire Ferrule Pull Out Forces

Material Polypropylene mm2 AWG Pull out Ferrule
(H Type) PP homo Force lbs (N)

MI 12 0.25 24 3.375 (15) 0.25
(Melt Index)

Flexural 1.550 Mpa 0.25 22 3.375 (15) 0.5

Moldulus
Izod 25 0.5 20 6.75 (30) 0.75

Thermal 89°C 1 18 6.75 (30) 1
Properties

H.D.T. – 108°C 1.5 16 9 (40) 1.5
4.6 kg/cm2

H.D.T. – -20°C 2.5 14 11.25 (50) 2.5
18.6 kg/cm2

Crystal 164 - 168°C 4 12 11.25 (50) 4
Melting Temp.

6 10 13.5 (60) 6

10 8 18 (80) 10

16 6 20.25 (90) 16

25 4 22.5 (100) 25

35 2 27 (120) 35

50 1 31.5 (140) 50

Technical Information

Apart from giving a high quality appearance, ferrules also ensure
the reliability of the connection and installation.

Advantages of wire ferrules:
• Easy insertion of wire into terminal
• Prevents flare out of stripped, stranded wire
• Improved connection reliability

Wire ferrules with plastic insulating collars:
• Simple identification of the circuit and voltage based on the

color of the insulated collar
• Additional insulation helps to isolate and protect against

unwanted contact with electrical circuits



DIN Color T Color W Color Pieces Dimensions (mm)
Size Part Code Part Code Part Code per
mm2 No. DIN No. T No. W Bag L-1 L-2 D-1 S-1 D-2 S-2

0.14* 26 1161014 grey 1163014 brown 1162014 grey 500 10.5 6 0.8 0.25 2.0 0.25

0.14* 1181014 1183014 1182014 12.5 8 0.8 0.25 2.0 0.25

0.25* 24 1161025 yellow 1163025 violet 1162025 blue 500 10.5 6 0.8 0.25 2.0 0.25

0.25* 1181025 1183025 1182025 12.5 8 0.8 0.25 2.0 0.25

0.34* 24 1161034 turquoise 1163034 pink 1162034 turquoise 500 10.5 6 0.8 0.25 2.0 0.25

0.34* 1181034 1183034 1182034 12.5 8 0.8 0.25 2.0 0.25

0.50 20 1161050 white 1163050 white 1162050 orange 500 11.5 6 1.1 0.15 2.5 0.25

0.50 1181050 1183050 1182050 13.5 8 1.1 0.15 2.5 0.25

0.50 11101050 11103050 11102050 15.5 10 1.1 0.15 2.5 0.25

0.75 20 1161075 grey 1163075 blue 1162075 white 500 12.0 6 1.3 0.15 2.8 0.25

0.75 1181075 1183075 1182075 14.0 8 1.3 0.15 2.8 0.25

0.75 11101075 11103075 11102075 16.0 10 1.3 0.15 2.8 0.25

0.75 11121075 11123075 11122075 18.0 12 1.3 0.15 2.8 0.25

1.00 18 1161010 red 1163010 red 1162010 yellow 500 12.5 6 1.5 0.15 3.0 0.3

1.00 1181010 1183010 1182010 14.5 8 1.5 0.15 3.0 0.3

1.00 11101010 11103010 11102010 16.5 10 1.5 0.15 3.0 0.3

1.00 11121010 11123010 11122010 18.5 12 1.5 0.15 3.0 0.3

1.50* 16 1161015 black 1163015 black 1162015 red 500 12.5 6 1.8 0.15 3.4 0.3

1.50 1181015 1183015 1182015 14.5 8 1.8 0.15 3.4 0.3

1.50 11101015 11103015 11102015 16.5 10 1.8 0.15 3.4 0.3

1.50 11121015 11123015 11122015 18.5 12 1.8 0.15 3.4 0.3

1.50 11181015 11183015 11182015 24.5 18 1.8 0.15 3.4 0.3

2.08* 14 1181208 yellow 1183208 yellow 1182208 yellow 500 14.5 8 2.05 0.15 3.6 0.3

2.50 14 1181025 blue 1183025 grey 1182025 blue 500 15.0 8 2.3 0.15 4.2 0.3

2.50 11121025 11123025 11122025 19.0 12 2.3 0.15 4.2 0.3

2.50 11181025 11183025 11182025 25.0 18 2.3 0.15 4.2 0.3

4.00 12 11101040 grey 11103040 orange 11102040 grey 500 17.5 10 2.9 0.2 4.8 0.3

4.00 11121040 11123040 11122040 20.0 12 2.9 0.2 4.8 0.3

4.00 11181040 11183040 11182040 100 26.0 18 2.9 0.2 4.8 0.3

6.00 10 11121060 yellow 11123060 green 11122060 black 100 20.0 12 3.6 0.2 6.2 0.3

6.00 11181060 11183060 11182060 25.0 18 3.6 0.2 6.2 0.3

10.00 8 11121100 red 11123100 brown 11122100 ivory 100 21.0 12 4.6 0.2 7.5 0.3

10.00 11181100 11183100 11182100 27.0 18 4.6 0.2 7.5 0.3

16.00 6 11121160 blue 11123160 white 11122160 green 100 23.0 12 6.0 0.2 8.8 0.4

16.00 11181160 11183160 11182160 29.0 18 6.0 0.2 8.8 0.4

38 American Electrical • 425 Southlake Blvd., Suite 9-B • Richmond, VA 23236 • 804.379.2899 • fax: 804.379.8935 • www.americanelectrical.com

Wire Ferrules Insulated 
DIN 46228 
Part 4

Material: Copper / Plastic
Surface: Tin Plated

*  Does not conform to DIN 46228 part 4

A
W

G

rec.

crimping

tool

Trap24-10
or

sq28-10

trap8-1
or

trap8-4



DIN Color T Color W Color Pieces Dimensions (mm)
Size Part Code Part Code Part Code per

mm2 No. DIN No. T No. W Bag L-1 L-2 D-1 S-1 D-2 S-2

25.00 4 11161250 yellow 11163250 black 11162250 brown 50 29.0 16 7.5 0.2 11.0 0.5

25.00 11181250 11183250 11182250 31.0 18 7.5 0.2 11.0 0.5

25.00 11221250 11223250 11222250 35.0 22 7.5 0.2 11.0 0.5

35.00 2 11161350 red 11163350 red 11162350 beige 50 30.0 16 8.5 0.2 12.5 0.5

35.00 11181350 11183350 11182350 32.0 18 8.5 0.2 12.5 0.5

35.00 11251350 11253350 11252350 39.0 25 8.5 0.2 12.5 0.5

50.00 1 11201500 blue 11203500 blue 11202500 olive 50 36.0 20 10.5 0.35 15.0 0.6

50.00 11251500 11253500 11252500 25 41.0 25 10.5 0.35 15.0 0.6

70.00* 1/0 11201700 yellow 11203700 yellow 11202700 yellow 25 37.0 20 12.7 0.35 16.0 0.6

70.00* 2/0 11271700 11273700 11272700 43.0 27 12.7 0.40 16.0 0.6

95.00* 3/0 11251950 red 11253950 red 11252950 red 25 44.0 25 14.7 0.35 18.0 0.6

120.00* 4/0 112711200 blue 112731200 blue 112721200 blue 25 48.0 27 16.7 0.45 21.0 0.7

150.00* 113211500 yellow 113231500 yellow 113221500 yellow 25 58.0 32 19.5 0.5 23.0 1.0
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A
W

G

rec.

crimping

tool

trap8-1
or

trap8-4

trap8-1

vice70150

300
mcm

DIN Color T Color W Color Pieces Dimensions (mm)
Size Part Code Part Code Part Code per
mm2 No. DIN No. T No. W Bag L-1 L-2 D-1 S-1 D-2 S-2

0.50 22 1050G white 3050G white 2050G orange 500 13.5 8 1.1 0.15 3.0 0.25

0.75 20 1075G grey 3075G blue 2075G white 500 14.0 8 1.3 0.15 3.4 0.3

1.00 18 1100G red 3100G red 2100G yellow 500 14.0 8 1.5 0.15 3.4 0.3

1.50 16 1150G black 3150G black 2150G red 500 14.0 8 1.8 0.15 3.8 0.3

16.00 14 1160G white 3160G white 2160G green 100 23.0 12 6.0 0.2 9.5 0.4

A
W

G

*  Does not conform to DIN 46228 part 4

Wire Ferrules Insulated for Thick Insulation 
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Wire Ferrules on Strips

Wire Ferrules on reels
Also used with MC 25

Barrel DIN Color T Color C Color
Size Length Part Code Part Code Part Code
mm2 (mm) No. DIN No. T No. W Pieces

0.50 22 8 101050 white 103050 white 102050 orange 10 x 50 

0.75 20 8 101075 grey 103075 blue 102075 white 10 x 50 

1.00 18 8 101100 red 103100 red 102100 yellow 10 x 50 

1.50 16 8 101150 black 103150 black 102150 red 10 x 50 

2.50 14 8 101250 blue 103250 grey 102250 blue 10 x 50 

Color Color Color Pieces
Size Length Part Code Part Code Part Code per
mm2 mm No. DIN No. T No. W Box

0.50 8 MC1050 white MC3050 white MC2050 orange 1000 

0.75 8 MC1075 grey MC3075 blue MC2075 white 1000

1.00 8 MC1100 red MC3100 red MC2100 yellow 1000

1.50 8 MC1150 black MC3150 black MC2150 red 1000

2.50 8 MC1250 blue MC3250 grey MC2250 blue 500

Material: Copper / Plastic
Surface: Tin Plated
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Twin-Wire Ferrules for Two Wires 

Material: Copper / Plastic
Surface: Tin Plated

DIN Color W Color Pcs. Dimensions (mm)
Size Part Code Part Code per
mm2 AWG No. DIN No. W Bag L-1 L-2 D-1 S-1 D-2 S-2

2 x 0.50 20 1381050 white 1382050 orange 500 15.0 8.0 1.5 0.15 2.3 /  4.5 0.25

2 x 0.75 20 1381075 grey 1382075 white 500 15.0 8.0 1.8 0.15 2.6 /  5.1 0.25

2 x 0.75 20 13101075 13102075 500 17.0 10.0 1.8 0.15 2.6 /  5.1 0.25

2 x 1.00 18 1381010 red 1382010 yellow 500 15.0 8.0 2.05 0.15 3.2 /  5.1 0.30

2 x 1.00 18 13101010 13102010 500 17.0 10.0 2.05 0.15 3.2 /  5.1 0.30

2 x 1.50 16 1381015 black 1382015 red 500 16.0 8.0 2.3 0.15 3.5 /  6.4 0.30

2 x 1.50 16 13121015 13122015 500 20.0 12.0 2.3 0.15 3.5 /  6.4 0.30

2 x 2.50 14 13101025 blue 13102025 blue 100 18.5 10.0 2.9 0.20 4.0 /  7.5 0.30

2 x 2.50 14 13131025 13132025 100 21.5 13.0 2.9 0.20 4.0 /  7.5 0.30

2 x 4.00 12 13121040 grey 13122040 grey 100 23.0 12.0 3.8 0.20 4.9 /  8.6 0.30

2 x 6.00 10 13141060 yellow 13142060 black 100 25.0 14.0 4.9 0.20 5.8 /  9.6 0.40

2 x 10.0 8 13141100 red 13142100 ivory 100 26.0 14.0 6.5 0.20 6 0.40

2 x 16.0 6 13161160 blue 13162160 green 50 31.0 16.0 8.5 0.20 6 0.50

rec.

crimping

tool

sq28-10
or

trap24-10

trap8-1
or

trap8-4
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Wire Ferrules Non-Insulated 
DIN 46228 Part 1

Pcs. Dimensions (mm)
Size Part per
mm2 No. Bag L D-1 D-2 S

6.00 10 121010600 1000 10 3.5 4.7 0.2

121210600 12

121510600 15

121810600 18

10.00 8 1212110 500 12 4.5 5.8 0.2

1215110 15

1218110 18

1220110* 20

1225110* 25

16.00 6 1212116 250 12 5.8 7.5 0.2

1215116 15

1218116 18

1220116* 20

1225116 25

1232116 32

25.00 4 1212125* 100 12 7.3 9.5 0.2

1215125 15

1218125 18

1225125 25

1232125 32

35.00 2 1218135 100 18 8.3 11 0.2

1220135* 20

1225135 25

1232135 32

50.00 1 1218150 100 18 10.3 13 0.3

1222150* 22

1225150 25

1232150 32

70.00 2/0 1225170 100 25 12.5 15 0.4

1232170* 32

A
W

G

*  Does not conform to DIN 46228 part 1

rec.

crimping

tool

sq28-10
or

trap24-10

trap8-1
or

trap8-4

trap8-1

vice70150

Material: Copper
Surface: Tin Plated

Pcs. Dimensions (mm)
Size Part per
mm2 No. Bag L D-1 D-2 S

0.25 24 12510025* 1000 5 0.8 1.7 0.15

12710025* 7

0.34 22 12510034* 1000 5 0.9 1.8 0.15

12710034* 7

0.50 20 12610050 1000 6 1.0 2.1 0.15

12810050* 8

121010050 10

0.75 20 12610075 1000 6 1.2 2.3 0.15

12810075* 8

121010075 10

121210075 12

1.00 18 12610100 1000 6 1.4 2.5 0.15

12810100* 8

121010100 10

121210100* 12

1.50 16 12710150 1000 7 1.7 2.8 0.15

121010150 10

121210150 12

121510150* 15

121810150 18

122010150* 20

2.50 14 12710250 1000 7 2.2 3.4 0.15

121010250 10

121210250 12

121510250* 15

121810250 18

122010250* 20

4.00 12 12910400 1000 9 2.8 4.0 0.2

121010400 10

121210400 12

121510400 15

121810400 18

122010400* 20

rec.

crimping

tool

sq28-10
or

trap24-10
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Pcs. Dimensions (mm)
Size Part per
mm2 No. Bag L D-1 D-2 S

95.0 3/0 1225195* 100 25 14.5 17 0.4

1230195* 30

1232195* 32

120.0 4/0 12321120* 100 32 16.5 19 0.5

12401120* 40

150.0 300 123211500* 100 32 18.5 21 0.5

MCM 123811500* 38

185.0 350 123211850* 100 32 20 23.5 0.6

MCM 124011850* 40

A
W

G

rec.

crimping

tool

vice70150
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Assortment Boxes

DIN T W

Insulated Size AWG Barrel Quantity Part Color Code Part Color Code Part Color Code 
Ferrules mm2 Length Number DIN Number T W

Assortment 0.25 26 6 30 161025 YELLOW 163025 VIOLET 162025 BLUE

Box 1 0.34 24 6 30 TURQ PINK TURQ

0.50 22 8 30 WHITE WHITE ORANGE

0.75 20 8 30 GREY BLUE WHITE

1.00 18 8 30 RED RED YELLOW

Assortment 0.50 22 8 50 161050 WHITE 163050 WHITE 162050 ORANGE

Box 2 0.75 20 8 100 GREY BLUE WHITE

1.00 18 8 100 RED RED YELLOW

1.50 16 8 100 BLACK BLACK RED

2.50 14 8 50 BLUE GREY BLUE

Assortment 4.00 12 10 50 16140 GREY 16340 ORANGE 16240 GREY

Box 3 6.00 10 12 20 YELLOW GREEN BLACK

10.00 8 12 20 RED BROWN IVORY

16.00 6 12 10 BLUE WHITE GREEN

Assortment 0.50 22 8 50 16050T WHITE

Box 4 0.75 20 8 50 GREY

TWIN 1.00 18 8 50 RED

1.50 16 8 50 BLACK

Assortment 0.75 20 8 50 16075T WHITE

Box 5 1.00 18 8 50 GREY

TWIN 1.50 16 8 50 RED

2.50 14 10 50 BLACK

Assortment 1.50 16 8 30 16150T BLACK

Box 6 2.50 14 10 30 BLUE

TWIN 4.00 12 12 20 GREY

6.00 10 14 10 YELLOW

Assortment 0.50 22 6 500 16050U

Box 7 0.75 20 6 400

Noninsulated 1.00 18 6 400

1.50 16 7 300

2.50 14 7 200

Assortment 1.50 16 9 150 16040U

Box 8 2.50 14 10 100

Noninsulated 4.00 12 12 80

6.00 10 12 40

Assortment 165

Box Empty

5 Divisions

Assortment 164

Box Empty

4 Divisions

Assortment 160

Box Empty

W/O Divisions
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CRIMP KIT 

Convenient And Portable Metal Carrying Case
Insulated Ferrules
Ferrule Assortment From 24 - 10 Awg
Stripping And Crimping Tool Included
Great For Technicians and Prototyping

Features

SLIDE BOXES 

Handy, Convenient
No Mixing Of Contents
Five Compartments

Features

Insulated Ferrule Assortments

DIN W

Size AWG Barrel Quantity Part Color Code Part Color Code
mm2 Length Number din Number w

0.50 22 8 50 1617050 white 1627050 orange

0.75 20 8 100 grey white

1.00 18 8 100 red yellow

1.50 16 8 100 black red

2.50 14 8 50 blue blue

4.00 12 10 50 1617400 grey 1627400 grey

6.00 10 12 20 yellow black

10.00 8 12 20 red beige

16.00 6 12 10 blue green

2 x 0.50 22 8 50 1617050T white 1627050T orange

2 x 0.75 20 8 50 grey white

2 x 1.00 18 8 50 red yellow

2 x 1.50 16 8 50 black red

2 x 2.50 14 10 25 blue blue

Single Ferrule Assortments

Twin Ferrule Assortments



46 American Electrical • 425 Southlake Blvd., Suite 9-B • Richmond, VA 23236 • 804.379.2899 • fax: 804.379.8935 • www.americanelectrical.com

ALTECH AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

22010 500/100 0.5 20 1182050 ORANGE 500

22020 500/100 0.75 20 1182075 WHITE 500

22030 500/100 1 18 1182010 YELLOW 500

22040 500/100 1.5 16 1182015 RED 500

22100 100 6 10 11122060 BLACK 100

22110 100 6 10 11182060 BLACK 100

22120 100 10 8 11122100 IVORY 100

22130 100 10 8 11182100 IVORY 100

22140 100 16 6 11122160 GREEN 100

22150 100 16 6 11182160 GREEN 100

22670 50 25 4 11182250 BROWN 50

22760 50 35 2 11182350 BEIGE 50

23430 500/100 1.5 16 11183015 BLACK 500

23900 50 35 2 11252350 BEIGE 50

23970 500/100 0.5 20 1162050 ORANGE 500

23980 500/100 0.75 20 1162075 WHITE 500

23990 500/100 1 18 1162010 YELLOW 500

24000 500/100 1.5 16 11102015 RED 500

24010 500/100 2.5 14 11122025 BLUE 500

24020 500/100 4 12 11122040 GREY 500

25000 50 50 1 11202500 OLIVE 50

26200 500/100 0.25 24 11610025 YELLOW 500

26210 500/100 0.25 24 11820025 BLUE 500

26220 500/100 0.34 24 1161034 TURQ 500

26230 500/100 0.34 24 1181034 TURQ 500

27860 25 70 1/0 11201700 YELLOW 25

27860 25 70 1/0 11202700 YELLOW 25

27870 25 95 3/0 11251950 RED 25

27880 25 120 4/0 112711200 BLUE 25

27890 25 150 300 MCM 113211500 YELLOW 25

28360 500/100 0.5 20 1161050 WHITE 500

28400 500/100 1 18 11123010 RED 500

28410 500/100 1.5 16 1181015 BLACK 500

28420 500/100 1.5 16 11103015 BLACK 500

28430 500/100 1.5 16 11121015 BLACK 500

28440 500/100 1.5 16 11181015 BLACK 500

28450 500/100 2.5 14 1181025 BLUE 500

28450 500/100 2.5 14 1182025 BLUE 500

28460 500/100 2.5 14 11121025 BLUE 500

28470 500/100 2.5 14 11181025 BLUE 500

28480 500/100 4 12 11101040 GREY 500

28490 500/100 4 12 11121040 GREY 500

28500 100 4 12 11181040 GREY 100

28510 100 6 10 11121060 YELLOW 100

28520 100 6 10 11181060 YELLOW 100

28530 100 10 8 11121100 RED 100

28540 100 10 8 11181100 RED 100

28550 100 16 6 11121160 BLUE 100

28560 100 16 6 11181160 BLUE 100

28570 50 25 4 11181250 YELLOW 50

28580 50 25 4 11221250 YELLOW 50

28590 50 35 2 11183350 RED 50

28600 50 25 4 11253350 RED 50

28610 50 50 1 11201500 BLUE 50

28640 500/100 0.5 20 1181050 WHITE 500

28650 500/100 0.5 20 11101050 WHITE 500

28660 500/100 0.75 20 1161075 GREY 500

28670 500/100 0.75 20 1181075 GREY 500

28680 500/100 0.75 20 11101075 GREY 500

28690 500/100 0.75 20 11121075 GREY 500

28700 500/100 1 18 1161010 RED 500

28710 500/100 1 18 1181010 RED 500

28720 500/100 1 18 11101010 RED 500

ALTECH AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

27750 500/100 2 x 0.75 20 1381075 GREY 500

27760 500/100 2 x 1.00 18 1381010 RED 500

27770 500/100 2 x 1.50 16 1381015 BLACK 500

27780 250/100 2 x 2.50 14 13101025 BLUE 500

27940 500/100 2 x 0.50 20 1381050 WHITE 500

27950 500/100 2 x 0.75 20 13101075 GREY 500

27960 500/100 2 x 1.00 18 13101010 RED 500

27970 500/100 2 x 1.50 16 13121015 BLACK 500

27980 250/100 2 x 2.50 14 13131025 BLUE 500

27990 100 2 x 4.00 12 13121040 GREY 100

28000 100 2 x 6.00 10 13141060 YELLOW 100

28010 100 2 x 10.0 8 13141100 RED 100

28020 100/50 2 x 16.0 6 13161160 BLUE 50

22160 1000/100 0.5 20 12610050 1000

22170 1000/100 0.75 20 12610075 1000

22180 1000/100 0.75 20 121010075 1000

22190 1000/100 1 18 12610100 1000

22200 1000/100 1 18 121010100 1000

22210 1000/100 1.5 16 12710150 1000

22220 1000/100 1.5 16 121010150 1000

22230 1000/100 2.5 14 12710250 1000

22240 1000/100 2.5 14 121210250 1000

22250 1000/100 4 12 12910400 1000

22250 1000 4 12 121010400 1000

22260 1000/100 4 12 121210400 1000

22270 1000/100 6 10 121210600 1000

22280 1000/100 10 8 1212110 500

22290 1000/100 10 8 1218110 500

23880 1000/100 6 10 121510600 1000

23890 500/100 10 8 1215110 500

23910 500/100 16 6 1212116 250

23920 500/100 16 6 1215116 250

23930 500/100 16 6 1218116 250

23940 500/100 25 4 1215125 100

23950 500/100 25 4 1218125 100

23960 500/100 35 2 1218135 100

27910 50 95 3/0 1230195 100

27920 50 120 4/0 12321120 100

27930 50 150 300 MCM 123811500 100

28150 25 185 350 MCM 124011850 100

28160 100 50 1 1232150 100

Wire Ferrule cross reference
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ENTRELEC AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

30445400 1000 0.5 20 1181050 WHITE 500

30445501 1000 0.75 20 1181075 GREY 500

30445602 1000 1 18 1181010 RED 500

30445703 1000 1.5 16 1181015 BLACK 500

30445814 1000 1.5 16 11181015 BLACK 500

30445915 1000 2.5 14 1181025 BLUE 500

30446012 1000 2.5 14 11181025 BLUE 500

30446107 1000 4 12 11101040 GREY 500

30446200 1000 4 12 11181040 GREY 100

30446301 100 6 10 11121060 YELLOW 100

30446402 100 6 10 11181060 YELLOW 100

30446503 100 10 8 11121100 RED 100

30446604 100 10 8 11181100 RED 100

30446705 100 16 6 11121160 BLUE 100

30446816 100 16 6 11181160 BLUE 100

30446917 100 25 4 11181250 YELLOW 50

30447014 50 35 2 11181350 RED 50

30447101 50 50 1 11251500 BLUE 25

30455810 2 x 0.50 20 1381050 WHITE 500

30455911 2 x 0.75 20 1381075 GREY 500

30456016 2 x 0.75 20 13101075 GREY 500

30456103 2 x 1.00 18 1381010 RED 500

30456204 2 x 1.00 18 13101010 RED 500

30456305 2 x 1.50 16 1381015 BLACK 500

30456406 2 x 1.50 16 13121015 BLACK 500

30456507 2 x 2.50 14 13101025 BLUE 500

30456600 2 x 2.50 14 13131025 BLUE 500

30456701 2 x 4.00 12 13121040 GREY 100

30456812 2 x 6.00 10 13141060 YELLOW 100

30456913 2 x 10.0 8 13141100 RED 100

30457010 2 x 16.0 6 13161160 BLUE 50

30457105 0.5 20 12610050 1000

30457206 0.75 20 12610075 1000

30457307 1 18 12610100 1000

30457400 1 18 121010100 1000

30457501 1.5 16 12710150 1000

30457602 1.5 16 121010150 1000

30457703 2.5 14 12710250 1000

30457814 2.5 14 121210250 1000

30457915 4 12 12910400 1000

30458003 4 12 121210400 1000

30458120 6 10 121010600 1000

30458221 6 10 121210600 1000

30458322 6 10 121510600 1000

30458423 10 8 1212110 500

30458524 10 8 1215110 500

30458625 10 8 1218110 500

30458726 16 6 1212116 250

30458807 16 6 1215116 250

30458900 16 6 1218116 250

MIRO AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

G1201 50 1 11202500 OLIVE 50

G1202 35 2 11162350 BEIGE 50

G1204 25 4 11162250 BROWN 50

G1206 16 6 11122160 GREEN 100

G1208 10 8 11122100 IVORY 100

G1210 6 10 11122060 BLACK 100

G1212 4 12 11102040 GREY 500

G1214 2.5 14 1182025 BLUE 500

G1216 1.5 16 1182015 RED 500

G1218 1 18 1182010 YELLOW 500

G1220 0.75 20 1182075 WHITE 500

G1222 0.5 22 1182050 ORANGE 500

G1224 0.34 24 1181034 TURQ 500

G1228 0.25 26 11620025 BLUE 500

G2201 50 1 11252500 OLIVE 25

G2202 35 2 11252350 IVORY 50

G2204 25 4 11222250 BROWN 50

G2206 16 6 11182160 GREEN 100

G2208 10 8 11182100 IVORY 100

G2210 6 10 11182060 BLACK 100

G2212 4 12 11182040 GREY 100

G2214 2.5 14 11182025 BLUE 500

G2216 1.5 16 11182015 RED 500

G2218 1 18 11122010 YELLOW 500

G2220 0.75 20 11102075 WHITE 500

G2222 0.5 22 11102050 ORANGE 500

G2224 0.34 24 1181034 TURQ 500

G2228 0.25 26 11820025 BLUE 500

U1222 0.5 20 12610050 1000

U1220 0.75 20 12610075 1000

U1218 1 18 12810100 1000

U1216 1.5 16 12710150 1000

U1214 2.5 14 12710250 1000

U2222 0.5 20 12810050 1000

U2220 0.75 20 12810075 1000

U1212 4 12 12910400 1000

U2218 1 18 121010100 1000

U2216 1.5 16 121010150 1000

U2214 2.5 14 121010250 1000

U2212 4 12 121210400 1000

U1210 6 10 121210600 1000

U2210 6 10 121510600 1000

U1208 10 8 1215110 500

U1206 16 6 1215116 250

U1204 25 4 1212125 100

U2208 10 8 1218110 500
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PHOENIX AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

3009215 100 0.34 24 1161034 TURQ 500

3200014 100 0.5 20 1181050 WHITE 500

3200027 100 0.75 20 1183075 BLUE 500

3200030 100 1 18 1181010 RED 500

3200043 100 1.5 16 1181015 BLACK 500

3200056 100 1.5 16 11181015 BLACK 500

3200069 100 2.5 14 1183025 GREY 500

3200072 100 2.5 14 11183025 GREY 500

3200085 100 4 12 11103040 ORANGE 500

3200098 100 4 12 11183040 ORANGE 100

3200108 100 6 10 11123060 GREEN 100

3200111 100 6 10 11183060 GREEN 100

3200124 100 10 8 11123100 BROWN 100

3200137 100 10 8 11183100 BROWN 100

3200179 100 0.25 24 11610025 YELLOW 500

3200182 100 1 18 11103010 RED 500

3200195 100 1.5 16 11103015 BLACK 500

3200205 100 2.5 14 11123025 GREY 500

3200412 100 25 4 11163250 BLACK 50

3200438 100 4 12 11123040 ORANGE 500

3200441 100 35 2 11161350 RED 50

3200454 100 50 1 11201500 BLUE 50

3200519 100 0.75 20 1181075 GREY 500

3200522 100 2.5 14 1181025 BLUE 500

3200535 100 4 12 11101040 GREY 500

3200548 100 6 10 11121060 YELLOW 100

3200551 100 10 8 11121100 RED 100

3200564 100 16 6 11121160 BLUE 100

3200577 100 25 4 11161250 YELLOW 50

3200580 100 2.5 14 11181025 BLUE 500

3200593 100 4 12 11181040 GREY 100

3200603 100 6 10 11181060 YELLOW 100

3200616 100 10 8 11181100 RED 100

3200629 100 16 6 11181160 BLUE 100

3200632 100 0.25 24 11820025 BLUE 500

3200674 100 1 18 11123010 RED 500

3200687 100 0.5 20 1163050 WHITE 500

3200713 100 35 2 11253350 RED 50

3200726 100 50 1 11253500 BLUE 25

3200739 100 35 2 11252350 BEIGE 50

3200742 100 1 18 1163010 RED 500

3200755 100 1.5 16 1163015 BLACK 500

3200865 100 0.34 24 1182034 TURQ 500

3200881 1000 0.5 20 1183050 WHITE 500

3200904 1000 1 18 1183010 RED 500

3200917 1000 1.5 16 1183015 BLACK 500

3200920 1000 2.5 14 1182025 BLUE 500

3200959 100 4 12 11122040 GREY 500

3200962 100 2.5 14 11122025 BLUE 500

3201068 100 10 8 11122100 IVORY 100

3201071 100 35 2 11162350 BEIGE 50

3201084 100 25 4 11162250 BROWN 50

3201097 100 1 18 1182010 YELLOW 500

3201107 100 6 10 11122060 BLACK 100

3201110 100 0.75 20 1182075 WHITE 500

3201136 100 1.5 16 1182015 RED 500

3201152 100 16 6 11122160 GREEN 100

3201178 100 50 1 11202500 OLIVE 50

3201181 100 16 6 11123160 WHITE 100

3201275 100 0.5 20 11103050 WHITE 500

3201291 100 0.25 24 11620025 BLUE 500

3201301 100 0.5 20 1162050 ORANGE 500

3201301 100 0.5 20 1182050 ORANGE 500

3201314 100 0.75 20 1162075 WHITE 500

3201327 100 1 18 1162010 YELLOW 500

3201330 100 16 6 11182160 GREEN 100

PHOENIX AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

3009202 1000 0.34 22 12710034 1000

3200218 1000 0.5 20 12610050 1000

3200221 1000 0.75 20 12610075 1000

3200234 1000 0.75 20 121010075 1000

3200247 1000 1 18 12610100 1000

3200250 1000 1 18 121010100 1000

3200263 1000 1.5 16 12710150 1000

3200276 1000 1.5 16 121010150 1000

3200289 1000 2.5 14 12710250 1000

3200292 1000 2.5 14 121210250 1000

3200302 1000 4 12 12910400 1000

3200315 1000 4 12 121210400 1000

3200328 500 6 10 121210600 1000

3200836 100 2.5 14 13101025 500

3200878 100 2.5 14 13131025 500

3200975 100 0.75 20 13101075 500

3200988 100 1 18 13101010 500

3200991 100 1.5 16 13121015 500

3201000 100 4 12 13121040 100

3201013 100 4 12 13141060 100

3201026 100 10 8 13141100 100

Wire Ferrule cross reference
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WAGO AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

0.14 26 1161014 GREY 500

0.14 26 1181014 GREY 500

216201 1000 0.5 22 1181050 WHITE 500

216203 1000 1 18 1181010 RED 500

216204 1000 1.5 16 1181015 BLACK 500

216205 1000 2.1 14 1181208 YELLOW 500

216206 1000 2.5 14 1183025 GREY 500

216207 1000 4 12 11103040 ORANGE 500

216208 100 6 10 11123060 GREEN 100

216209 100 10 8 11123100 BROWN 100

216210 100 16 6 11123160 WHITE 100

216221 1000 0.5 22 1161050 WHITE 500

216222 1000 0.75 20 1163075 BLUE 500

216223 1000 1 18 1161010 RED 500

216224 1000 1.5 16 1161015 BLACK 500

216301 1000 0.25 24 11810025 YELLOW 500

216302 1000 0.34 24 1181034 TURQ 500

216321 1000 0.25 24 11610025 YELLOW 500

216322 1000 0.34 24 1161034 TURQ 500

2162020 1000 0.75 20 1181075 BLUE 500

216101 1000 0.5 22 12810050 1000

216102 1000 0.75 20 12810075 1000

216103 1000 1 18 12810100 1000

216104 1000 1.5 16 12810150 1000

216106 1000 2.5 14 121010250 1000

216107 1000 4 12 12910400 1000

216108 250 6 10 121210600 1000

216109 250 10 8 1212110 500

216110 250 16 6 1215116 500

216121 1000 0.5 22 12610050 1000

216122 1000 0.75 20 12610075 1000

216123 1000 1 18 12610100 1000

216124 1000 1.5 16 12710150* 1000

216131 1000 0.25 24 12710025 1000

216132 1000 0.34 24 12710034 1000

216151 1000 0.25 24 12510025 1000

216152 1000 0.34 24 12510034 1000
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WEIDMULLER AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

0317000000 50 25 4 11162250 BROWN 50

0317100000 50 25 4 11222250 BROWN 50

0317200000 50 35 2 11162350 BEIGE 50

0317300000 50 35 2 11252350 BEIGE 50

0409500000 500 0.5 20 1162050 ORANGE 500

0409600000 500 0.75 20 1162075 WHITE 500

0409700000 500 1 18 1162010 YELLOW 500

0444200000 50 50 1 11202500 OLIVE 50

0462900000 500 0.75 20 1182075 WHITE 500

0463000000 500 1 18 1182010 YELLOW 500

0463100000 500 1.5 16 1182015 RED 500

0533500000 100 6 10 11122060 BLACK 100

0534200000 100 10 8 11122100 IVORY 100

0565600000 500 1.5 16 11182015 RED 500

0565700000 100 6 10 11182060 BLACK 100

0565800000 100 10 8 11182100 IVORY 100

0565900000 100 16 6 11122160 GREEN 100

0566000000 100 16 6 11182160 GREEN 100

0635100000 500 1.5 16 11102015 RED 500

0690700000 500 0.5 20 1182050 ORANGE 500

9019000000 500 0.5 20 1161050 WHITE 500

9019010000 500 0.5 20 1181050 WHITE 500

9019020000 500 0.5 20 11101050 WHITE 500

9019030000 500 0.75 20 1161075 GREY 500

9019040000 500 0.75 20 1181075 GREY 500

9019050000 500 0.75 20 11101075 GREY 500

9019060000 500 0.75 20 11121075 GREY 500

9019070000 500 1 18 1161010 RED 500

9019080000 500 1 18 1181010 RED 500

9019100000 500 1 18 11101010 RED 500

9019110000 500 1 18 11121010 RED 500

9019120000 500 1.5 16 1181015 BLACK 500

9019130000 500 1.5 16 11101015 BLACK 500

9019140000 500 1.5 18 11121015 BLACK 500

9019150000 500 1.5 16 11181015 BLACK 500

9019160000 500 2.5 14 1181025 BLUE 500

9019160000 500 2.5 14 1182025 BLUE 500

9019170000 500 2.5 14 11121025 BLUE 500

9019170000 500 2.5 14 11122025 BLUE 500

9019180000 500 2.5 14 11181025 BLUE 500

9019180000 500 2.5 14 11182025 BLUE 500

9019190000 500 4 12 11101040 GREY 500

9019190000 500 4 12 11102040 GREY 500

9019200000 500 4 12 11121040 GREY 500

9019200000 500 4 12 11122040 GREY 500

9019210000 500 4 12 11181040 GREY 500

9019210000 500 4 12 11182040 GREY 500

9019220000 100 6 10 11121060 YELLOW 100

9019230000 100 6 10 11181060 YELLOW 100

9019240000 100 10 8 11121100 RED 100

9019250000 100 10 8 11181100 RED 100

9019260000 100 16 6 11121160 BLUE 100

9019270000 100 16 6 11181160 BLUE 100

9019280000 50 25 4 11161250 YELLOW 50

9019300000 50 25 4 11221250 YELLOW 50

9019310000 50 35 2 11161350 RED 50

9019330000 50 35 2 11251350 RED 50

9019340000 50 50 1 11201500 BLUE 50

9021010000 500 0.25 24 11610025 YELLOW 500

9021020000 500 0.25 24 11810025 YELLOW 500

9021030000 500 0.75 20 1163075 BLUE 500

9021040000 500 0.75 20 1183075 BLUE 500

9021050000 500 0.75 20 11103075 BLUE 500

9021060000 500 0.75 20 11123075 BLUE 500

9021070000 500 2.5 14 1183025 GREY 500

9021080000 500 2.5 14 11123025 GREY 500

WEIDMULLER AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

9021090000 500 2.5 14 11183025 GREY 500

9021100000 500 4 12 11103040 ORANGE 500

9021110000 500 4 12 11123040 ORANGE 500

9021120000 100 4 12 11183040 ORANGE 100

9021130000 100 6 10 11123060 GREEN 100

9021140000 100 6 10 11183060 GREEN 100

9021150000 100 10 8 11123100 BROWN 100

9021160000 100 10 8 11183100 BROWN 100

9021170000 100 16 6 11123160 WHITE 100

9021180000 100 16 6 11183160 WHITE 100

9021190000 50 25 4 11163250 BLACK 50

9021200000 50 25 4 11253250 BLACK 50

9025740000 500 0.25 24 11620025 BLUE 500

9025750000 500 0.34 24 1162034 TURQ 500

9025760000 500 0.25 24 11820025 BLUE 500

9025770000 500 0.34 24 1182034 TURQ 500

9025860000 500 0.75 20 11102075 WHITE 500

9025870000 500 0.5 20 11102050 ORANGE 500

9025910000 500 0.75 20 11122075 WHITE 500

9025930000 500 1 18 11122010 YELLOW 500

9025950000 500 1 18 11102010 YELLOW 500

9028200000 25 70 1/0 11202700 YELLOW 25

9028210000 25 95 3/0 11252950 RED 25

9028230000 25 150 300MCM 113221500 YELLOW 25

9028250000 500 0.14 26 1163014 BROWN 500

0124300000 500 16 6 1215116 250

0124400000 250 25 4 1215125 100

0124700000 500 6 10 121510600 1000

0124800000 500 10 8 1215110 500

0186100000 1000 2.5 14 121210250 1000

0186500000 1000 1.5 16 121010150 1000

0191900000 500 6 10 121210600 1000

0244100000 1000 4 12 121210400 1000

0282600000 1000 0.5 20 12610050 1000

0282700000 1000 0.75 20 12610075 1000

0282800000 1000 1 18 121010100 1000

0282900000 500 10 8 1212110 500

0368900000 100 35 2 1218135 100

3726000000 1000 1 18 12610100 1000

0372700000 1000 1.5 16 12710150 1000

0373000000 1000 2.5 14 12710250 1000

0373100000 500 4 12 12910400 1000

0375200000 100 16 6 1218116 250

0375300000 100 25 4 1218125 100

0379300000 500 10 8 1218110 500

0492500000 500 16 6 1212116 250

0542500000 1000 0.75 20 121010075 1000

9004050000 1000 0.5 20 121010050 1000

9004060000 1000 1.5 16 121210150 1000

9004070000 1000 1.5 16 121810150 1000

9004080000 1000 2.5 14 121010250 1000

9004090000 1000 2.5 14 121810250 1000

9004100000 1000 4 12 121510400 1000

9004110000 1000 4 12 121810400 1000

9004120000 1000 6 10 121010600 1000

9004130000 1000 6 10 121810600 1000

9004150000 250 16 6 1225116 250

9004160000 250 16 6 1232116 250

9004170000 100 25 4 1225125 100

9004180000 100 25 4 1232125 100

9004190000 100 35 2 1225135 100

9004200000 100 35 2 1232135 100

9004210000 100 50 1 1218150 100

9004220000 100 50 1 1232150 100

9018910000 1000 0.25 26 12510025 1000

9025880000 100 50 1 1225150 100

Wire Ferrule cross reference
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Weiland AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

31700 50 25 4 11162250 BROWN 50

31710 50 25 4 11222250 BROWN 50

31720 50 35 2 11162350 BEIGE 50

31730 50 35 2 11252350 BEIGE 50

40950 500 0.5 20 1162050 ORANGE 500

40960 500 0.75 20 1162075 WHITE 500

40970 500 1 18 1162010 YELLOW 500

44420 50 50 1 11202500 OLIVE 50

46290 500 0.75 20 1182075 WHITE 500

46300 500 1 16 1182010 YELLOW 500

46310 500 1.5 16 1182015 RED 500

53350 100 6 10 11122060 BLACK 100

53420 100 10 8 11122100 IVORY 100

56560 500 1.5 16 11182015 RED 500

56570 100 6 10 11182060 BLACK 100

56580 100 10 8 11182100 BEIGE 100

56590 100 16 6 11122160 GREEN 100

56600 100 16 6 11182160 GREEN 100

63510 500 1.5 16 11102015 RED 500

69070 500 0.5 20 1182050 ORANGE 500

133310 500 2.5 14 1181025 BLUE 500

901900 500 0.5 20 1161050 WHITE 500

901901 500 0.5 20 1181050 WHITE 500

901902 500 0.5 20 11101050 WHITE 500

901903 500 0.75 20 1161075 GREY 500

901904 500 0.75 20 1181075 GREY 500

901905 500 0.75 20 11101075 GREY 500

901906 500 0.75 20 11121075 GREY 500

901907 500 1 18 1161010 RED 500

901908 500 1 18 1181010 RED 500

901910 500 1 18 11101010 RED 500

901911 500 1 18 11121010 RED 500

901912 500 1.5 16 1181015 BLACK 500

901913 500 1.5 16 11101015 BLACK 500

901915 500 1.5 16 11181015 BLACK 500

901916 500 2.5 14 1181025 BLUE 500

901916 500 2.5 14 1182025 BLUE 500

901917 500 2.5 14 11121025 BLUE 500

901917 500 2.5 14 11122025 BLUE 500

901918 500 2.5 14 11181025 BLUE 500

901918 500 2.5 14 11182025 BLUE 500

901919 500 4 12 11101040 GREY 500

901919 500 4 12 11102040 GREY 500

901920 500 4 12 11121040 GREY 500

901920 500 4 12 11122040 GREY 500

901921 500 4 12 11181040 GREY 100

901921 500 4 12 11182040 GREY 100

901922 100 6 10 11121060 YELLOW 100

901923 100 6 10 11181060 YELLOW 100

901924 100 10 8 11121100 RED 100

901925 100 10 8 11181100 RED 100

901926 100 16 6 11121160 BLUE 100

901927 100 16 6 11181160 BLUE 100

901928 50 25 4 11161250 YELLOW 50

901930 50 25 4 11221250 YELLOW 50

901931 50 35 2 11161350 RED 50

901933 50 35 2 11251350 RED 50

901934 50 50 1 11201500 BLUE 50

902101 500 0.25 24 11610025 YELLOW 500

902103 500 0.75 20 1163075 BLUE 500

902104 500 0.75 20 1183075 BLUE 500

902105 500 0.75 20 11103075 BLUE 500

902106 500 0.75 20 11123075 BLUE 500

902107 500 2.5 14 1183025 GREY 500

902108 500 2.5 14 11123025 GREY 500

902109 500 2.5 14 11183025 GREY 500

902110 500 4 12 11103040 ORANGE 500

Weiland AMERICAN ELECTRICAL
Part # Pcs./bag mm AWG Part # Color Pcs./bag

902111 500 4 12 11123040 ORANGE 500

902112 100 4 12 11183040 ORANGE 100

902113 100 6 10 11123060 GREEN 100

902114 100 6 10 11183060 GREEN 100

902115 100 10 8 11123100 BROWN 100

902116 100 10 8 11183100 BROWN 100

902117 100 16 6 11123160 WHITE 100

902118 100 16 6 11183160 WHITE 100

902119 50 25 4 11163250 BLACK 50

902120 50 25 4 11253250 BLACK 50

902574 500 0.25 24 11620025 BLUE 500

902575 500 0.34 24 1162034 TURQ 500

902576 500 0.25 24 11820025 BLUE 500

902577 500 0.34 24 1182034 TURQ 500

902586 500 0.75 20 11102075 WHITE 500

902587 500 0.5 20 11102050 ORANGE 500

902591 500 0.75 20 11122075 WHITE 500

902593 500 1 18 11122010 YELLOW 500

902595 500 1 18 11102010 YELLOW 500

902603 500 0.34 24 1161034 TURQ 500

12430 500 16 6 1215116 250

12440 250 25 4 1215125 100

12470 500 6 10 121510600 1000

12480 500 10 8 1215110 500

18610 1000 2.5 14 121210250 1000

18650 1000 1.5 16 121010150 1000

19190 500 6 10 121210600 1000

24410 1000 4 12 121210400 1000

28260 1000 0.5 20 12610050 1000

28270 1000 0.75 20 12610075 1000

28280 1000 1 18 121010100 1000

28290 500 10 8 1212110 500

36890 100 35 2 1218135 100

37260 1000 1 18 12610100 1000

37270 1000 1.5 16 12710150 1000

37300 1000 2.5 14 12710250 1000

37310 500 4 12 12910400 1000

37520 100 16 6 1218116 250

37530 100 25 4 1218125 100

37930 500 10 8 1218110 500

49250 500 16 6 1212116 250

54250 1000 0.75 20 121010075 1000

900405 1000 0.5 20 121010050 1000

900406 1000 1.5 16 121210150 1000

900407 1000 1.5 16 121810150 1000

900408 1000 2.5 14 121010250 1000

900409 1000 2.5 14 121810250 1000

900410 1000 4 12 121510400 1000

900411 1000 4 12 121810400 1000

900412 1000 6 10 121010600 1000

900413 1000 6 10 121810600 1000

900415 250 16 6 1225116 250

900416 250 16 6 1232116 250

900417 100 25 4 1225125 100

900418 100 25 4 1232125 100

900419 100 35 2 1225135 100

900420 100 35 2 1232135 100

900421 100 50 1 1218150 100

900422 100 50 1 1232150 100

901891 1000 0.25 26 12510025 1000

902588 100 50 1 1225150 100



Wire Ferrule Crimping
Solutions: Hand, Pneumatic
and Automatic Tools 
American Electrical has a wide range of low
cost, high quality hand, pneumatic and auto-
matic tools for crimping wire ferrules,
stripping and cutting wire.

We offer both Pneumatic and Electrical
equipment to help combat the fatigue and
the high labor associated with crimping wire
ferrules.  Our pneumatic crimpers cover from
24 AWG to 8 AWG and come in a lightweight
handheld or “handsfree” bench model.
The Crimp Max operates on 120 VAC and will
strip and crimp wires in 1.5 seconds. It
weighs only 26 pounds, portable enough to
support locations at the factory floor and
rugged enough to withstand it.

All of our tools are made from the highest
quality materials for longevity and accurate
crimping.
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Wire Ferrule Hand Crimping Tools

Trap 24 - 10

Trapezoid crimping
with ratchet, side entry

Range: 24-10 AWG (0.25-6.0 mm2)
for single conductor ferrules
20-14 AWG (0.5-2.5 mm2) for 
twin ferrules  (two wires)

Length: 7.5 inches (190 mm)
Weight: 12.3 ounces (350 g)

Trap 24 - 10 F

Trapezoid crimping
with ratchet, front entry
Universal Die

Range: 24-10 AWG (0.25-6.0 mm2)
for single conductor ferrules
20-14 AWG (0.5-2.5 mm2) for 
twin ferrules  (two wires)

Length: 8.7 inches (220 mm)
Weight: 15.1 ounces (430 g)

Trap 8 - 4

Trapezoid crimping
with ratchet, side entry

Range: 8-4 AWG (10.0-25.0 mm2)
Length: 8.7 inches (220 mm)
Weight: 18.7 ounces (530 g)

Trap 2 - 1

Trapezoid crimping
with ratchet, side entry

Range: 2-1 AWG (35.0-50.0 mm2)
Length: 8.7 inches (220 mm)
Weight: 18.7 ounces (530 g)

Trap 8 - 1

Trapezoid crimping
with ratchet, side entry

Range: 8-1 AWG (10.0-50.0 mm2)
for single conductor ferrules
12-6 AWG (4.0-16.0 mm2) for 
twin ferrules  (two wires)

Length: 13.4 inches (340 mm)
Weight: 28.1 ounces (800 g)

Trap 22 - 10

Trapezoid crimping
with ratchet, front entry
Universal Die

Range: 22-10 AWG (0.5-6.0 mm2)
for single conductor ferrules
20-14 AWG (0.5-2.5 mm2) for 

Length: 8.25 inches (209 mm)
Weight: 14.8 ounces (460 g)



Trap 24 - 14 L

Trapezoid crimping
no ratchet, side entry

Range: 24-14 AWG (0.25-2.5 mm2)
Length: 5.9 inches (150 mm)
Weight: 5.6 ounces (160 g)

IND 20 - 14 L

Indent crimping
no ratchet, Universal die, side entry

Range: 20-14 AWG (0.5-2.5 mm2)
Length: 5.9 inches (150 mm)
Weight: 7.0 ounces (200 g)

IND 20 - 6 L

Indent crimping
no ratchet, side entry

Range: 20-6 AWG (0.5-16.0 mm2)
for single conductor ferrules
20-10 AWG (0.5-6.0 mm2) 
for twin ferrules

Length: 9.1 inches (230 mm)
Weight: 8.8 ounces (250 g)
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SQ 28 - 10

Square crimping
with ratchet, side entry
Universal die

Range: 28-8 AWG (0.25-6.0 mm2)
for single conductor ferrules
20-14 AWG (0.5-2.5 mm2) 
for twin ferrules

Length: 7.1 inches (180 mm)
Weight: 13.7 ounces (390 g)

Trap 12 - 8 TW

Trapezoid crimping
with ratchet, side entry
for twin ferrules

Range: 12-8 AWG (4.0-10.0 mm2)
Length: 8.7 inches (220 mm)
Weight: 18.7 ounces (530 g)

Ferrule Crimping Tools

Stcr 20-14

STRIP FERRULE STRIPPER & CRIMPER

Trapezoid Crimper
Crimps Strip Ferrules 

0.5 – 2.5 mm2

20 – 14 AWG
Easily Strips Cables
Cable Cutter Located on Top 
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Cable Stripper

Cable Cutter

Crimping Tool for Wire Lugs

Ferrule Crimper for Large Wires

Strip 28 - 10

Wire insulation stripper
with wire cutter

Range: 28-10 AWG (0.08-6.0 mm2)
Length: 8.1 inches (205 mm)
Weight: 7.0 ounces (200 g)

Cut 6

Cable cutter
Range: 6 AWG (16.0 mm2) maximum
Length: 6.5 inches (165 mm)
Weight: 4.2 ounces (120 g)

Lug 20 - 10

Crimping tool
for insulated wire lugs

Range: 20-10 AWG (0.5-6.0 mm2) 
Length: 8.7 inches (220mm)
Weight: 18.3 ounces (520 g)

Trapezoid Vice Crimper
Crimps Ferrules 

70-150 mm_
2/0 AWG - 300 MCM

Fits Standard Bench Mounted Vice
Spring Loaded For Easy Retraction
Composed Of Stainless Steel
Four Individual Dies

VICE 70150
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Power Supply: 120 VAC / 60 Hz

Power Consumption: 80 VA

Operating Range: 20 - 14 AWG  (0.5 - 2.5 square millimeters)

Wire Ferrules: In accordance with DIN 46 228 Part 4 tape mounted

Crimp Type: Trapezoidal

Cycle: 1.5 seconds, approximately

Control: Microprocessor-controlled Cam Drive

Unit Counter: LCD Display

Changing 
Crimp Mechanism: Under 10 seconds

Dimensions (W x H x D ): 6.5 x 10.6 x 12.6 inches   (165 x 270 x 320 mm)

Weight: 26 pounds   (12 kg)

Your Efficient Helper for 
Stripping & Crimping Insulated Wire Ferrules

MC 25 Technical Data

• The mc 25 at 26 pounds (12 kg) is a very light machine.  It can be easily

transported to various work stations.

• It does not require pressurized air, but only a 120 V Standard
Power connection.

• It takes only 1.5 seconds to strip and crimp the individual wires.

• The mc 25 processes wire ferrule sizes 20 AWG to 14 AWG (0.5
to 2.5 square millimeters) in the standard length of 8 mm.

• You can change the crimp mechanism for the size of the
ferrules in a matter of seconds without any additional tools -
simply snap it in and it is ready to go.

• All the crimp mechanisms necessary are clearly laid out in the
case provided.

• An advanced microprocessor-controlled cam drive ensures
reliable operation.

• The wire ferrules in reel form are fed via a dispenser fitted to
the right side of the machine for easy hands free operation.

• The insulated ferrules used for this machine come in 1000
piece or 500 piece reels (taped mounted) packaged in a compact
cardboard case and are fed into the machine automatically.

• The machine has an integral reel holder which keeps the
ferrules in place during operation.

• Video of operation available at www.americanelectrical.com/.

Crimp-Max MC 25
Automatic Ferrule 
Stripping & Crimping Machine
For 20 AWG to 14 AWG Wires
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Color Color Color Pieces
Size Length Part Code Part Code Part Code per
mm2 mm No. DIN No. T No. W Box

0.50 8 MC1050 white MC3050 white MC2050 orange 1000 

0.75 8 MC1075 grey MC3075 blue MC2075 white 1000

1.00 8 MC1100 red MC3100 red MC2100 yellow 1000

1.50 8 MC1150 black MC3150 black MC2150 red 1000

2.50 8 MC1250 blue MC3250 grey MC2250 blue 500

Crimp-Max MC 25

Wire Ferrules on Reels
For use with MC 25
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Pneumatic Crimpers

PC 12 - 8 B

Bench-crimper 
Trapezoid crimping
Side entry
Range 12-8 AWG (4-10 mm2)

Length: 7.9 inches (200 mm)
Weight: 15.1 ounces (430 g)
Pressure: 58 psi (4 bar)

PC 12 - 8 H

Hand-crimper 
Trapezoid crimping
Side entry
Range 12-8 AWG (4-10 mm2)

Length: 7.9 inches (200 mm)
Weight: 15.1 ounces (430 g)
Pressure: 58 psi (4 bar)

Accessory Equipment:

PC - 1 Balancer
PC - 2 Magnetic tool holder

PC 24 - 14 B

Bench-crimper 
Trapezoid crimping
Side and front insertion
Universal - die
Range 24-14 AWG (0.25-2.50 mm2) 

Length: 7.9 inches (200 mm)
Weight: 35.2 ounces (1000 g)
Pressure: 58 psi (4 bar)

PC 24 - 14 H

Hand-crimper 
Trapezoid crimping
Side and front insertion
Universal - die
Range 24-14 AWG (0.25-2.50 mm2) 

Length: 7.9 inches (200 mm)
Weight: 35.2 ounces (1000 g)
Pressure: 58 psi (4 bar)

Hand and Bench models available
Crimping range 24-8 AWG
Operates with pressurized air
Easy to use and portable

Features
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Cuts 28 – 8 AWG Wires
Weighs Only 25 lbs.
1 Year Warranty
Fully Programmable, Length and Number of Cuts

Dimensions 7.6 x 11.8 x 8.9”
Weight 24.3 pounds
Cutting capacity
Fine wire 0.08 – 10 mm2, 28 – 8 AWG
Single wire 0.08 – 2.5 mm2, 28 – 8 AWG
Max Diameter 8 MM
Feed Speed Max 0.5 M/S, 20”/Second
Unit of Measure MM and Inches
Interface RS232
Cross Section Setting Automatic

Technical Data

Automatic Wire Cutter

LC 100, Automatic Wire Cutter

Features
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DIN Rail
We offer a complete line of slotted or solid
DIN Rail – 35mm x 15mm, 35mm x 7.5mm) in 1 or
2 meter lengths. DIN Rail mounts in a variety
of enclosures and junction boxes.

DIN Rail saves space since it organizes 
terminals in a set pattern. DIN Rail saves time
since many other control components can be
mounted on the same rail – no components
are direct mounted – ultimately saving our
customers money.

Our DIN Rail is made of Steel and zinc plated
finish, which is the Industry Standard and also
RoHS compliant.  As always, our rails are not
marked with a company name and are CE
approved.
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Steel design
Zinc plating 
2 Meter Length
Competitive Pricing

Industry standard materials
CE approved
No Markings On Rail

35 ±0.3

27

5.2
7.5

.3

r=0.8

36

25

Features

35 ±0.3

5.2

r=0.8

.3

27

36

25

15

27

7.5

35 ±0.3

r=0.8

.3

27

15

35 ±0.3

r=0.8

.3

DIN Rail Steel

TS3575SL
TS3575SL1

SLOTTED SOLID

TS3575SOL

TS3515SL

Din Rail Cross Reference 

TS3515SOL

American Electrical TS3575SL TS3575SOL TS3515SL TS3515SOL TS3515SOLH

Entrelec 173220.05 174300.17 101598.26 168700.22 168500.12

Phoenix Contact 801733 801681 1201730 1201717 –

Wago 210-112 210-113 210-197 210-114 210-118

Weidmuller 51450 38340 23650 23640 49800

Wieland 98.300.10000.0 98.300.10000.0 98.300.10000.0 98.300.10000.0 98.300.10000.0

35 mm x 7.5 mm
Slotted 

Standard Pack: 40

35 mm x 7.5 mm
Solid 

Standard Pack: 40

35 mm x 15 mm
Slotted 

Standard Pack: 20

35 mm x 15 mm
solid 

Standard Pack: 20

27

15

35 ±0.3

r=0.8

.3

TS3515SOLH

35 mm x 15 mm
solid 

Standard Pack: 20
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Cuts 35x15, 35x7.5 And 15mm DIN Rail 
No Deburring Necessary. Clean Cuts
Little Force Required For Operation
Fast, Accurate Cuts
Integrated 1 Meter Measuring Stick Included

Features

Length stop: max. 1000 mm
Dimensions: 1090 (l) x 150 (w) x 760 (d) mm

43 (l) x 6 (w) x 30 (d) inches
Weight: 18 lbs, 8.3 kg

Technical Data

DIN Rail Aluminum

DIN Rail Cutter

35 ±0.3

5.2

r=0.8

.3

27

7.5

13

26

TS3575SL1-A

35 mm x 7.5 mm
Slotted 

Standard Pack: 40

Lightweight Aluminum 
1 Meter Length
Competitive Pricing

Standard Pack Of 40
No Markings On Rail

Features

TS 3 CUT



DIN Rail Mounted 
Power Supplies

American Electrical has two lines of DIN
Rail Power Supplies to choose from. All 
are 120VAC in and 24VDC out (other voltage 
outputs may be ordered, please call us). 
We also have 3-phase Power Supplies up to
480VAC in and 24VDC out.

All Power Supplies are UL listed and EMI/RFI
approved.
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UL508 Listed
Installs easily on DIN rail TS35 x 7.5  and 15mm
Fixed switching frequency at 100KHz
LED power on indicator
Free air convection cooling
100% full load burn-in test
1 year warranty

45 Watts, 1.875 Amps, 24VDC

Features

Technical  Data

Part Number DR-45-24
AC Input voltage range 85 – 265VAC; 120-370VDC
DC Adjustment Range ±10% rated output voltage
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over voltage Protection 115% - 135% rated output voltage
Setup, Rise, Hold Up Time 800ms, 60ms, 50ms at full load and 230VAC
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 minute
Working Temperature 0 - 45_C@100%, -10_C@80%, 50_C@80% load
Safety Standards UL508, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204
Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 78 x 93 x 67mm
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UL508 Listed
Installs easily on DIN rail TS35 x 7.5  and 15mm
Fixed switching frequency at 50KHz
LED power on indicator
Free air convection cooling
100% full load burn-in test
1 year warranty

75 Watts, 3.125 Amps, 24VDC

Features

Technical  Data

Part Number DR-75-24
AC Input voltage range 85 – 265VAC; 120-370VDC
DC Adjustment Range 12V:  12-14V, 24V: 24-28V, 48V: 48-53V
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over voltage Protection 121% - 142% rated output voltage
Setup, Rise, Hold Up Time 1000ms, 60ms, 50ms at full load and 230VAC
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 minute
Working Temperature -10_C – 60_C
Safety Standards UL508, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204
Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 55.5 X 125.2 x 100mm

DIN Rail Mounted Power Supplies 
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AC input selected by switch
Installs easily on DIN rail TS35 x 7.5  and 15mm
Fixed switching frequency at 55KHz
LED power on indicator
Free air convection cooling
100% full load burn-in test
1 year warranty

120 Watts, 5 Amps, 24VDC

Features

Technical  Data

Part Number DR-120-24
AC Input voltage range 88 – 132VAC; 176 - 264VAC Selected by
switch
DC Adjustment Range 12V:  12-14V, 24V: 24-28V, 48V: 48-53V
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over voltage Protection 120% - 140% rated output voltage
Setup, Rise, Hold Up Time 500ms, 70ms, 30ms at full load and 230VAC
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 minute
Working Temperature -10_C – 60_C
Safety Standards UL508, UL60950-1, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204
Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 65.5 X 125.2 x 100mm

DIN Rail Mounted Power Supplies 

• Universal AC input/full range
• PF>0.98@115VAC, >0.95@230VAC
• Installs easily on DIN rail TS35 x 7.5  and 15mm
• Fixed switching frequency at 100KHz
• LED power on indicator
• Free air convection cooling
• 100% full load burn-in test
• 1 year warranty

240 Watts, 10 Amps, 24VDC

Features

Technical  Data

Part Number DRP-240-24
AC Input voltage range 85 – 264VAC; 120 – 370VDC 
DC Adjustment Range 24V: 24-28V
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over voltage Protection 30 – 36V
Setup, Rise, Hold Up Time 800ms, 40ms, 20ms at full load and 230VAC
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 minute
Working Temperature -10_C – 55_C@100%, 70_C@60% Load
Safety Standards UL508, UL60950-1, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204
Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 125.5 X 125.2 x 100mm
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DIN Rail Mounted Power Supplies 

480 Watts Three Phase, 20 Amps, 24VDC

Features

Technical  Data

Part Number DRT-480-24
AC Input voltage range 340 – 550VAC; 3 phase 4 wires 

(Dual operation possible) 
DC Adjustment Range 24V: 24-28V
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over Voltage Protection 30 – 36V, AC recycle to restart
Over Temp. Protection Shut down output voltage, recovers auto
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 

O/P-FG: 0.5KVAC, 1 minute
Working Temperature -20_C – 70_C
Safety Standards UL508, UL60950-1, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3, EN61204-3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204

Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 227 X 125.2 x 100mm

Input 340-550VAC, 3 Phase 4 wires
High efficiency and low dissipation
Installs easily on DIN rail TS35 x 7.5  and 15mm
EN61000-6-2 industrial immunity level
Free air convection cooling
100% full load burn-in test
1 year warranty

240 Watts Three Phase, 10 Amps, 24VDC

Features

Technical  Data

Part Number DRT-240-24
AC Input voltage range 340 – 550VAC; 3 phase 4 wires 

(Dual operation possible) 
DC Adjustment Range 24V: 24-28V
Over Load Protection 105% - 150% constant current limiting, 

auto recovery
Over Voltage Protection 30 – 36V
Over Temp. Protection Shut down output voltage, recovers auto
Withstand Voltage I/P-O/P:3KVAC, I/P-FG:1.5KVAC, 1 minute
Working Temperature -20_C – 70_C
Safety Standards UL508, UL60950-1, TUV EN60950 1 approved
EMC Standards EN55022 class B, EN61000-3-2,3, EN61204-3

EN61000-6-2, EN61000-4-2,3,4,5,6,8,11,
ENV50204

Connection I/P: 3 Poles, O/P: 4 poles screw DIN Terminal
Dimensions 125.5 X 125.2 x 100mm

Input 340-550VAC, 3 Phase 4 wires
High efficiency up to 90%
Installs easily on DIN rail TS35 x 7.5  and 15mm
EN61000-6-2 industrial immunity level
Free air convection cooling
100% full load burn-in test
1 year warranty
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Technical  Data Slimline

Technical  Data Slimline

Technical  Data Slimline

Part Number F2400125
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 1.25
Power (Watts) 30
Dimensions (Inches) 1.77 X 12.83 x 4.13

Part Number F240050S
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 5
Power (Watts) 120
Dimensions (Inches) 2.76 X 5.2 x 5.47

Part Number F24010S
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 10
Power (Watts) 240
Dimensions (Inches) 2.76 X 5.81 x 6.46

DIN Rail Mounted Power Supplies 

Features

Wide Range Compact Housing
20A, 3ph only 3.39 inches long
horizontal Mounting up to 40A, 3 phase

Output 24V / 1.25 to 20A - Single phase
24V / 10, 20, and 40A - 3 phase 

universal Input 115 / 230 VAC
3 X 340 / 550 VAC

Load Sharing Parallel operation
Redundancy

High Efficiency Typical 90%

Increased Operating 100% at 140ºF
Temperature

Status Indication Power ON indication
Overload Status LED

Touch Safe Power Entry Covered power entry
Convenient customer input terminals

Approvals UL / CSA and EN 60950
EMC Certified

* Indicates Standard Voltage Inputs

30 Watts, 1.25 Amps, 24VDC

120 Watts, 5 Amps, 24VDC

240 Watts, 10 Amps, 24VDC
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DIN Rail Mounted Power Supplies

Technical Data Horizontal

Technical Data Horizontal

Part Number F240025
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 2.5
Power (Watts) 60
Dimensions (Inches) 4.25 X 4.84 x 2.56

Part Number F240050
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 5
Power (Watts) 120
Dimensions (Inches) 5.79 X 4.84 x 3.39

Part Number F24010S-3
AC Input voltage 3x 340-550 
Phase 3
DC Output Voltage 24
Output Current (Amps) 10
Power (Watts) 240
Dimensions (Inches) 3.18 X 6.02 x 6.29

Part Number F24020S-3
AC Input voltage 3x 340-550 
Phase 3
DC Output Voltage 24
Output Current (Amps) 20
Power (Watts) 480
Dimensions (Inches) 3.99 X 8.94 x 6.81

Technical Data Slimline 3 Phase

Technical Data Slimline 3 Phase

* Indicates Standard Voltage Inputs

240 Watts, 10 Amps, 24VDC

480 Watts, 20 Amps, 24VDC

60 Watts, 2.5 Amps, 24VDC

120 Watts, 5 Amps, 24VDC
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DIN Rail Mounted Power Supplies

Technical  Data Horizontal

Technical Data Horizontal

Technical Data Horizontal 3 Phase

Part Number F24010
AC Input voltage 115*/230 
Phase 1
DC Output Voltage 24
Output Current (Amps) 10
Power (Watts) 240
Dimensions (Inches) 8.07 X 4.84 x 3.39

Part Number F24020
AC Input voltage 195-265 
Phase 1
DC Output Voltage 24
Output Current (Amps) 20
Power (Watts) 480
Dimensions (Inches) 9.45 X 6.02 x 3.39

Part Number F24020-3
AC Input voltage 3x 340-550 
Phase 3
DC Output Voltage 24
Output Current (Amps) 20
Power (Watts) 480
Dimensions (Inches) 9.45 X 6.02 x 3.39

Technical Data Horizontal 3 Phase

Part Number F24040-3
AC Input voltage 3x 340-550 
Phase 3
DC Output Voltage 24
Output Current (Amps) 40
Power (Watts) 960
Dimensions (Inches) 11.5 X 7.28 x 5.12

* Indicates Standard Voltage Inputs

240 Watts, 10 Amps, 24VDC

480 Watts, 20 Amps, 24VDC

480 Watts, 20 Amps, 24VDC

960 Watts, 40 Amps, 24VDC
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Dual 120V AC Receptacle, DIN Rail Mounted
3 Foot, Hot/Neutral/Ground Cable
Green LED for Power On Indication
Current Rating, 20 A
Ground Fault Circuit Protection with Reset
DIN Rail & Direct Mountable
Standard Receptacle Size
All Components UL Approved

DIN 120 GFCI

Features

DIN Rail Mounted GFCI 



DIN Rail Mounted
Circuit Breakers

AEI carries a 13mm wide circuit breaker, the
thinnest DIN Rail mounted on the market. We
have three types of breakers. For AC circuitry
we have UL 1077 and Ul 489 (UL listed) rated
breakers. For DC circuits we have a UL 489 A
rated breaker.

Pole count and max. amperage is given below:

71

Circuit Type Max. Poles Max. Amps

AC UL 1077 3 50

AC UL 489 2 25

DC UL 489 A 1 50
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DIN Rail Mounted Circuit Breakers

C____A___P
No. of Poles:  1, 2 or 3

Amperage:  
e.g., 1 for 1 Amp, 15 for 15 Amp, etc.
Example:  C10A1P = 10A single Pole Circuit Breaker

C____A___P-489
No. of Poles:  1 or 2

UL 1077 Approved 
DIN Rail Mounted
Compact 13 mm width
One, Two & Three Pole
Current Rating up to 50 A
100% Rating Capability
Hydraulic-Magnetic Technology
Trip Curve 2 standard

Features

Technical  Data

Part Numbering System

Numbers of Poles 1, 2 & 3
Maximum Voltage 277/480  50/60 Hz
Minimum Amp Rating 1 Amp
Maximum Amp Rating 50 Amp
Interrupting Cap. 5000A @ 120V

1000A @ 277V
1000A @ 480V

Dielectric Strength 1960V  50/60 Hz
Insulation Resistance 100 Mega Ohm
Operating Temp. Range -40˚C to +60˚C

UL 489 Approved 
DIN Rail Mounted
Compact 13 mm width
One & Two Pole only
Current Rating up to 25 A
100% Rating Capability
Hydraulic-Magnetic Technology
Trip Curve KM standard

Features

Technical  Data

Part Numbering System

Numbers of Poles 1 and 2 pole only
Maximum Voltage 120/240V  50/60 Hz
Minimum Amp Rating 1 Amp
Maximum Amp Rating 25 Amp
Interrupting Cap. 10,000 A
Dielectric Strength 1500V  50/60 Hz
Insulation Resistance 100 Mega Ohm
Operating Temp. Range -40˚C to +60˚C

UL 489 Rated 

UL 1077 Rated

Amperage:  
e.g., 1 for 1 Amp, 15 for 15 Amp, etc.
Example:  C10A1P = 10A single Pole Circuit Breaker
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DIN Rail Mounted Circuit Breakers

C____A1P-80VDC

Amperage:  
e.g., 1 for 1 Amp, 15 for 15 Amp, etc.
Example:  C10A1P-80VDC = 10A UL489A Rated CB

UL 489A 
DIN Rail Mounted
Compact 13 mm width
One Pole only
Current Rating up to 50 A
100% Rating Capability
Hydraulic-Magnetic Technology
Trip Curve U2 standard

Features

Technical  Data

Part Numbering System

Numbers of Poles 1 only
Maximum Voltage 80 VDC
Minimum Amp Rating 1 Amp
Maximum Amp Rating 50 Amp
Interrupting Cap. 10,000A 
Dielectric Strength 1500V  50/60 Hz
Insulation Resistance 100 Mega Ohm
Operating Temp. Range -40˚C to +60˚C

UL 489A Rated 

UL 1077 Rated
Curve 2

UL 489 Rated
Curve km

UL 489A Rated
curve u2

Trip Curve

Trip Curve 3 and Trip Curve 9 available at www.americanelectric.com.



DIN Rail Mounted
Fuse Holders

Applications requiring circuit protection are
often specified with fuses instead of circuit
breakers. AEI offers fuse holders capable
of protecting circuits utilizing the four
main styles of fuses:

• 5x20mm and 5x25mm (see pages 27, 29, 32)
• 11/4"x1/4" (see pages 29, 30)
• 11/2"x13/32" (see next page)
• 2"x1/2"(14x51mm) (see next page)

All of the above are available in standard
fuse blocks or with “fuse blown” indication
(24VDC and 110VAC circuits.
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DIN Rail Mounted Fuse Holders
for 1.5” X 13/32” Fuses

DIN Rail Mounted Fuse Holders
for 14 X 51 mm Fuses

No. of Poles Indicator Type Part Number

1 Non-Indicating 2541000

2 Non-Indicating 2543000

3 Non-Indicating 2544000

1 With Indicator 2541100

2 With Indicator 2543100

3 With Indicator 2544100

81 mm

79 mm

64.5 mm

47.5 mm

37 mm 17 mm4
 m

m

ASK 6 

70

43.5

4
5

6.8

54.6

?

9
4

9
0

Din rail mountable
both indicating and non indicating available
compact at 17mm width

Features

Technical  Data

Part Numbering System

Numbers of Poles 1, 2 & 3
Voltage 600
Amps 32 Amp
Wire Size AWG 26...6

No. of Poles Indicator Type Part Number

1 Non-Indicating 2561000

2 Non-Indicating 2563000

3 Non-Indicating 2564000

1 With Indicator 2561100

2 With Indicator 2563100

3 With Indicator 2564100

Din rail mountable
both indicating and non indicating available

Features

Technical  Data

Part Numbering System

Numbers of Poles 1, 2 & 3
Voltage 600
Amps 50 Amp
Wire Size AWG 26...6

ASK 6

ASK 4



Din Rail Mounted 
Interface Modules

The AEI Interface Modules are available
with D-subminiature or IDC connectors.
These Interface Modules allow the users to
attach field wiring and “plug and play” the
Interface Module to the controller.  
Our D-sub modules come with both male and
female connectors and IDC come with male
only.  We also offer two meter cables to 
complement the design.  
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Maximum current: 1 A 
Wire range: 22 - 14 AWG
Operating Temperature: -10°C to 50°C

Features
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DIN Rail Mounted Interface Modules

Modules are designed 
with male and female 
connectors, 
9, 15 or 25 pin options.

Technical Data - D-SUB
Part Number

DSUB-9-MF DSUB-15-MF DSUB-25-MF
Number of Channels

9 15 25
Dimensions

1.53 x 2.48 x 2.5" 1.93 x 2.48 x 2.58" 2.87 x 2.48 x 2.58"
(39 x 63 x 93mm) (49 x 63 x 93mm) (73 x 63 x 93mm)

Cables - D-SUB  
(Connectors on Both Ends)
Part Number

DSUB-9-MF-CBL DSUB-15-MF-CBL DSUB-25-MF-CBL
Cable Length

2 Meters 2 meters 2 Meters
Insulation Rating

300V 80°C 300V 80°C 300V 80°C
Conductor Size

#28 AWG #28 AWG #28 AWG

D-Sub

Maximum voltage: 600V
Maximum current: 2 A
Wire range: 22 - 14 AWG

Contacts: copper alloy, tin lead plating
Tightening torque: 3.5 lb-in (0.4Nm)
Operating Temperature: -10°C to 50°C

Features

Modules are available 
with male and female 
connectors, 
9, 15 or 25 pin options.

Technical Data - IDC
Part Number

IDC-20-M IDC-24-M IDC-40-M
Number of Pins

20 20 20
Dimensions

1.53 x 2.48 x 2.5" 1.93 x 2.48 x 2.58" 2.87 x 2.48 x 2.58"
(39 x 63 x 93mm) (49 x 63 x 93mm) (73 x 63 x 93mm)

Cables - IDC  
(Connectors on One End)
Part Number

IDC-20-M-CBL IDC-24-M-CBL
Cable Length

2 Meters 2 meters
Insulation Rating

300V 80°C 300V 80°C
Conductor Size

#24 AWG #24 AWG

IDC



Din Rail Mounted 
Disconnect Switches

AEI has two series of disconnect switches,
ranging from 16 A to 125 A.  Isolation of 
control equipment is an important design
consideration.  Our disconnect switches can
provide isolation and lock out points for
power supplies, transformers, small motors
or any other types of controls.

Accessories, such as auxiliary contacts are
used to electrically indicate the switch 
position. Remote operation shuts off and
handles are offered for those designs that
are thru-panel.
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Part Number
Black 19200-11 19201-11 19202-11 19203-11

Red 19210-11 19211-11 19212-11 19213-11
Rated Current

16 A 25 A 32 A 40 A

Max Voltage
600 V 600 V 600 V 600 V

Short Circuit Rating
5 kA 5 kA 5 kA 5 kA

Maximum UL Horsepower 3-Phase (120V)
3 3 3 3

Wire Range 
16 - 6 AWG 16 - 6 AWG 16 - 6 AWG 16 - 6 AWG

Tightening Torque
2 Nm 2 Nm 2 Nm 2 Nm

SD1 SERIES ACCESSORIES
PART NUMBER DESCRIPTION
19440 Connector 6-8 Pole
19400-11 Door Interlock Handle Black
19401-11 Emergency Door Interlock Handle Red/Yellow
19535-100 Remote Operator Shaft 100mm Length
19535-200 Remote Operator Shaft 200mm Length
19535-300 Remote Operator Shaft 300mm Length
19414* SD1 4th Pole
19423* SD1 Aux Contact SPST
19421* SD1 Ground Pole
19419* SD1 Neutral Pole

*These modules integrate with the disconnect switch. They are separate components that screw into the main switches for additional applications.

DIN Rail Mounted Disconnect Switches
SD1 Series

16-40 Amps Allows breaking and disconnecting on
load of equipment on low voltage 
at nominal current

Features
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Part Number
Black 19205-11 19206-11 19207-11 19208-11

Red 19215-11 19216-11 19217-11 19208-11
Rated Current

63 A 80 A 100 A 125 A

Max Voltage
600 V 600 V 600 V 600 V

Short Circuit Rating
5 kA 5 kA 5 kA 5 kA

Maximum UL Horsepower 3-Phase (120V)
5 5 5 5

Wire Range 
6 - 1 AWG 6 - 1 AWG 6 - 1 AWG 6 - 1 AWG

Tightening Torque
3.5 Nm 3.5 Nm 3.5 Nm 3.5 Nm

SD2 SERIES ACCESSORIES PART NUMBER DESCRIPTION
19440 Connector 6-8 Pole
19400-11 Door Interlock Handle Black
19401-11 Emergency Door Interlock Handle Red/Yellow
19535-100 Remote Operator Shaft 100mm Length
19535-200 Remote Operator Shaft 200mm Length
19535-300 Remote Operator Shaft 300mm Length
19418* SD2 4th Pole
19429* SD2 Aux Contact SPST
19422* SD2 Ground Pole
19420* SD2 Neutral Pole

*These modules integrate with the disconnect switch. They are separate components that screw into the main switches for additional applications.

DIN Rail Mounted Disconnect Switches
SD-2 Series

63-125a Allow breaking and disconnecting
on load of equipment on low voltage
at nominal current

Features



Cable Grips

Cable Grips secure cables to control cabinets
or junction boxes – providing strain relief
and protection from the elements.  They are
made of metal (nickel plated brass) or plastic
(nylon).  Advantages exist for both types of
cable grip with the nylon versions becoming
more popular since they can provide the
same level of protection against dust, debris
and water as the metallic versions – for less
cost and weight.  Cable Grips are specified
first by the cable diameter and second by
thread type.

Cable Grips are available in three different
thread types, PG (Panzer Gewinde, a German
specified thread widely used in Europe),
Metric and NPT (National Pipe Thread – used
in USA).  This is useful since most specifiers
thread the cabinet holes so that the cable
grip can be screwed into it for a more
secure fit.  Others simply knockout a hole
and place the cable grip inside it.  

Our Cable Grips are approved
by UL and Lloyds of London and
are rated IP 68, the highest
Ingress Protection available.
Ingress Protection consists of
two numbers – the first
between 0 and 6, indicating the
resistance to particles and the
second between 0 and 8, 
indicating resistance to water.
Please see our chart on page
84 explaining the IP system.
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main features:  Cable Grips

Cable Grips

1

1

2

2

3

3

4

5

4

5
6

7

8

9

10

Wider domed nut which can not be over-tightened.
The wide dome design allows space for the neoprene

seal to form a tight grip on the cable, forming an

IP68 barrier.  (please refer to Ingress Protection

[IP] ratings on the back page.)

Generous deep flats
The deep flats allow enough room for the proper

wrench to tighten or loosen the cable grip without

the wrench coming off.

Spacer
A small spacer exists between the domed nut and the

locking collett, providing an additional seal when

fully tightened.

Neoprene rubber seal
This seal grips around the cable to form the IP68

barrier when properly tightened.

Webs are staggered for better grip
Webs are designed in an alternating geometry which

enhances gripping capability.

technical data

Material:
Polyamide PA 6, self-extinguishing, 
halogen-free

Seal:
Neoprene, oil and petroleum resistant

Operating temperature:
Static: –40°C to 100°C, short-term 120°C
Dynamic: –30°C to 80°C, short-term 100°C

Weather resistance good

Strain relief:
Smooth action

Safety Class:
IP68, waterproof (5 bar)

Patents:
Europe, USA, Japan

VDE Test Report:

12 796-9000-4001/A 2 J.

UL test (Underwriters Laboratories Inc.)

Lloyd’s Register of Shipping certificate

Germanische Lloyd certificate

Staggered webs
The web design is staggered to allow for seal con-

formity around the cable to maximize the pull out

resistance and protection against the elements.

Sprung webs
The webs are designed so that they will spring back

to their original open position making installation

easy while maintaining the seal quality.

Retention springs for domed nut
The ‘Tight Seal’ design allows the domed nut to

lock with the collett before any threads are

engaged.  This guards against misthreads as well as

aids in the installation process.

Sealing lip
The collett design incorporates a sealing lip which

provides for a positive seal against the enclosure.

Anti-Twist cable locking collett
The entire design of the ‘Tight Seal’ product line

insures that cables will not twist or turn once

locked down.

6

7

8

9

10
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Cable Grips
Knockout Hole Reference Chart

PG mm inches

7 12.5 0.492

9 15.2 0.598

11 18.6 0.732

13.5 20.4 0.803

16 22.5 0.886

21 28.3 1.114

29 37 1.457

36 47 1.85

42 54 2.126

48 59.3 2.338

metric mm inches

12 12 0.472

16 16 0.63

20 20 0.787

25 25 0.984

32 32 1.26

40 40 1.575

50 50 1.969

63 63 2.48
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Cable Grips

Ingress Protection (IP) Ratings
List of Protection Classes
IP Protection Classes to DIN 40 050 Sheet 1

Up to 1000 VAC and 1500 VDC  (UTE standard C 200 10)

1st Digit
Degree of Protection Against
Touching and Foreign Matter

IP Specifications
0 No protection.
1 Protection against penetration by solid

foreign matters larger than 50 mm (acci-
dental touching by hand).

2 Protection against penetration by solid
foreign matters larger than 12 mm (touch-
ing with fingers).

3 Protection against penetration by solid
foreign matters larger than 2.5 mm
(touching with tools, wires larger than
2.5 mm).

4 Protection against solid foreign matters
larger than 1 mm (touching with tools,
wires larger than 1 mm).

5 Complete protection from being touched.
Protection from harmful dust deposits -
dust penetration is not completely pre-
vented.

6 Complete protection from being touched.
Protection against penetration by dust.

2nd Digit
Degree of Protection Against
Water

IP Specifications

0 No protection.

1 Protection against vertically dripping
water.

2 Protection against drip water falling at
an angle of up to 15 degrees.

3 Protection against spray water falling at
an angle of up to 60 degrees.

4 Protection against spray water from all
directions.

5 Protection against water jets from all
directions

6 Protection against temporary flooding,
e.g., by rough sea.

7 Protection when submersed in water at
specified pressure and unspecified dura-
tion.

8 Protection when submersed in water at
elevated pressure and unspecified time.

IP ratings consist of a two digit number explained below:
The two digits correspond to the description by DIN 40 050 sheet 1, IEC 144 and 525 as well as UTE C 200 10.

Use and Application of Nylon Cable Grips
1. The use of synthetic - Cable Grips is almost unlimited

within the electrical and electronics industry.

Installations where cables must be led safely through

a wall of an enclosure will be specified with cable

grips.  Synthetic Cable grips are specified to:

• Secure the cable to the enclosure’s wall to provide
excellent pull-out resistance.

• Seal and protect the inside of the enclosure from
the unwanted affects of the environment.  These
contaminants may be water, gas, chemicals vapors,  or
fumes.

• Reduce material cost due to use of lighter, less

expensive materials, as well as, eliminating the need

for running conduit.

2. Some of the typical applications using cable grips are:

• Machinery
• Process equipment engineering
• Apparatus and appliance construction
• Aircraft and automotive engineering
• Locomotive engineering
• Elevator engineering
• Plant engineering
• Chemical and pharmaceutical industries
• Refineries
• Nuclear research institutions
• Process automation and process engineering
• Indoor and outdoor electrical installations
• Switchgear and distribution construction
• equipment for military purposes
• municipal and utility type applications, such as

power, electricity and gas works
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Cable Grips Nickel-Plated Brass
thread: metric

Material : Nickel-plated brass
Seal: TPE
Strain relief: acc. to EN 50262, version A
Temp. range: -40°/+100°C
Protection class: IP 68

short, one-piece sealing insert
long entry thread metric
(not overall length insulated)

1 metric coarse pitch thread

std.
part cable wrench H L pkg.
number size diam. mm size mm mm size

1100.06.025 M  6x1.01 2.0-2.5 8 12 8 50
1100.06.030 M  6x1.01 2.5-3.0 8 12 8 50
1100.06.035 M  6x1.01 3.0-3.5 8 12 8 50
1100.08.035 M  8x1.251 2.5-3.5 11 14 10 50
1100.08.050 M  8x1.251 3.5-5.0 11 14 10 50
1100.10.040 M10x1.51 3.0-4.0 13 15 10 50
1100.10.060 M10x1.5 4.0-6.0 13 15 10 50
1100.12.050 M12x1.5 3.5-5.0 15 17 10 50
1100.12.065 M12x1.5 5.0-6.5 15 17 10 50
1100.12.080 M12x1.5 6.5-8.0 15 17 10 50
1100.17.045 M16x1.5 3.5-4.5 18 20 10 50
1100.17.060 M16x1.5 4.5-6.0 18 20 10 50
1100.17.080 M16x1.5 6.0-8.0 18 20 10 50
1100.17.105 M16x1.5 8.0-10.5 18 22 10 50
1100.20.080 M20x1.5 6.0-8.0 24 21 10 50
1100.20.110 M20x1.5 8.0-11.0 24 21 10 50
1100.20.150 M20x1.5 11.0-15.0 24 23 10 50
1100.25.125 M25x1.5 9.5-12.5 30 25 11 25
1100.25.160 M25x1.5 12.5-16.0 30 25 11 25
1100.25.205 M25x1.5 16.0-20.5 30 28 11 25
1100.32.170 M32x1.5 14.0-17.0 36 28 13 25
1100.32.210 M32x1.5 17.0-21.0 36 28 13 25
1100.32.255 M32x1.5 21.0-25.5 36 28 13 25
1100.40.240 M40x1.5 20.0-24.0 46 31 13 10
1100.40.285 M40x1.5 24.0-28.5 46 31 13 10
1100.40.330 M40x1.5 28.5-33.0 46 31 13 10
1100.50.330 M50x1.5 29.0-33.0 55 34 14 10
1100.50.370 M50x1.5 33.0-37.0 55 34 14 10
1100.50.420 M50x1.5 37.0-42.0 55 34 14 10
1100.63.400 M63x1.5 35.0-40.0 70 37 14 5
1100.63.460 M63x1.5 40.0-46.0 70 37 14 5
1100.63.520 M63x1.5 46.0-52.0 70 37 14 5
1100.75.500 M75x1.5 45.0-50.0 80 38 15 1
1100.75.560 M75x1.5 50.0-56.0 80 38 15 1
1100.75.630 M75x1.5 56.0-63.0 80 38 15 1
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Cable Grips Nickel-Plated Brass                  
thread: Pg

Material : Nickel-plated brass
Seal: TPE
Temp. range: -40°/-100°C
Protection class: IP 68

long, one-piece sealing insert
short entry thread pg
(overall length insulated)

1100.07.050 Pg   7 3.5-5.0 15 17 10 50
1100.07.065 Pg   7 5.0-6.5 15 17 10 50
1100.07.080 Pg   7 6.5-8.0 15 17 10 50

1100.09.045 Pg   9 3.5-4.5 18 20 10 50
1100.09.060 Pg   9 4.5-6.0 18 20 10 50
1100.09.080 Pg   9 6.0-8.0 18 20 10 50
1100.09.105 Pg   9 8.0-10.5 18 22 10 50

1100.11.055 Pg 11 4.0-5.5 21 21 10 50
1100.11.085 Pg 11 5.5-8.5 21 21 10 50
1100.11.120 Pg 11 8.5-12.0 21 21 10 50

1100.13.080 Pg 13 6.0-8.0 24 21 10 50
1100.13.110 Pg 13 8.0-11.0 24 21 10 50
1100.13.150 Pg 13 11.0-15.0 24 23 10 50

1100.16.080 Pg 16 6.0-8.0 24 23 10 50
1100.16.110 Pg 16 8.0-11.0 24 23 10 50
1100.16.150 Pg 16 11.0-15.0 24 23 10 50

1100.21.125 Pg 21 9.5-12.5 30 28 12 25
1100.21.160 Pg 21 12.5-16.0 30 28 12 25
1100.21.205 Pg 21 16.0-20.5 30 28 12 25

1100.29.190 Pg 29 16.0-19.0 38 28 12 25
1100.29.230 Pg 29 19.0-23.0 38 28 12 25
1100.29.275 Pg 29 23.0-27.5 38 28 12 25

1100.36.260 Pg 36 21.5-26.0 50 32 15 10
1100.36.305 Pg 36 26.0-30.5 50 32 15 10
1100.36.350 Pg 36 30.5-35.0 50 32 15 10

1100.42.330 Pg 42 29.0-33.0 55 34 15 10
1100.42.370 Pg 42 33.0-37.0 55 34 15 10
1100.42.420 Pg 42 37.0-42.0 55 34 15 10

1100.48.370 Pg 48 32.0-37.0 65 37 15 10
1100.48.430 Pg 48 37.0-43.0 65 37 15 10
1100.48.490 Pg 48 43.0-49.0 65 37 15 10

std.
part cable wrench H L pkg.
number size diam. mm size mm mm size
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Synthetic Cable Grips
with lamellar technology
SYNTEC®

thread: metric, NPT

short entry thread metric

1555.12.06 M12x1.5 2.5-6.5 15 21 6 grey 100
1555.17.08 M16x1.5 4.0-8.0 19 23 6 grey 50

1555.20.07 M20x1.5 3.0-7.0 24 26 8 grey 50
1555.20.12 M20x1.5 5.5-12.0 24 26 8 grey 50

1555.25.14 M25x1.5 8.0-14.0 33 35 8 grey 25
1555.25.18 M25x1.5 11.0-18.0 33 35 8 grey 25

1555.32.25 M32x1.5 17.0-25.0 42 36 10 grey 20

1545.12.06 M12x1.5 2.5-6.5 15 21 6 black 100
1545.17.08 M16x1.5 4.0-8.0 19 23 6 black 50

1545.20.07 M20x1.5 3.0-7.0 24 26 8 black 50
1545.20.12 M20x1.5 5.5-12.0 24 26 8 black 50

1545.25.14 M25x1.5 8.0-14.0 33 35 8 black 25
1545.25.18 M25x1.5 11.0-18.0 33 35 8 black 25

1545.32.25 M32x1.5 17.0-25.0 42 36 10 black 20

std.
part cable wrench H L pkg.
number size diam. mm size mm mm color size

Material: Polyamide PA6
Seal: CR (Neoprene)
Strain relief: acc. to EN  50262, version A
Temp. range: -30°/+80°C
Protection class: IP 68

entry thread NPT

1555.N0375.08 NPT 1/8" 3.0-8.0 19/22 23 15 grey 50
1555.N0500.07 NPT 1/2" 3.0-7.0 24 26 15 grey 50

1555.N0500.12 NPT 1/2" 5.5-12.0 24 26 15 grey 50
1555.N0750.14 NPT 3/4" 6.5-14.0 33 35 15 grey 25

1555.N0750.18 NPT 3/4" 11.0-18.0 33 35 15 grey 25
1555.N1000.22 NPT 1" 17.0-22.0 42 36 15 grey 20

1545.N0375.08 NPT 3/8" 3.0-8.0 19/22 23 15 black 50
1545.N0500.07 NPT 1/2" 3.0-7.0 24 26 15 black 50

1545.N0500.12 NPT 1/2" 5.5-12.0 24 26 15 black 50
1545.N0750.14 NPT 3/4" 6.5-14.0 33 35 15 black 25

1545.N0750.18 NPT 3/4" 11.0-18.0 33 35 15 black 25
1545.N1000.22 NPT 1" 17.0-22.0 42 36 15 black 20

Material: Polyamide PA6 NPT nylon cable grips have
Seal: CR (Neoprene) galvanized steel locknuts
Temp. range: -30°/+80°C
Protection class: IP 68

std.
part cable wrench H L pkg.
number size size size mm mm color size
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Synthetic Cable Grips
with lamellar technology
SYNTEC®

thread: Pg

Entry thread Pg 

1545.07.06 Pg   7 2.5-6.5 15 21 8 black 100
1545.09.08 Pg   9 3.0-8.0 19 23 8 black 50

1545.11.07 Pg 11 2.0-7.0 22 25 8 black 50
1545.11.10 Pg 11 4.0-10.0 22 25 8 black 50

1545.13.07 Pg 13 3.0-7.0 24 26 9 black 50
1545.13.12 Pg 13 5.5-12.0 24 26 9 black 50

1545.16.11 Pg 16 5.0-11.0 27 30 10 black 50
1545.16.14 Pg 16 8.5-14.0 27 30 10 black 50

1545.21.14 Pg 21 6.5-14.0 33 35 11 black 25
1545.21.18 Pg 21 11.0-18.0 33 35 11 black 25

1545.29.25 Pg 29 17.0-25.0 42 36 11 black 20
1545.36.33 Pg 36 22.0-33.0 53 48 15 black 10

1545.42.38 Pg 42 28.0-38.0 60 48 15 black 5
1545.48.44 Pg 48 32.0-44.0 65 48 15 black 5

Material: Polyamide PA6
Seal: CR (Neoprene)
Temp. range: -30°/+80°C
Protection class: IP 68

std.
part cable wrench H L pkg.
number size diam. mm size mm mm color size

entry thread pg

1555.07.06 Pg   7 2.5-6.5 15 21 8 grey 100
1555.09.08 Pg   9 3.0-8.0 19 23 8 grey 50

1555.11.07 Pg 11 2.0-7.0 22 25 8 grey 50
1555.11.10 Pg 11 4.0-10.0 22 25 8 grey 50

1555.13.07 Pg 13 3.0-7.0 24 26 9 grey 50
1555.13.12 Pg 13 5.5-12.0 24 26 9 grey 50

1555.16.11 Pg 16 5.0-11.0 27 30 10 grey 50
1555.16.14 Pg 16 8.5-14.0 27 30 10 grey 50

1555.21.14 Pg 21 6.5-14.0 33 35 11 grey 25
1555.21.18 Pg 21 11.0-18.0 33 35 11 grey 25

1555.29.25 Pg 29 17.0-25.0 42 36 11 grey 20
1555.36.33 Pg 36 22.0-33.0 53 48 15 grey 10

1555.42.38 Pg 42 28.0-38.0 60 48 15 grey 5
1555.48.44 Pg 48 32.0-44.0 65 48 15 grey 5

Material: Polyamide PA6
Seal: CR (Neoprene)
Temp. range: -30°/+80°C
Protection class: IP 68

std.
part cable wrench H L pkg.
number size diam. mm size mm mm color size
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Synthetic Cable Grips
with lamellar technology 
and anti-kink nozzle SYNTEC®

thread: Pg

entry thread pg

1576.07.06 Pg   7 2.5-6.5 15 54 8 grey 50
1576.09.08 Pg   9 3.0-8.0 19 64 8 grey 50

1576.11.07 Pg 11 2.0-7.0 22 77 8 grey 50
1576.11.10 Pg 11 4.0-10.0 22 77 8 grey 50

1576.13.07 Pg 13 3.0-7.0 24 88 9 grey 50
1576.13.12 Pg 13 5.5-12.0 24 88 9 grey 50

1576.16.11 Pg 16 5.0-11.0 27 102 10 grey 50
1576.16.14 Pg 16 8.5-14.0 27 102 10 grey 50

1546.07.06 Pg   7 2.5-6.5 15 54 8 black 50
1546.09.08 Pg   9 3.0-8.0 19 64 8 black 50

1546.11.07 Pg 11 2.0-7.0 22 77 8 black 50
1546.11.10 Pg 11 4.0-10.0 22 77 8 black 50

1546.13.07 Pg 13 3.0-7.0 24 88 9 black 50
1546.13.12 Pg 13 5.5-12.0 24 88 9 black 50

1546.16.11 Pg 16 5.0-11.0 27 102 10 black 50
1546.16.14 Pg 16 8.5-14.0 27 102 10 black 50

Material: Polyamide PA6
Seal: CR(Neoprene) 
Temp. range: -30°/+80°C
Protection class: IP 68

std.
part cable wrench H L pkg.
number size diam. mm size mm mm color size
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Lock-Nuts Metallic
thread: metric, Pg, NPT

thread metric

8000.06 M  6x1.01 9 2.8 50
8000.08 M  8x1.251 11 2.8 50

8000.10 M10x1.51 13 2.8 50
8000.12 M12x1.5 15 3.0 50
8000.17 M16x1.5 19 3.0 50

8000.20 M20x1.5 24 3.5 50

8000.25 M25x1.5 30 3.5 25
8000.32 M32x1.5 36 4.5 10

8000.40 M40x1.5 46 4.5 10
8000.50 M50x1.5 55 5.5 10

8000.63 M63x1.5 70 6.0 10
8000.75 M75x1.5 80 6.0 5

std.
part wrench pkg.
number size size mm size

Material: Nickel-plated brass
Type: hexagonal design

1 metric coarse pitch thread
2 metric thread acc. to EN60423

thread pg

8007 Pg   7 15 2.8 50
8009 Pg   9 18 2.8 50

8011 Pg 11 21 3.0 50
8013 Pg 13 23 3.0 50

8016 Pg 16 26 3.0 50
8021 Pg 21 32 3.5 25

8029 Pg 29 41 4.0 10
8036 Pg 36 51 5.0 10

8042 Pg 42 60 5.0 10
8048.48 Pg 48 64 5.5 10

Material: Galvanized steel
thread npt

0375.LN 3/8" 3/8" 1
0500.LN 1/2" 1/2" 1

0750.LN 3/4" 3/4" 1
01000.LN 1" 1" 1
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Lock-Nuts Synthetic
thread: metric, Pg

thread metric

8212 M12x1.5 17 5.0 grey 100
8217 M16x1.5 19 6.5 grey 100

8220 M20x1.5 26 7.0 grey 100
8225 M25x1.5 32 9.0 grey 100

8232 M32x1.5 41 9.0 grey 100
8240 M40x1.5 45 11.0 grey 50

8250 M50x1.5 59 11.0 grey 10
8263 M63x1.5 72 13.0 grey 10

std.
part wrench pkg.
number size size mm color size

Material: Polyamide, glass-fiber reinforced
Temp. range: -20°/+100°C

thread pg

8207 Pg   7 19 5.5 grey 100
8209 Pg   9 22 5.5 grey 100

8211 Pg 11 24 5.0 grey 100
8213 Pg 13 27 6.0 grey 100

8216 Pg 16 30 6.0 grey 100
8221 Pg 21 36 7.5 grey 100

8229 Pg 29 46 7.5 grey 50
8236 Pg 36 60 8.5 grey 25

8242 Pg 42 65 8.5 grey 25
8248 Pg 48 70 8.5 grey 25
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Locking Plugs Nickel-Plated Brass
thread: metric, Pg

short entry thread metric
with O-ring

Material: Nickel-plated brass

O-ring: NBR

Features: flanged type and with

O-ring

Temp. range: -20°/+100°C

Protection class: IP 68

8706.08 M  6x1.0 9 3 5 50
8708.08 M  8x1.25 10 3 5 50

8710.08 M10x1.5 12 3 5 50
8712.08 M12x1.5 14 3 5 50

8717.08 M16x1.5 19 3 5 50
8720.08 M20x1.5 24 3 6 25

8725.08 M25x1.5 28 4 7 25
8732.08 M32x1.5 35 4 8 10

8740.08 M40x1.5 45 6 8 10
8750.08 M50x1.5 55 6 9 10

8763.08 M63x1.5 70 6 10 10
8775.08 M75x1.5 80 6 11 5

std.
part cable H L pkg.
number size diam. mm mm mm size

short entry thread pg
with O-ring

8707.08 Pg   7 14 3 5.0 100
8709.08 Pg   9 17 3 6.0 100

8711.08 Pg 11 20 3 6.0 100
8713.08 Pg 13 22 3 6.5 50

8716.08 Pg 16 24 3 6.5 50
8721.08 Pg 21 30 4 7.0 10

8729.08 Pg 29 39 4 8.0 10
8736.08 Pg 36 50 6 9.0 10

8742.08 Pg 42 60 6 10.0 10
8748.08 G2" 65 6 10.0 10

8748.48.08 Pg 48 65 6 10.0 10

std.
part cable H L pkg.
number size diam. mm mm mm size
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Locking Plugs Synthetic
thread: metric, Pg

short entry thread metric
without O-ring

Material: Polystyrol, shock resistant

Features: flanged type

Temp. range: -20°/+80°C

Protection class: IP 54

8812 M12x1.5 15 4 6 grey 100
8817 M16x1.5 20 5 7 grey 100

8820 M20x1.5 24 5 7 grey 100
8825 M25x1.5 30 4 11 grey 100

8832 M32x1.5 37 5 11 grey 100
8840 M40x1.5 46 6 12 grey 50

8850 M50x1.5 55 7 13 grey 25
8863 M63x1.5 69 6 14 grey 10

std.
part cable H L pkg.
number size diam. mm mm mm color size

short entry thread pg
without O-ring

8807 Pg   7 14 3 5 grey 100
8809 Pg   9 20 3 6 grey 100

8811 Pg 11 22 3 6 grey 100
8813 Pg 13 25 4 6 grey 100

8816 Pg 16 27 4 6 grey 100
8821 Pg 21 33 4 8 grey 100

8829 Pg 29 44 4 8 grey 50
8836 Pg 36 55 4 10 grey 25

8848 Pg 48 69 6 12 grey 25
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Cross Reference
Heyco - Agro

Heyco - PG Thread Type Agro - PG Thread Type

Thread Type Heyco Black Heyco Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
PG7 3207 3208 2.3 - 6.4 2.5 - 6.5 1545.07.06 1555.07.06
PG7 3444 3445 2.0 - 4. 2.5 - 6.5 1545.07.06 1555.07.06
PG9 3210 3211 4.7 - 7.6 3.0 - 8.0 1545.09.08 1555.09.08
PG9 3446 3447 3.0 - 5.8 3.0 - 8.0 1545.09.08 1555.09.08
PG11 3213 3214 5.9 - 10.0 4.0 - 10.0 1545.11.10 1555.11.10
PG11 3448 3449 3.8 - 7.0 2.0 - 7.0 1545.11.07 1555.11.07
PG13 3216 3217 6.9 - 11.9 5.5- 12.0 1545.13.12 1555.13.12
PG13 3450 3451 5.0 - 8.8 3.0 - 7.0 1545.13.07 1555.13.07
PG16 3219 3220 10.9 - 13.9 8.5 - 14.0 1545.16.14 1555.16.14
PG16 3452 3453 8.1 - 11.9 5.0 - 11.0 1545.16.11 1555.16.11
PG21 3222 3223 13.8 - 18.0 11.0 - 18.0 1545.21.18 1555.21.18
PG21 3454 3455 11.6 - 16.0 6.5 - 14.0 1545.21.14 1555.21.14
PG29 3225 3226 18.3 - 24.5 17.0 - 25.0 1545.29.25 1555.29.25
PG29 3456 3457 16.3 - 19.6 17.0 - 25.0 1545.29.25 1555.29.25
PG36 3204 n/a 22.0 - 32.0 22.0 - 33.0 1545.36.33 1555.36.33
PG36 3206 n/a 20.0 - 26.0 22.0 - 33.0 1545.36.33 1555.36.33
PG42 3212 n/a 32.0 - 38.0 28.0 - 38.0 1545.42.38 1545.42.38
PG42 3218 n/a 25.0 - 31.0 28.0 - 38.0 1545.42.38 1545.42.38
PG48 3281 n/a 37.0 - 44.0 32.0 - 44.0 1545.48.44 1545.48.44
PG48 3283 n/a 29.0 - 35.0 32.0 - 44.0 1545.48.44 1545.48.44

Heyco - NPT Thread Type Agro - NPT Thread Type

Thread Type Heyco Black Heyco Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
NPT 3/8 3228 3229 4.7 - 7.9 3.0 - 8.0 1545.N0375.08 1555.N0375.08
NPT 3/8 3458 3459 2.0 - 6.0 3.0 - 8.0 1545.N0375.08 1555.N0375.08
NPT 1/2 3231 3232 6.9 - 11.8 5.5 - 12.0 1545.N0500.12 1555.N0500.12
NPT 1/2 3224 3236 5.0 - 8.8 3.0 - 7.0 1545.N0500.07 1555.N0500.07
NPT 3/4 3234 3235 13.8 - 18.0 11.0 - 18.0 1545.N0750.18 1555.N0750.18
NPT 3/4 3460 3461 11.5 - 16.0 6.5 - 14.0 1545.N0750.14 1555.N0750.14
NPT 1 8437 8438 18.0 - 25.4 17.0 - 22.0 1545.N1000.22 1555.N1000.22
NPT 1 8439 8440 12.0 - 19.5 17.0 - 22.0 1545.N1000.22 1555.N1000.22

Heyco - Strain Relief Agro - Strain Relief

Thread Type Heyco Black Heyco Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
PG7 3237 3228 2.3 - 6.4 2.5 - 6.5 1576.07.06 1546.07.06
PG7 3464 3464 2.0 - 4.6 2.5 - 6.5 1576.07.06 1546.07.06
PG9 3240 3241 4.7 - 7.6 3.0 - 8.0 1576.09.08 1546.09.08
PG9 3466 3467 3.0 - 5.8 3.0 - 8.0 1576.09.08 1546.09.08
PG11 3243 3244 5.9 - 10.0 4.0 - 10.0 1576.11.10 1546.11.10
PG11 3468 3469 3.8 - 7.0 2.0 - 7.0 1576.11.07 1546.11.07
PG13 3246 3247 6.9 - 11.9 5.5 - 12.0 1576.13.12 1546.13.12
PG13 3470 3471 5.0 - 8.8 3.0 - 7.0 1576.13.07 1546.13.07
PG16 3249 3250 10.9 - 13.9 8.5 - 14.0 1576.16.14 1546.16.14
PG16 3472 3473 8.1 - 11.9 5.0 - 11.0 1576.16.11 1546.16.11
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Cross Reference
Olflex - Agro

Olflex - PG Thread Type Agro - PG Thread Type

Thread Type Olflex Black Olflex Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
PG7 S2207 S1207 2.0 - 5.0 2.5 - 6.5 1545.07.06 1555.07.06
PG7 S2107 S1107 3.0 - 6.5 2.5 - 6.5 1545.07.06 1555.07.06
PG9 S2209 S1209 2.0 - 6.0 3.0 - 8.0 1545.09.08 1555.09.08
PG9 S2109 S1109 4.0 - 8.0 3.0 - 8.0 1545.09.08 1555.09.08
PG11 S2211 S1211 4.0 - 7.0 2.0 - 7.0 1545.11.07 1555.11.07
PG11 S2111 S1111 5.1 - 10.0 4.0 - 10.0 1545.11.10 1555.11.10
PG13 S2213 S1213 8.7 - 9.0 3.0 - 7.0 1545.13.07 1555.13.07
PG13 S2113 S1113 6.0 - 12.0 5.5 - 12.0 1545.13.12 1555.13.12
PG16 S2216 S1216 10.7 - 12.2 5.0 - 11.0 1545.16.11 1555.16.11
PG16 S2116 S1116 10.0 - 14.0 8.5 - 14.0 1545.16.14 1555.16.14
PG21 S2221 S1221 12.2 - 15.7 6.5 - 14.0 1545.21.14 1555.21.14
PG21 S2121 S1121 13.8 - 18.0 11.0 - 18.0 1545.21.18 1555.21.18
PG29 S2229 S1229 13.0 - 20.0 17.0 - 25.0 1545.29.25 1555.29.25
PG29 S2129 S1129 18.0 - 25.0 17.0 - 25.0 1545.29.25 1555.29.25
PG36 S2236 S1236 20.0 - 26.0 22.0 - 33.0 1545.36.33 1555.36.33
PG36 S2136 S1136 22.0 - 32.0 22.0 - 33.0 1545.36.33 1555.36.33
PG42 S2242 S1242 25.0 - 31.0 28.0 - 38.0 1545.42.38 1555.42.38
PG42 S2142 S1142 32.0 - 38.0 28.0 - 38.0 1545.42.38 1555.42.38
PG48 S2248 S1248 29.0 - 35.0 32.0 - 44.0 1545.48.44 1555.48.44
PG48 S2148 S1148 37.0 - 44.0 32.0 - 44.0 1545.48.44 1555.48.44

Olflex - NPT Thread Type Agro - NPT Thread Type

Thread Type Olflex Black Olflex Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
NPT 3/8 S2238 S1238 2.0 - 6.0 3.0 - 8.0 1545.N0375.08 1555.N0375.08
NPT 3/8 S2138 S1138 4.0 - 8.0 3.0 - 8.0 1545.N0375.08 1555.N0375.08
NPT 1/2 S2212 S1212 8.7 - 9.0 3.0 - 7.0 1545.N0500.07 1555.N0500.07
NPT 1/2 S2112 S1112 6.0 - 12.0 5.5 - 12.0 1545.N0500.12 1555.N0500.12
NPT 3/4 S2234 S1234 12.2 - 15.7 6.5 - 14.0 1545.N0750.14 1555.N0750.14
NPT 3/4 S2134 S1134 13.8 - 18.0 11.0 - 18.0 1545.N0750.18 1555.N0750.18
NPT 1 S2201 S1201 14.0 - 21.0 17.0 - 22.0 1545.N1000.22 1555.N1000.22
NPT 1 S2101 S1101 18.0 - 26.0 17.0 - 22.0 1545.N1000.22 1555.N1000.22

Olflex - Strain Relief Agro - Strain Relief

Thread Type Olflex Black Olflex Grey Diameter Range (mm) Diameter Range (mm) Agro Black Agro Grey
PG7 S2407 S1407 2.0 - 5.0 2.5 - 6.5 1576.07.06 1546.07.06
PG7 S2307 S1307 3.0 - 6.5 2.5 - 6.5 1576.07.06 1546.07.06
PG9 S2409 S1409 2.0 - 6.0 3.0 - 8.0 1576.09.08 1546.09.08
PG9 S2309 S1309 4.0 - 8.0 3.0 - 8.0 1576.09.08 1546.09.08
PG11 S2411 S1411 4.0 - 7.0 2.0 - 7.0 1576.11.07 1546.11.07
PG11 S2311 S1311 5.1 - 10.0 4.0 - 10.0 1576.11.10 1546.11.10
PG13 S2413 S1413 8.7 - 9.0 3.0 - 7.0 1576.13.07 1546.13.07
PG13 S2313 S1313 6.0 - 12.0 5.5 - 12.0 1576.13.12 1546.13.12
PG16 S2416 S1416 10.7 - 12.2 5.0 - 11.0 1576.16.11 1546.16.11
PG16 S2316 S1316 10.0 - 14.0 8.5 - 14.0 1576.16.14 1546.16.14



Printed Circuit Boards

AEI offers single and dual level terminal
blocks for printed circuit boards on 3.5mm,
5.0mm, 5.08mm, 7.5m and 7.62mm in modular 2
or 3 pole designs.  Connectors are offered
from 3.50mm, 3.81mm, 5.00mm and 5.08mm 
versions in 90° and 180° configuration up to
24 poles.
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Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Ni plated 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time Temperature: Up to 250°C (+482°F) 
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 5.0 lb-inch

Single Level • 90° • Pitch: 5.00 mm

Technical

Item No. Poles A (mm) A (inch)

T-312-500M2 2 10.00 0.394
T-312-500M3 3 15.00 0.591

Terminal: Brass, Ni plated
Wire protector: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Ni plated 
Color: Green
Operation temperature: -55°C to +105°C
Short-time Temperature: Up to 250°C (+482°F) 
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 5.0 lb-inch

Single Level • 90° • Pitch: 5.08 mm

Technical

Item No. Poles A (mm) A (inch)

T-312-508M2 2 10.16 0.400
T-312-508M3 3 15.24 0.600
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Terminal: Brass, Tin plated
Wire protector: Stainless strip steel 
Insulating Body: Polyester 
Screw: M2.0, steel, Chromatized 
Color: Black
Operation temperature: -33°C to +105°C 
Short-time Temperature: Up to 200°C (+392°F) 
Current rating: 6 amp AC300V
Insulation withstanding volt: AC1500V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm
Wire strip length: 4mm - 5mm
Wire range: 16 - 26 AWG
Screws torque: 2.5 lb-inch

Single Level • 90° • Pitch: 3.50 mm

Technical

Item No. Poles A (mm) A (inch)

T-212-350M2 2 7.00 0.276
T-212-350M3 3 10.50 0.413

Printed Circuit Board
terminal blocks
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Printed Circuit Board
terminal blocks

Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0)  
Screw: M2.6, steel, Ni plated
Color: Green 
Operation temperature: -55°C to +105°C
Short-time Temperature: Up to 250°C (+482°F)
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 5.0 lb-inch

Single Level • 90° • Pitch: 7.50 mm

Technical

Item No. Poles A (mm) A (inch)

T-312-750M2 2 15.00 0.591
T-312-750M3 3 22.50 0.886

Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Ni plated 
Color: Green
Operation temperature: -55°C to +105°C
Short-time Temperature: Up to 250°C (+482°F) 
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 5.0 lb-inch

Single Level • 90° • Pitch: 7.62 mm

Technical

Item No. Poles A (mm) A (inch)

T-312-762M2 2 15.24 0.600
T-312-762M3 3 22.86 0.900

Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.5t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.0, steel, Ni plated 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time Temperature: Up to 200°C (+392°F) 
Current rating: 8 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.3
Wire strip length: 4mm - 5mm
Wire range: 16 - 26 AWG
Screws torque: 2.5 lb-inch

Single Level • 90° • Pitch: 3.81 mm

Technical

Item No. Poles A (mm) A (inch)

T-332-381M2 2 7.62 0.300
T-332-381M3 3 11.43 0.450
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Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Ni plated 
Color: Green 
Operation temperature: -55°C to +105°C
Short-time Temperature: Up to 250°C (+482°F)
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 4.5 lb-inch

Double Level • 90° • Pitch: 5.00 mm

Technical

Item No. Poles A (mm) A (inch)

T-362-500M2 2 12.50 0.492
T-362-500M3 3 17.50 0.689

Cage clamp: Brass, Ni plated 
Terminal: Brass, Tin plated, 0.8t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Ni plated 
Color: Green
Operation temperature: -55°C to +105°C
Short-time Temperature: Up to 250°C (+482°F) 
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min
Insulation resistance: >5000Ω at DC500V
PCB hole Diameter: ϕ 1.4 mm - ϕ 1.5 mm
Wire strip length: 4mm - 5mm
Wire range: 14 - 24 AWG
Screws torque: 4.5 lb-inch

Double Level • 90° • Pitch: 5.08 mm

Technical

Item No. Poles A (mm) A (inch)

T-362-508M2 2 12.70 0.500
T-362-508M3 3 17.78 0.700

Printed Circuit Board
terminal blocks
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Cage clamp: Brass, Ni plated 
Contact: Phosphor bronze, Tin plated, 0.4t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M3.0, steel, Zinc plated 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
Wire strip length: 4 mm - 5 mm
Wire range: 14 - 24 AWG
Screws torque: 4.5 lb-inch

Plugs • 180°

Pitch: 5.00 mm

Technical

P-100-50002 2 10.00 0.394
P-100-50003 3 15.00 0.591
P-100-50004 4 20.00 0.787
P-100-50005 5 25.00 0.984
P-100-50006 6 30.00 1.181
P-100-50007 7 35.00 1.378
P-100-50008 8 40.00 1.575

P-100-50009 9 45.00 1.772
P-100-50010 10 50.00 1.969
P-100-50011 11 55.00 2.165
P-100-50012 12 60.00 2.362

P-100-50024 24 120.00 4.724

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Printed Circuit Board
Plugs

Cage clamp: Brass, Ni plated 
Contact: Phosphor bronze, Tin plated, 0.4t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.6, steel, Zinc plated 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 16 amp AC300V
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
Wire strip length: 7 mm
Wire range: 14 - 24 AWG
Screws torque: 4.5 lb-inch

Plugs • 90° • Pitch: 5.00 mm

Technical

Item No. Poles A (mm) A (inch)   

P-200-50002 2 10.00 0.394
P-200-50003 3 15.00 0.591
P-200-50004 4 20.00 0.787
P-200-50005 5 25.00 0.984
P-200-50006 6 30.00 1.181
P-200-50007 7 35.00 1.378
P-200-50008 8 40.00 1.575

P-200-50009 9 45.00 1.772
P-200-50010 10 50.00 1.969
P-200-50011 11 55.00 2.165
P-200-50012 12 60.00 2.362

P-200-50024 24 120.00 4.724

Item No. Poles A (mm) A (inch)   

Pitch: 5.08 mm 

Item No. Poles A (mm) A (inch)   

P-100-50802 2 10.16 0.400
P-100-50803 3 15.24 0.600
P-100-50804 4 20.32 0.800
P-100-50805 5 25.40 1.000
P-100-50806 6 30.48 1.200
P-100-50807 7 35.56 1.400
P-100-50808 8 40.64 1.600

P-100-50809 9 45.72 1.800
P-100-50810 10 50.80 2.000
P-100-50811 11 55.88 2.200
P-100-50812 12 60.96 2.400

P-100-50824 24 121.92 4.800

Item No. Poles A (mm) A (inch)   
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Cage clamp: Brass, Ni plated 
Contact: Phosphor bronze, Tin plated, 0.3t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.0, steel, Zinc 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 10 amp AC300V
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
Wire strip length: 6.5 mm
Wire range: 16 - 26 AWG
Screws torque: 2.5 lb-inch

Plugs • 180° • Pitch: 3.81 mm 

Technical

P-420-38102 2 8.41 0.331
P-420-38103 3 12.22 0.481
P-420-38104 4 16.03 0.631
P-420-38105 5 19.84 0.781
P-420-38106 6 23.65 0.931
P-420-38107 7 27.46 1.081
P-420-38108 8 31.27 1.231

P-420-38109 9 35.08 1.381
P-420-38110 10 38.89 1.531
P-420-38111 11 42.70 1.681
P-420-38112 12 46.51 1.831

P-420-38116 16 61.75 2.431

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Cage clamp: Brass, Ni plated 
Contact: Phosphor bronze, Tin plated, 0.3t 
Insulating Body: Polyamide66 (UL94V-0) 
Screw: M2.0, steel, Zinc 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F) 
Current rating: 10 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
Wire strip length: 6.5 mm
Wire range: 16 - 26 AWG
Screws torque: 2.5 lb-inch

Plugs • 180° • Pitch: 3.50 mm

Technical

Item No. Poles A (mm) A (inch)   

P-420-35002 2 7.80 0.307
P-420-35003 3 11.30 0.445
P-420-35004 4 14.80 0.583
P-420-35005 5 18.30 0.720
P-420-35006 6 21.80 0.858
P-420-35007 7 25.30 0.996
P-420-35008 8 28.80 1.134

P-420-35009 9 32.30 1.272
P-420-35010 10 35.80 1.409
P-420-35011 11 39.30 1.547
P-420-35012 12 42.80 1.685
P-420-35013 13 46.30 1.823
P-420-35014 14 49.80 1.961

Item No. Poles A (mm) A (inch)   

Printed Circuit Board
Plugs
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Printed Circuit Board
Headers

Solder pin: 0.8 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V 
PDB hole Diameter: ϕ 1.3 mm 

Headers • Closed 90° • Pitch: 3.50 mm

Technical

Item No. Poles A (mm) A (inch)   

H-030-35002 2 7.60 0.299
H-030-35003 3 11.10 0.437
H-030-35004 4 14.60 0.575
H-030-35005 5 18.10 0.713
H-030-35006 6 21.60 0.850
H-030-35007 7 25.10 0.988
H-030-35008 8 28.60 1.126

H-030-35009 9 32.10 1.264
H-030-35010 10 35.60 1.402
H-030-35011 11 39.10 1.539
H-030-35012 12 42.60 1.677
H-030-35013 13 46.10 1.815
H-030-35014 14 49.60 1.953

Solder pin: 0.8 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.3 mm 

Headers • Closed 90° • Pitch: 3.81 mm

Technical

Item No. Poles A (mm) A (inch)   

H-030-38102 2 8.23 0.324
H-030-38103 3 12.04 0.474
H-030-38104 4 15.85 0.624
H-030-38105 5 19.66 0.774
H-030-38106 6 23.47 0.924
H-030-38107 7 27.28 1.074
H-030-38108 8 31.09 1.224

H-030-38109 9 34.90 1.374
H-030-38110 10 38.71 1.524
H-030-38111 11 42.52 1.674
H-030-38112 12 46.33 1.824

H-030-38116 16 61.57 2.424

Item No. Poles A (mm) A (inch)   

Item No. Poles A (mm) A (inch)   
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Solder pin: 1.0 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F) 
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.5 mm 

Headers • Closed 90° • Pitch: 5.00 mm

Technical

H-030-50002 2 11.60 0.457
H-030-50003 3 16.60 0.654
H-030-50004 4 21.60 0.850
H-030-50005 5 26.60 1.047
H-030-50006 6 31.60 1.244
H-030-50007 7 36.60 1.441
H-030-50008 8 41.60 1.638

H-030-50009 9 46.60 1.835
H-030-50010 10 51.60 2.031
H-030-50011 11 56.60 2.228
H-030-50012 12 61.60 2.425

H-030-50016 16 121.60 4.787

Solder pin: 1.0 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F) 
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.5 mm 

Headers • Closed 90° • Pitch: 5.08 mm

Technical

H-030-50802 2 11.76 0.463
H-030-50803 3 16.84 0.663
H-030-50804 4 21.92 0.863
H-030-50805 5 27.00 1.063
H-030-50806 6 32.08 1.263
H-030-50807 7 37.16 1.463
H-030-50808 8 42.24 1.663

H-030-50809 9 47.32 1.863
H-030-50810 10 52.40 2.063
H-030-50811 11 57.48 2.263
H-030-50812 12 62.56 2.463

H-030-50816 16 123.52 4.863

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Printed Circuit Board
Headers
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Printed Circuit Board
Headers

Solder pin: 0.8 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F) 
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V 
PDB hole Diameter: ϕ 1.3 mm  

Headers • Closed 180° • Pitch: 3.50 mm

Technical

Item No. Poles A (mm) A (inch)   

H-040-35002 2 7.60 0.299
H-040-35003 3 11.10 0.437
H-040-35004 4 14.60 0.575
H-040-35005 5 18.10 0.713
H-040-35006 6 21.60 0.850
H-040-35007 7 25.10 0.988
H-040-35008 8 28.60 1.126

H-040-35009 9 32.10 1.264
H-040-35010 10 35.60 1.402
H-040-35011 11 39.10 1.539
H-040-35012 12 42.60 1.677
H-040-35013 13 46.10 1.815
H-040-35014 14 49.60 1.953

Solder pin: 0.8 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.3 mm

Headers • Closed 180° • Pitch: 3.81 mm

Technical

Item No. Poles A (mm) A (inch)   

H-040-38102 2 8.23 0.324
H-040-38103 3 12.04 0.474
H-040-38104 4 15.85 0.624
H-040-38105 5 19.66 0.774
H-040-38106 6 23.47 0.924
H-040-38107 7 27.28 1.074
H-040-38108 8 31.09 1.224

H-040-38109 9 34.90 1.374
H-040-38110 10 38.71 1.524
H-040-38111 11 42.52 1.674
H-040-38112 12 46.33 1.824

H-040-38116 16 61.57 2.424

Item No. Poles A (mm) A (inch)   

Item No. Poles A (mm) A (inch)   
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Solder pin: 1.0 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F)
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.5 mm

Headers • Closed 180° • Pitch: 5.00 mm

Technical

H-040-50002 2 11.60 0.457
H-040-50003 3 16.60 0.654
H-040-50004 4 21.60 0.850
H-040-50005 5 26.60 1.047
H-040-50006 6 31.60 1.244
H-040-50007 7 36.60 1.441
H-040-50008 8 41.60 1.638

H-040-50009 9 46.60 1.835
H-040-50010 10 51.60 2.031
H-040-50011 11 56.60 2.228
H-040-50012 12 61.60 2.425

H-040-50016 16 121.60 4.787

Solder pin: 1.0 mm, Brass, Tin plated 
Insulating Body: Polyamide66 (UL94V-0) 
Color: Green 
Operation temperature: -55°C to +105°C 
Short-time temperature: Up to 250°C (+482°F) 
Current rating: 12 amp AC300V 
Insulation withstanding volt: AC2000V min 
Insulation resistance: >5000Ω at DC500V
PDB hole Diameter: ϕ 1.5 mm 

Headers • Closed 180° • Pitch: 5.08 mm

Technical

H-040-50802 2 11.76 0.463
H-040-50803 3 16.84 0.663
H-040-50804 4 21.92 0.863
H-040-50805 5 27.00 1.063
H-040-50806 6 32.08 1.263
H-040-50807 7 37.16 1.463
H-040-50808 8 42.24 1.663

H-040-50809 9 47.32 1.863
H-040-50810 10 52.40 2.063
H-040-50811 11 57.48 2.263
H-040-50812 12 62.56 2.463

H-040-50816 16 123.52 4.863

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Item No. Poles A (mm) A (inch)   Item No. Poles A (mm) A (inch)   

Printed Circuit Board
Headers



Screwdrivers

The ergonomic design of our screwdriver
handles efficiently provides the proper
tightening torque for your terminal block
application.  Insulation is rated at 10,000V
for your safety. The tips of our screwdrivers
are made of hardened steel for a longer
tool life.

106
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Screwdrivers for Terminal Blocks

Description Part No. A (mm) B (mm) C (mm)

Insulated Screwdrivers W900837 0.4 2.5 80
W900838 0.5 3.0 100
W900839 0.6 3.5 100
W900840 0.8 4.0 100
W900841 1.0 5.5 125

KIT for Insulated Screwdrivers (3) W900844 
(includes one of each:  W900838, W900839, W900840)

Non-Insulated Screwdrivers W900832 0.5 3.0 80
W900833 0.6 3.5 100
W900834 0.8 4.0 100

KIT for Non-Insulated Screwdrivers (3) W900836 
(includes one of each: W900832, W900833, W900834)

Insulated Phillips Screwdriver W900858 (100 mm)

Non-Insulated Phillips Screwdriver W900857 (80 mm)

BA

• ergonomic handle provides proper tightening torque
• impact resistant material used to provide long lasting use
• insulation sleeve provides isolation up to 10,000 V
• Approvals:  DIN - VDE 0680/2, ISO, IEC 900, EN 60900

Features

W900837

W900838

W900839

W900832

W900833

W900844

W900836

W900834

W900840

W900841

W900858

W900857
C
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Index

8000.06  . . . . . . . .90
8000.08  . . . . . . . .90
8000.1  . . . . . . . . .90
8000.12  . . . . . . . .90
8000.17  . . . . . . . .90
8000.2  . . . . . . . . .90
8000.25  . . . . . . . .90
8000.32  . . . . . . . .90
8000.4  . . . . . . . . .90
8000.5  . . . . . . . . .90
8000.63  . . . . . . . .90
8000.75  . . . . . . . .90
8007 . . . . . . . . . . .90
8009 . . . . . . . . . . .90
8011 . . . . . . . . . . .90
8013 . . . . . . . . . . .90
8016 . . . . . . . . . . .90
8021 . . . . . . . . . . .90
8029 . . . . . . . . . . .90
8036 . . . . . . . . . . .90
8042 . . . . . . . . . . .90
8048 . . . . . . . . . . .90
8207 . . . . . . . . . . .91
8209 . . . . . . . . . . .91
8211 . . . . . . . . . . .91
8212 . . . . . . . . . . .91
8213 . . . . . . . . . . .91
8216 . . . . . . . . . . .91
8217 . . . . . . . . . . .91
8220 . . . . . . . . . . .91
8221 . . . . . . . . . . .91
8225 . . . . . . . . . . .91
8229 . . . . . . . . . . .91
8232 . . . . . . . . . . .91
8236 . . . . . . . . . . .91
8240 . . . . . . . . . . .91
8242 . . . . . . . . . . .91
8248.48  . . . . . . . .91
8250 . . . . . . . . . . .91
8263 . . . . . . . . . . .91
8706.08  . . . . . . . .92
8707.08  . . . . . . . .92
8708.08  . . . . . . . .92
8709.08  . . . . . . . .92
8710.08  . . . . . . . .92
8711.08  . . . . . . . .92
8712.08  . . . . . . . .92
8713.08  . . . . . . . .92
8716.08  . . . . . . . .92
8717.08  . . . . . . . .92
8720.08  . . . . . . . .92
8721.08  . . . . . . . .92
8725.08  . . . . . . . .92
8729.08  . . . . . . . .92
8732.08  . . . . . . . .92
8736.08  . . . . . . . .92
8740.08  . . . . . . . .92
8742.08  . . . . . . . .92
8748.08  . . . . . . . .92
8750.08  . . . . . . . .92
8763.08  . . . . . . . .92
8775.08  . . . . . . . .92
8807 . . . . . . . . . . .93
8809 . . . . . . . . . . .93
8811 . . . . . . . . . . .93
8812 . . . . . . . . . . .93
8813 . . . . . . . . . . .93
8816 . . . . . . . . . . .93
8817 . . . . . . . . . . .93
8820 . . . . . . . . . . .93
8821 . . . . . . . . . . .93
8825 . . . . . . . . . . .93
8829 . . . . . . . . . . .93
8832 . . . . . . . . . . .93
8836 . . . . . . . . . . .93

8840 . . . . . . . . . . .93
8848.48  . . . . . . . .93
8850 . . . . . . . . . . .93
8863 . . . . . . . . . . .93
16140 . . . . . . . . . .44
16240 . . . . . . . . . .44
16340 . . . . . . . . . .44
19414 . . . . . . . . . .79
19418 . . . . . . . . . .80
19419 . . . . . . . . . .79
19420 . . . . . . . . . .80
19421 . . . . . . . . . .79
19422 . . . . . . . . . .80
19423 . . . . . . . . . .79
19429 . . . . . . . . . .80
19440 . . . . . . . . . .79
101050 . . . . . . . . .40
101075 . . . . . . . . .40
101100 . . . . . . . . .40
101150 . . . . . . . . .40
101250 . . . . . . . . .40
102050 . . . . . . . . .40
102075 . . . . . . . . .40
102100 . . . . . . . . .40
102150 . . . . . . . . .40
102250 . . . . . . . . .40
103050 . . . . . . . . .40
103075 . . . . . . . . .40
103100 . . . . . . . . .40
103150 . . . . . . . . .40
103250 . . . . . . . . .40
161025 . . . . . . . . .44
161040 . . . . . . . . .44
161050 . . . . . . . . .44
162025 . . . . . . . . .44
162050 . . . . . . . . .44
163025 . . . . . . . . .44
163050 . . . . . . . . .44
304120 . . . . . . . . . .9
304130 . . . . . . . . . .9
304140 . . . . . . . . .10
304150 . . . . . . . . .10
304160 . . . . . . . . .10
304170 . . . . . . . . .10
304190 . . . . . . . . .10
305110 . . . . . . . . .13
305120 . . . . . . . . .13
305130 . . . . . . . . .13
305140 . . . . . . . . .13
305150 . . . . . . . . .13
305160 . . . . . . . . .13
305170 . . . . . . . . .13
305190 . . . . . . . . .13
306220 . . . . . . . . .18
306230 . . . . . . . . .18
306240 . . . . . . . . .18
306250 . . . . . . . . .18
318100 . . . . . . . . .23
318120 . . . . . . . . .23
319100 . . . . . . . . .24
319120 . . . . . . . . .24
324100 . . . . . . . . .26
324200 . . . . . . . . .26
324300 . . . . . . . . .26
326050 . . . . . . . . .21
326100 . . . . . . . . .22
326200 . . . . . . . . .22
326210 . . . . . . . . .22
331120 . . . . . . . . .16
331130 . . . . . . . . .16
331140 . . . . . . . . .16
331150 . . . . . . . . .16
334120 . . . . . . . . .12
334140 . . . . . . . . .12
334160 . . . . . . . . .12

336100 . . . . . . . . .22
336220 . . . . . . . . .20
336230 . . . . . . . . .20
336240 . . . . . . . . .20
336250 . . . . . . . . .20
351100 . . . . . . . . .28
351120 . . . . . . . . .31
351220 . . . . . . . . .28
351310 . . . . . . . . .28
351320 . . . . . . . . .28
351510 . . . . . . . . .28
351720 . . . . . . . . .31
351750 . . . . . . . . .31
353100 . . . . . . . . .27
353200 . . . . . . . . .33
353300 . . . . . . . . .33
354100 . . . . . . . . .28
355110 . . . . . . . . .30
355120 . . . . . . . . .30
355720 . . . . . . . . .30
355750 . . . . . . . . .30
360110 . . . . . . . . .27
370500 . . . . . . . . .32
370501 . . . . . . . . .32
370502 . . . . . . . . .32
370590 . . . . . . . . .32
370591 . . . . . . . . .32
370592 . . . . . . . . .32
375500 . . . . . . . . .32
375501 . . . . . . . . .32
375502 . . . . . . . . .32
375590 . . . . . . . . .32
375591 . . . . . . . . .32
375592 . . . . . . . . .32
420020 . . . . . . . . .34
420120 . . . . . . . . .34
421020 . . . . . . . . .34
421120 . . . . . . . . .34
430022 . . . . . . . . .34
430032 . . . . . . . . .34
430042 . . . . . . . . .34
432012 . . . . . . . . .34
432022 . . . . . . . . .34
432032 . . . . . . . . .34
432042 . . . . . . . . .34
444120 . . . . . . . . . .9
444160 . . . . . . . . .10
445110 . . . . . . . . .13
445150 . . . . . . . . .13
445170 . . . . . . . . .13
446210 . . . . . . . . .21
446219 . . . . . . . . .21
446260 . . . . . . . . .23
446270 . . . . . . . . .22
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11121075 . . . . . . .38
11121100 . . . . . . .38
11121160 . . . . . . .38
11122010 . . . . . . .38
11122015 . . . . . . .38
11122025 . . . . . . .38
11122040 . . . . . . .38
11122060 . . . . . . .38
11122075 . . . . . . .38
11122100 . . . . . . .38
11122160 . . . . . . .38
11123010 . . . . . . .38
11123015 . . . . . . .38
11123025 . . . . . . .38
11123040 . . . . . . .38
11123060 . . . . . . .38
11123075 . . . . . . .38
11123100 . . . . . . .38
11123160 . . . . . . .38
11161250 . . . . . . .39
11161350 . . . . . . .39
11162250 . . . . . . .39
11162350 . . . . . . .39
11163250 . . . . . . .39
11163350 . . . . . . .39
11181015 . . . . . . .38
11181025 . . . . . . .38
11181040 . . . . . . .38
11181060 . . . . . . .38
11181100 . . . . . . .38
11181160 . . . . . . .38
11181250 . . . . . . .39
11181350 . . . . . . .39
11182015 . . . . . . .38
11182025 . . . . . . .38
11182040 . . . . . . .38
11182060 . . . . . . .38
11182100 . . . . . . .38

11182160 . . . . . . .38
11182250 . . . . . . .39
11182350 . . . . . . .39
11183015 . . . . . . .38
11183025 . . . . . . .38
11183040 . . . . . . .38
11183060 . . . . . . .38
11183100 . . . . . . .38
11183160 . . . . . . .38
11183250 . . . . . . .39
11183350 . . . . . . .39
11201500 . . . . . . .39
11201700 . . . . . . .39
11202500 . . . . . . .39
11202700 . . . . . . .39
11203500 . . . . . . .39
11203700 . . . . . . .39
11221250 . . . . . . .39
11222250 . . . . . . .39
11251350 . . . . . . .39
11251500 . . . . . . .39
11251950 . . . . . . .39
11252350 . . . . . . .39
11252500 . . . . . . .39
11252950 . . . . . . .39
11253250 . . . . . . .39
11253350 . . . . . . .39
11253500 . . . . . . .39
11271700 . . . . . . .39
11272700 . . . . . . .39
11273700 . . . . . . .39
11610025 . . . . . . .38
11620025 . . . . . . .38
11630025 . . . . . . .38
11810025 . . . . . . .38
11820025 . . . . . . .38
11830025 . . . . . . .38
12321120 . . . . . . .43
12401120 . . . . . . .43
12510025 . . . . . . .42
12510034 . . . . . . .42
12610050 . . . . . . .42
12610075 . . . . . . .42
12610100 . . . . . . .42
12710025 . . . . . . .42
12710034 . . . . . . .42
12710100 . . . . . . .42
12710150 . . . . . . .42
12710250 . . . . . . .42
12810050 . . . . . . .42
12810075 . . . . . . .42
12810100 . . . . . . .42
12810150 . . . . . . .42
12910400 . . . . . . .42
13101010 . . . . . . .41
13101025 . . . . . . .41
13101075 . . . . . . .41
13102010 . . . . . . .41
13102025 . . . . . . .41
13102075 . . . . . . .41
13103075 . . . . . . .41
13121010 . . . . . . .41
13121015 . . . . . . .41
13121040 . . . . . . .41
13122015 . . . . . . .41
13122040 . . . . . . .41
13131025 . . . . . . .41
13132025 . . . . . . .41
13141060 . . . . . . .41
13141100 . . . . . . .41
13142060 . . . . . . .41
13142100 . . . . . . .41
13161160 . . . . . . .41
13162160 . . . . . . .41
112711200 . . . . . .39

112721200 . . . . . .39
112731200 . . . . . .39
113211500 . . . . . .39
113221500 . . . . . .39
121010050 . . . . . .42
121010075 . . . . . .42
121010100 . . . . . .42
121010150 . . . . . .42
121010250 . . . . . .42
121010400 . . . . . .42
121010600 . . . . . .42
121210075 . . . . . .42
121210100 . . . . . .42
121210150 . . . . . .42
121210250 . . . . . .42
121210400 . . . . . .42
121210600 . . . . . .42
121510150 . . . . . .42
121510250 . . . . . .42
121510400 . . . . . .42
121510600 . . . . . .42
121810150 . . . . . .42
121810250 . . . . . .42
121810400 . . . . . .42
121810600 . . . . . .42
122010150 . . . . . .42
122010250 . . . . . .42
122010400 . . . . . .42
122010600 . . . . . .42
123211500 . . . . . .43
123211850 . . . . . .43
123811500 . . . . . .43
124011850 . . . . . .43
01000.LN  . . . . . . .90
0375.LN  . . . . . . . .90
0500.LN  . . . . . . . .90
0750.LN  . . . . . . . .90
10401-11  . . . . . . .79
1050G  . . . . . . . . .39
1075G  . . . . . . . . .39
1100.06.025 . . . . .85
1100.06.030 . . . . .85
1100.06.035 . . . . .85
1100.07.050 . . . . .86
1100.07.065 . . . . .86
1100.07.080 . . . . .86
1100.08.035 . . . . .85
1100.08.050 . . . . .85
1100.09.045 . . . . .86
1100.09.060 . . . . .86
1100.09.080 . . . . .86
1100.09.105 . . . . .86
1100.10.040 . . . . .85
1100.10.060 . . . . .85
1100.11.055 . . . . .86
1100.11.085 . . . . .86
1100.11.120 . . . . .86
1100.12.050 . . . . .85
1100.12.065 . . . . .85
1100.12.080 . . . . .85
1100.13.080 . . . . .86
1100.13.110 . . . . .86
1100.13.150 . . . . .86
1100.16.080 . . . . .86
1100.16.110 . . . . .86
1100.16.150 . . . . .86
1100.17.045 . . . . .85
1100.17.060 . . . . .85
1100.17.080 . . . . .85
1100.17.105 . . . . .85
1100.20.080 . . . . .85
1100.20.110 . . . . .85
1100.20.150 . . . . .85
1100.21.125 . . . . .86
1100.21.160 . . . . .86

1100.21.205 . . . . .86
1100.25.205 . . . . .85
1100.29.190 . . . . .86
1100.29.230 . . . . .86
1100.29.275 . . . . .86
1100.32.170 . . . . .85
1100.32.210 . . . . .85
1100.32.255 . . . . .85
1100.36.260 . . . . .86
1100.36.305 . . . . .86
1100.36.350 . . . . .86
1100.40.240 . . . . .85
1100.40.285 . . . . .85
1100.40.330 . . . . .85
1100.42.330 . . . . .86
1100.42.370 . . . . .86
1100.42.420 . . . . .86
1100.48.370 . . . . .86
1100.48.430 . . . . .86
1100.48.490 . . . . .86
1100.50.330 . . . . .85
1100.50.370 . . . . .85
1100.50.420 . . . . .85
1100.63.400 . . . . .85
1100.63.460 . . . . .85
1100.63.520 . . . . .85
1100.75.500 . . . . .85
1100.75.560 . . . . .85
1100.75.630 . . . . .85
1100G  . . . . . . . . .39
1150G  . . . . . . . . .39
1160G  . . . . . . . . .39
1545.07.06 . . . . . .88
1545.09.08 . . . . . .88
1545.11.07 . . . . . .88
1545.11.10 . . . . . .88
1545.12.06 . . . . . .87
1545.13.07 . . . . . .88
1545.13.12 . . . . . .88
1545.16.11 . . . . . .88
1545.16.14 . . . . . .88
1545.17.08 . . . . . .87
1545.20.07 . . . . . .87
1545.20.12 . . . . . .87
1545.21.14 . . . . . .88
1545.21.18 . . . . . .88
1545.25.14 . . . . . .87
1545.25.18 . . . . . .87
1545.29.25 . . . . . .88
1545.32.25 . . . . . .87
1545.36.33 . . . . . .88
1545.42.38 . . . . . .88
1545.48.44 . . . . . .88
1545.N0375.08  . .88
1545.N0500.07  . .88
1545.N0750.14  . .88
1545.N0750.18  . .88
1545.N1000.22  . .88
1546.07.06 . . . . . .89
1546.09.08 . . . . . .89
1546.11.07 . . . . . .89
1546.11.10 . . . . . .89
1546.13.07 . . . . . .89
1546.13.12 . . . . . .89
1546.16.11 . . . . . .89
1546.16.14 . . . . . .89
1555.07.06 . . . . . .87
1555.09.08 . . . . . .87
1555.11.07 . . . . . .87
1555.11.10 . . . . . .87
1555.13.07 . . . . . .87
1555.13.12 . . . . . .87
1555.16.11 . . . . . .87
1555.16.14 . . . . . .87
1555.17.08 . . . . . .87

1555.20.07 . . . . . .87
1555.20.12 . . . . . .87
1555.21.06 . . . . . .87
1555.21.14 . . . . . .87
1555.21.18 . . . . . .87
1555.25.14 . . . . . .87
1555.25.18 . . . . . .87
1555.29.25 . . . . . .87
1555.32.25 . . . . . .87
1555.36.33 . . . . . .87
1555.42.38 . . . . . .87
1555.48.44 . . . . . .87
1555.N01000.22  .88
1555.N0375.08  . .88
1555.N0500.07  . .88
1555.N0500.12  . .88
1555.N0750.14  . .88
1555.N0750.18  . .88
1576.07.06 . . . . . .89
1576.09.08 . . . . . .89
1576.11.07 . . . . . .89
1576.11.10 . . . . . .89
1576.13.07 . . . . . .89
1576.13.12 . . . . . .89
1576.16.11 . . . . . .89
1576.16.14 . . . . . .89
16040U  . . . . . . . .44
16050T . . . . . . . . .44
16050U  . . . . . . . .44
16075T . . . . . . . . .44
16150T . . . . . . . . .44
1617050T . . . . . . .45
1627050T . . . . . . .45
19201-11  . . . . . . .79
19202-11  . . . . . . .79
19203-11  . . . . . . .79
19205-11  . . . . . . .80
19206-11  . . . . . . .80
19207-11  . . . . . . .80
19208-11  . . . . . . .80
19210-11  . . . . . . .79
19211-11  . . . . . . .79
19212-11  . . . . . . .79
19213-11  . . . . . . .79
19215-11  . . . . . . .80
19216-11  . . . . . . .80
19217-11  . . . . . . .80
19218-11  . . . . . . .80
19300-11  . . . . . . .79
19400-11  . . . . . . .79
19535-100  . . . . . .79
19535-200  . . . . . .79
19535-300  . . . . . .79
2050G  . . . . . . . . .39
2075G  . . . . . . . . .39
2100G  . . . . . . . . .39
2150G  . . . . . . . . .39
2160G  . . . . . . . . .39
3050G  . . . . . . . . .39
3075G  . . . . . . . . .39
3100G  . . . . . . . . .39
3150G  . . . . . . . . .39
3160G  . . . . . . . . .39
8748.48.08 . . . . . .92
Circuit Breakers
UL1077  . . . . . . . .72
Circuit Breakers
UL489  . . . . . . . . .72
Circuit Breakers
UL489A  . . . . . . . .73
CRIMPKIT . . . . . . .45
CUT6  . . . . . . . . . .55
DIN120GFCI  . . . . .70
DR-120-24  . . . . . .66
DR-45-24  . . . . . . .67
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DR-75-24  . . . . . . .66
DRP-240-24  . . . . .65
DRP-480S-24  . . . .65
DRT-240-24  . . . . .64
DRT-480-24  . . . . .64
DSUB-15-MF . . . . .77
DSUB-15-MF-CBL .77
DSUB-25-MF . . . . .77
DSUB-25-MF-CBL .77
DSUB-9-MF . . . . . .77
DSUB-9-MF-CBL . .77
F2400125 . . . . . . .67
F240025 . . . . . . . .68
F240050 . . . . . . . .68
F240050S . . . . . . .67
F24010 . . . . . . . . .69
F24010S . . . . . . . .67
F24010S-3  . . . . . .68
F24020 . . . . . . . . .69
F24020-3  . . . . . . .69
F24020S-3  . . . . . .68
F24040-3  . . . . . . .69
H-030-35002  . . .102
H-030-35003  . . .102
H-030-35006  . . .102
H-030-35008  . . .102
H-030-35012  . . .102
H-030-38102  . . .102
H-030-38103  . . .102
H-030-38104  . . .102
H-030-38106  . . .102
H-030-38107  . . .102
H-030-38108  . . .102
H-030-38109  . . .102
H-030-38112  . . .102
H-030-50002  . . .103
H-030-50003  . . .103
H-030-50006  . . .103
H-030-50008  . . .103
H-030-50012  . . .103
H-030-50802  . . .103
H-030-50803  . . .103
H-030-50806  . . .103
H-030-50808  . . .103
H-030-50810  . . .103
H-030-50812  . . .103
H-040-35002  . . .104
H-040-35003  . . .104
H-040-35006  . . .104
H-040-35008  . . .104
H-040-35012  . . .104
H-040-38102  . . .104
H-040-38103  . . .104
H-040-38105  . . .104
H-040-38106  . . .104
H-040-38108  . . .104
H-040-38112  . . .104
H-040-50002  . . .105
H-040-50003  . . .105
H-040-50006  . . .105
H-040-50008  . . .105
H-040-50010  . . .105
H-040-50012  . . .105
H-040-50802  . . .105
H-040-50803  . . .105
H-040-50804  . . .105
H-040-50806  . . .105
H-040-50808  . . .105
H-040-50812  . . .105
IDC-20-M  . . . . . . .77
IDC-20-M-CBL  . . .77
IDC-24-M  . . . . . . .77
IDC-24-M-CBL  . . .77
IDC-40-M  . . . . . . .77
IND20-14L  . . . . . .54

IND20-6L  . . . . . . .54
LC100  . . . . . . . . .59
LUG20-10  . . . . . . .55
MC1050  . . . . . . . .40
MC1075  . . . . . . . .40
MC1100  . . . . . . . .40
MC1150  . . . . . . . .40
MC1250  . . . . . . . .40
MC2050  . . . . . . . .40
MC2075  . . . . . . . .40
MC2100  . . . . . . . .40
MC2150  . . . . . . . .40
MC2250  . . . . . . . .40
MC25  . . . . . . . . . .56
MC3050  . . . . . . . .40
MC3075  . . . . . . . .40
MC3100  . . . . . . . .40
MC3150  . . . . . . . .40
MC3250  . . . . . . . .40
P-100-50002 . . . .100
P-100-50003 . . . .100
P-100-50006 . . . .100
P-100-50008 . . . .100
P-100-50012 . . . .100
P-100-50802 . . . .100
P-100-50803 . . . .100
P-100-50804 . . . .100
P-100-50806 . . . .100
P-100-50808 . . . .100
P-100-50810 . . . .100
P-100-50812 . . . .100
P-200-50002 . . . .100
P-200-50003 . . . .100
P-200-50006 . . . .100
P-200-50008 . . . .100
P-200-50010 . . . .100
P-200-50012 . . . .100
P-200-50802 . . . .100
P-200-50803 . . . .100
P-200-50804 . . . .100
P-200-50806 . . . .100
P-200-50808 . . . .100
P-200-50812 . . . .100
P-420-35002 . . . .101
P-420-35003 . . . .101
P-420-35006 . . . .101
P-420-35008 . . . .101
P-420-35012 . . . .101
P-420-38102 . . . .101
P-420-38103 . . . .101
P-420-38104 . . . .101
P-420-38105 . . . .101
P-420-38106 . . . .101
P-420-38107 . . . .101
P-420-38108 . . . .101
P-420-38109 . . . .101
P-420-38112 . . . .101
P-421-38109 . . . .101
PC12-8B . . . . . . . .58
PC12-8H . . . . . . . .58
PC24-14B . . . . . . .58
PC24-14H . . . . . . .58
SQ28-10  . . . . . . . .54
STCR204-14 . . . . .54
STRIP28-10  . . . . .55
T-212-350M2  . . . .97
T-212-350M3  . . . .97
T-312-500M2  . . . .97
T-312-500M3  . . . .97
T-312-508M2  . . . .97
T-312-508M3  . . . .97
T-312-750M2  . . . .98
T-312-750M3  . . . .98
T-312-762M2  . . . .98
T-312-762M3  . . . .98

T-332-381M2  . . . .98
T-332-381M3  . . . .98
T-362-500M2  . . . .99
T-362-500M3  . . . .99
T-362-508M2  . . . .99
T-362-508M3  . . . .99
TRAP12-8TW  . . . .54
TRAP2-1  . . . . . . . .53
TRAP22-10  . . . . . .53
TRAP24-10  . . . . . .53
TRAP24-10F  . . . . .53
TRAP24-14L  . . . . .54
TRAP8-1  . . . . . . . .53
TRAP8-4  . . . . . . . .53
TS3515SL  . . . . . .61
TS3515SOL  . . . . .61
TS3515SOLH  . . . .61
TS3575SL  . . . . . .61
TS3575SL1  . . . . .61
TS3575SL1-A  . . . .61
TS3575SOL  . . . . .61
TS3CUT  . . . . . . . .62
VICE70150  . . . . . .55
W900832  . . . . . .107
W900833  . . . . . .107
W900834  . . . . . .107
W900836  . . . . . .107
W900837  . . . . . .107
W900838  . . . . . .107
W900839  . . . . . .107
W900840  . . . . . .107
W900841  . . . . . .107
W900844  . . . . . .107
W900857  . . . . . .107
W900858  . . . . . .107

PART # PAGE # PART # PAGE # PART # PAGE # PART # PAGE # PART # PAGE #

Index



American Electrical, Inc.
425 Southlake Blvd., Suite 9-B
Richmond, VA 23236
804.379.2899
fax: 804.379.8935
www.americanelectrical.com

• DIN Rail Mounted Terminal Blocks

• Wire Ferrules 

• Tools

• Din Rail

• DIN Rail Mounted Power Supplies

• DIN Rail Mounted Circuit Breakers

• DIN Rail Mounted Fuse Holders

• DIN Rail Mounted Interface Modules

• DIN Rail Mounted Disconnect Switches

• Cable Glands

• Printed Circuit Boards

• Screwdrivers
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