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Announcement

January 2022

Product discontinuation: LF1D, LF2D series LED illumination units 

IDEC would like to inform you that we will discontinue specific items in our LF1D and 
LF2D series LED illumination units. Details are as follows:  

1. Products to be discontinued
All products (incl. special products) of LF1D and LF2D series LED illumination units except
LF1D-C mini models and LF1D-H/LF1D-J long models.

Illumination units: to be discontinued

For full part numbers of standard products, See attached spread sheet. 

Accessories: to be discontinued 
Accessories Remarks Part number 

Cable gland M8, applicable wire size: 
ø3.5 to 5.5 mm 

LF9Z-A11 

Mounting bracket for LF1D-EN Contains two (supplied 
with mounting screws) 

LF9Z-B11 

Mounting bracket for LF1D-FH Contains two (supplied 
with mounting screws) 

LF9Z-B12 

Cable 5 m LF9Z-C05 

Model Type 

LF1D-EN Surface mount, uniform light source, slim type 
LF1D-EH Surface mount, wide angle & high illuminance, slim type 
LF1D-FH Surface mount, wide angle & high illuminance, wide type 
LF1D-EL Surface mount, basic, slim type 
LF1D-FL Surface mount, basic, wide type 
LF2D-EN Recessed mount, uniform light source, slim type 
LF2D-EH Recessed mount, wide angle & high illuminance, slim type 
LF2D-FH Recessed mount, wide angle & high illuminance, wide type 
LF2D-EL Recessed mount, basic, slim type 
LF2D-FL Recessed mount, basic, wide type 
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2. Recommended replacements
LF3D series LED lighting.

- For LF1D series (surface mount type): please recommend LF3D-S
- For LF2D series (recessed mount type): please recommend LF3D-F
Note: For replacement details, please refer to the replacement guide “20-SMBE-113”. Please 
be sure to confirm the specifications from our catalog before replacing LF1D/LF2D LED 
illumination units with LF3D.

3. Schedule
Discontinue immediately, due to non-available parts and materials.

Products for maintenance will be available until 30 November 2028 (depending on our stock 
situation). 




