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IN #: IN19-0007 Rev: 1.0 Issue Date: September 20th, 2019 

Type of Change: Standardization of Swissbit front labels 

 minor /  major 

Detailed Description of Change: 

Harmonization and improvement of the product labelling process at Swissbit AG by standardizing the front label. 

The information content on the label does not change, only the layout and printing color. 

 

The material of the label does not change. Also, the change has no impact on the functionality, reliability or 

compatibility of the products. 

Example illustrations: 

Form factor Current front label New front label 

Compact Flash Cards 

  

CFast Cards 

  

SATA drives 2.5” 
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SD Memory Cards 

  

Embedded USB 

modules 

  

SATA drives  

(mSATA, m.2, 

slimSATA) 

  

Quality impact:   

 minor /  major /  no        

Reliability impact:   

 minor /  major /  no        

Products affected: 

Products Part Number 

Compact Flash Cards SFCF* 

CFast Cards SFCA* 

SATA drives 2.5” SFSA* 

SD Memory Cards SFSD* 

Embedded USB modules SFUI* 

SATA drives (mSATA, m.2, slimSATA) SFSA* 
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Implementation date:   

Start implementation (earliest): October 2019 

 

Floating transition based on stock. Customers are expected to receive products with current label until current  

inventory is depleted. New label design examples are available.  

Please contact your Swissbit sales representative for further information. 

Recommended action: No action required 

IMPORTANT NOTE: 

Swissbit – as a provider of industrial products – announces and informs about changes that will affect the form, fit, 

function or reliability of our products. We always test backwards compatibility and assure best quality, reliability and 

transparency for our customers. We apologize for any inconvenience caused. 

 

This Informational Notice is an optional information in accordance with JEDEC J-STD-046. 

 


