
LAST TIME BUY DATE (JAPAN):

Wed. Sep 30, 2020

Series Description Model No. Part No. Recommended substitution

S1DX-A2C0.5S-DC12V ADX110A1
S1DX-A2C1S-DC12V ADX11001
S1DX-A2C3S-DC12V ADX11021
S1DX-A2C5S-DC12V ADX110E1
S1DX-A2C10S-DC12V ADX11051
S1DX-A2C30S-DC12V ADX11071
S1DX-A2C60S-DC12V ADX11011
S1DX-A2C3M-DC12V ADX11061
S1DX-A2C10M-DC12V ADX11031
S1DX-A2C30M-DC12V ADX11041
S1DX-A2C60M-DC12V ADX11081
S1DX-A2C3H-DC12V ADX11091
S1DX-A4C0.5S-DC12V ADX112A1
S1DX-A4C1S-DC12V ADX11201
S1DX-A4C3S-DC12V ADX11221
S1DX-A4C5S-DC12V ADX112E1
S1DX-A4C10S-DC12V ADX11251
S1DX-A4C30S-DC12V ADX11271
S1DX-A4C60S-DC12V ADX11211
S1DX-A4C3M-DC12V ADX11261
S1DX-A4C10M-DC12V ADX11231
S1DX-A4C30M-DC12V ADX11241
S1DX-A4C60M-DC12V ADX11281
S1DX-A4C3H-DC12V ADX11291
S1DX-A2C0.5S-DC48V ADX110A3
S1DX-A2C1S-DC48V ADX11003
S1DX-A2C3S-DC48V ADX11023
S1DX-A2C5S-DC48V ADX110E3
S1DX-A2C10S-DC48V ADX11053
S1DX-A2C30S-DC48V ADX11073
S1DX-A2C60S-DC48V ADX11013
S1DX-A2C3M-DC48V ADX11063
S1DX-A2C10M-DC48V ADX11033
S1DX-A2C30M-DC48V ADX11043
S1DX-A2C60M-DC48V ADX11083
S1DX-A2C3H-DC48V ADX11093
S1DX-A4C0.5S-DC48V ADX112A3
S1DX-A4C1S-DC48V ADX11203
S1DX-A4C3S-DC48V ADX11223
S1DX-A4C5S-DC48V ADX112E3
S1DX-A4C10S-DC48V ADX11253
S1DX-A4C30S-DC48V ADX11273
S1DX-A4C60S-DC48V ADX11213
S1DX-A4C3M-DC48V ADX11263
S1DX-A4C10M-DC48V ADX11233
S1DX-A4C30M-DC48V ADX11243
S1DX-A4C60M-DC48V ADX11283
S1DX-A4C3H-DC48V ADX11293
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S1DX-A2C0.5S-DC110V ADX110A4
S1DX-A2C1S-DC110V ADX11004
S1DX-A2C3S-DC110V ADX11024
S1DX-A2C5S-DC110V ADX110E4
S1DX-A2C10S-DC110V ADX11054
S1DX-A2C30S-DC110V ADX11074
S1DX-A2C60S-DC110V ADX11014
S1DX-A2C3M-DC110V ADX11064
S1DX-A2C10M-DC110V ADX11034
S1DX-A2C30M-DC110V ADX11044
S1DX-A2C60M-DC110V ADX11084
S1DX-A2C3H-DC110V ADX11094
S1DX-A4C0.5S-DC110V ADX112A4
S1DX-A4C1S-DC110V ADX11204
S1DX-A4C3S-DC110V ADX11224
S1DX-A4C5S-DC110V ADX112E4
S1DX-A4C10S-DC110V ADX11254
S1DX-A4C30S-DC110V ADX11274
S1DX-A4C60S-DC110V ADX11214
S1DX-A4C3M-DC110V ADX11264
S1DX-A4C10M-DC110V ADX11234
S1DX-A4C30M-DC110V ADX11244
S1DX-A4C60M-DC110V ADX11284
S1DX-A4C3H-DC110V ADX11294

S1DX Timers Power Fricker S1DX-F*C**-****V ADX12*** No recommended substitutions
S1DX Timers Power One-shot S1DX-S*C**-****V ADX13*** No recommended substitutions
S1DX Timers Power One-cycle S1DX-C*C**-****V ADX14*** No recommended substitutions

S1DX-A*C**S-****VP ADX11***1

S1DXM-A*C***-DC12V ADX21**1
S1DXM-A*C***-DC48V ADX21**3
S1DXM-A*C***-DC110V ADX21**4
S1DXM-A*C***-AC24V ADX21**5
S1DXM-A*C***-AC240V ADX21**8
S1DXM-M*C***-*****V ADX27***

PM4H-W Twin Timers PM4HW-H-******** ATC72*** No recommended substitutions
PM4H-A Multi-Range Timers PM4HA-H-******** ATC12***
PM4H-S Multi-Range Timers PM4HS-H-******** ATC22***
PM4H-M Multi-Range Timers PM4HM-H-******** ATC23***
PM4H-SD Star-Delta Timers PM4HSD-S-******** ATC65***
PM4H-SDM Star-Delta Timers PM4HSDM-S-******** ATC66***
PM4H-F8 Off-Delay Timers PM4HF8-*-******* ATC52***
PM4H-F8R Off-Delay Timers PM4HF8R-*-******* ATC54***
PM4H-F11R Off-Delay Timers PM4HF11R-*-******* ATC57***

PHONE (877) 624-7872
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No recommended substitutions

No recommended substitutions

QUESTIONS:

For all questions please contact Technical Support

TIMERS

S1DX Timers Power On-delay DC operating type (DC12 V / DC48 V / DC100-
110 V)

No recommended substitutions

S1DX Timers Power On-delay (PC Board Terminal) No recommended substitutions

S1DXM-A Multi-range Timers No MODE Switch (DC12 V / DC48 V / DC100-110 
V / AC220-240 V)

No recommended substitutions

S1DXM-M Multi-range Timers With MODE Switch No recommended substitutions

No recommended substitutions
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