
To: ALL FIELD 

Date: 3-Apr-15 Notice Number: OSP20150331A

Subject: 

PCN#
Release Date

dd-mmm-yy

Full CEL

Part Number
Comments

OSP20150331A 31-Mar-15 PS9113-A Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9113-F3-A Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9113-V-A Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9113-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9113-F3-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9113-V-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9313L-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9313L2-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513L1-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513L2-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513L3-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513L2-E3-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513L3-E3-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

OSP20150331A 31-Mar-15 PS9513-V-AX Vcc absolute max change from 35V to 25V, Vcc / Vo recommended operating condition change from 30V to 20V

PRODUCT CHANGE NOTICE

The following is a Product Change Notice.  Due to the different process between Tsuruoka 5 inch lines and Shiga 6 inch lines, the Vcc absolute maximum is 

changed from 35V to 25V, and the Vcc / Vo recommended operating condition (MAX) is changed from 30V to 20 V.  According to the change of Vcc / Vo 

recommended operating condition (MAX), "conditions" of electrical characteristics is changed as High Level Output Current(IOH), High Level Supply 

Current(ICCH), Low Level Supply Current(ICCL), Vcc (condition): 30V --> 20V, No changes for the other specifications. The complete PCN from the factory is in 

the attached file RLB-C-15-0006.pdf.

RLB-C-15-0006.pdf
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