
INDIVIDUALTOOLS AS SUPPLIED IN
"BASIC" AND "MASTER" KITS

1/4" Diameter
Tools

For Single End Terminals,
Eyelets or Rivets

Cat.No. ForShankDiam's.
1714 .062to .098
1715 .110to .125

For Dubl End (Feed-thru)
HoleIn tool fits overPinheadand

Securelystakes the rivat part of terminal

~

For Single End or

Dubl End Terminals

Anvils have different size of
holes in each end and therefore
wiil accept 2 sizes of Pins of
either Single or Dubl end Tur.
ret type Terminals.
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Cat.No.
1315 Pin is .045 Diem. Use with No. 1722

anvil, Ideal for 1/16" Diam. eyelets.
1316 Pin Is .068 Diem. Use with No. 1716

Anvil, ideal for 3/32" eyelets or ex-
truded lugs.

1321 Spring only (Pkg. of 2).
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WiilacceptDiametersof 3/32 to 5/32 at
oneend and diam. of 3/16 at other end.

.040slot oneendand.0Goslot at otherend.
CAT. NO. 1726
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Cat. No.
1326 Holds Bushing with 5/32" O.D.
1325 For Bushingwith No.6-32Thr'd

1326 1325

EYELETSTAKINGTOOLS

INDIVIDUAL TOOLS AS SUPPLIED IN
"IMPACT" STAKER KIT

~
Automatic, Uniform striking action which is ad-
justable from light to heavy blows. Compact,
simple one hand operated device. 1/2" diameter
by 5"long-Accepts No.3-56 threaded tips.
CAT. NO. 1302

,
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For 1/4"
Diameter

Anvils

Top Setting Tools
For Impact Staker

Cat.No. ForShankDiam's.
1312 .040to .072
1313 .078to .093

For Dubl end Terminals (Feed-thru)
Hole in tool fits over Pin head and Firmly Stakes
the rivet part of terminal.

Cat. No. HoleDlam.
1310 .053
1311 .062

~ /01 '"
This malleable iron base is ideal for use at the
desk or can be mounted permanently-mounting
holes are provided. A felt pad is glued to the
base and prevents marring finished surfaces.
Small. compact easily fits briefcase: or corner
of tool box.

CAT. NO. 1301

For1116" EyeletCAT. NO. 3075
For3/32" EyeletCAT. NO. 3076 ~
For1/S" EyeletCAT.NO.3077 ~

NOTE:SHANKDIAMETEROFTOOLS .312 I!.I[~..'.' -_:::J--

For 1/4" Diameter Tools

A convenient accessory-used to
protect top of tQ{}1when hammer
staking; or in presses with 1/i"
bore in ram.

CAT. NO. 1327

For MANUAL USE and ADAPTABLE TO ANY ARBOR PRESS
KICKPRESS - DRILL PRESS

Stakes-Eyelets-Rivets-Terminals

. Make Prototypes at YourDesk The unskilledOperatorcan produceProfessionallookingassembliesquickly and with little effort. Designedorigi-
nally for use in Drill Press (WITHOUTPOWERON)it is
adaptablefor use in a VISE,KICKPRESS,PUNCHor AIR
PRESS.ETC.TOOLSaremadeof Steel,Precisioncontoured,
Heat Treatedto proper hardnessand plated. Theywill
producerolls whichare professionalin apPearanceto give
LongLastingWearandSatisfactoryService.

. Repair Circuits

. Uniformity Assured

. Produce Professional Results

ImpactStaker
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In Drill Press

with Poweroff

EyeletTools

Cat. No. For Pin on Rivet end
1304 .051 Hole Diam.
1305 .063 Hole Diam.
1306 .073 Hole Diam.
1301. .086 Hole Diam.
1324 .098 Hole Dlam.

Hole one Hole.othe
Cat. No. end end

1722 .053 .065
1716 .070 .100
1717 .128 .152

For 1/4" Diameter Anvils

TFor use in Vise, Arbor, Kick-
press, PunchPress, Drill Press,
etc. Consists of: Holder, 2 c:=::;washers and wing nut plus in-
structions.

CAT. NO. 1719



INSTRUCTIONS
BASIC KIT No. 1721

NOTE:For Staking Eyelets,Rivetsor Terminalsyou must
knowdimensionsof shankdiametersandpin diametersin
order to chooseproperstaking tools.

TOPSTAKINGTOOLS(Placeinto Chuckor Ramof Press).
FORSINGLEENOTERMINALS,EYELETS,ORRIVETS-When
you knowsize of the Shankdiameterchoosetool with
contourthat is largerthan this diameter,i.e.-For shank
dia. of .112 you shoulduseNo. 1715tool, which is for
diametersfrom .110 to .125.

ANVILS(Placeinto Toolholderand tighten screw).Anvils
are drilled with different diameterholes in eachend.The
TerminalPinshouldfit snuglyinto oneof theseholes;must
not be force-fitted.
NOTE:Terminalsare alwaysinserted into the Anvil in an
inverted position as pictured here.
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TOOLHOLDERwith Anvil installedis assembledto the Platen
or Baseof deviceused.WhenDrill Pressis usedPOWERIS
NOTTURNEDON(usesameas youwould an arbor press),

MOSTIMPORTANTIS ALIGNMENTOFTOOLS:The appear-
anceof swagedroll is governedby the careexercisedhere.
1.LowerTop Set Tool and rest lightly directly over the

Anvil.Theymust be in a perfectlystraight line.
2. While Tools are in this position tighten wing nut. Be

sure Toolsdid not shift andwill not loosenduringstak-
ing operation.

PROCEDUREfor staking is:
1.Terminalis placedinto Anvil with Pin dia. downas pic-

tured here.(InvertedJ

2.Pre-drilled insulator hole is placed over the terminal
shank.

3.Light pressureof TopSetToolwill causemetal to form
tight, roundstake.
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In Drill Press
with Poweroff

StakingTool

~
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Pre.drilled
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HOW TO USE THE rfll
ADDITIONAL TOOLS AS SUPPLIED

~
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WITH MASTERKIT No. 1713'

1 r-P~~A Staking Tool ..

TOOLSFORDOUBLEENDTERMINALS-Choosetool with hole ~

~
I-S~~NK' ,

drilled large enoughto fit overthe Pin dia.of terminal.

(Thistoolis notsuppliedin theNo.1721Kit.) (T~~~it~~)
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TOOLSFORMILLED FORKTERMINALS

Toolholder

Will accept Diameters of 3/32 to 5/32 at oneend
and diam. of 3/16 at other end.
.040 slot one end and .060 slot at other end.

Pre.drilled
Insulator

06<>-11--

~
T{U}i

3W41.u..
CAT. NO. 1726

Anvil-

TOOLSFORSTANDOFFBUSHINGS
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Ir1L--- Staking Tool

IUJ (TopSet Tool)

B. - Standoffu--- Bushing
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1325 1326
Cat.No.
1326 Holds Bushing with 5/32" O.D.
1325 For Bushing with No. 6.32 Thr'd

TOOLSFOREYELETSANDEXTRUDEDLUGS
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Staking Tool
(Top Set Tool)rHolds Eyelets and Extruded Lugs, Pin retracts

when engaged by Swaging tool.
NOTE: Designed for use with Nos. 1722 and 1716
Anvils and Nos. 1719 and 1301 Toolholders.
Sprin~ is placed in Toolholder. Pin is inserted
into Anvil, then placed over the spring.

Cat.No.
1315 Pin is .045 Diam. Use with No. 1722

anvil, ideal for 1/16" Diam. eyelets.
1316 Pin is .068 Diam. Use with No. 1716

Anvil, ideal for 3/32" eyelets or ex-
truded lugs.

1321 Spring only (Pkg. of 2).
~Anvil

~~Pin
1 Spring

~
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RECEDING PIN,
ANVIL AND SPRING
ASSEMBLED IN
TOOL HOLDER

The right angle bend type of terminal can only be staked while
held in place by a receding pin.

Eyelets are placed over the receding pin and easily staked.


