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THIS DRAWING CONTAINS INFORMATION PROPRIETARY TO
POSITRONIC AND IT'S SUBSIDIARIES. POSITRONIC BELIEVES
THE DATA ON THIS DRAWING TO BE RELIABLE, SINCE THE
TECHNICAL INFORMATION IS GIVEN FREE OF CHARGE, THE
USER EMPLOYS SUCH INFORMATION AT HIS OWN DISCRETION
AND RISK. POSITRONIC ASSUMES NO RESPONSIBILITY FOR
RESULTS OBTAINED OR DAMAGES INCURRED FROM USE OF
SUCH INFORMATION IN WHOLE OR IN PART.
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NOTES:
1. MATERIALS AND FINISHES:

JACKSCREWS: STEEL, ZINC PLATE WITH CHROMATE SEAL.
HEX NUTS: BRASS, ZINC PLATE WITH CHROMATE SEAL.
LOCKWASHER: PHOSPHOR BRONZE, ZINC PLATE WITH CHROMATE SEAL.
WASHERS: STAINLESS STEEL, PASSIVATED.

2. DETAILED PRODUCT, ELECTRICAL AND MECHANICAL INFORMATION IS AVAILABLE IN THE LATEST D-SUBMINIATURE ACCESSORIES PRODUCT PUBLICATION AT
CONNECTPOSITRONIC.COM.

3. DIMENSIONS ARE IN INCHES (MILLIMETERS).
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