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 Part Ordering Information
 • InnoSwitch3 Product Family

 • Device Number

 • Package Identifier

C  InSOP-24D

 • Features Code 

  • Tape & Reel and Other Options

TL  Tape & Reel, 2 k pcs per reel.INN  3670  C   H615 - TL

Moisture Sensitivity Level
Part Number MSL Rating

INN3670C 3

ESD and Latch-Up
Test Conditions Results

Latch-up at 125 °C JESD78D > ±100 mA or > 1.5 × VMAX on all pins

Human Body Model ESD ANSI/ESDA/JEDEC JS-001-2014 > ±2000 V on all pins

Charge Device Model ESD ANSI/ESDA/JEDEC
JS-002-2014 > ±500 V on all pins

INN3670C-H615
Features Specifications

Feedback Resistors External

IS Sense Resistor External

ILIM Selectable Yes

Primary Fault Response Auto-Restart

Secondary Fault Response Latch

Auto-Restart VFB(AR) = Overload

Over-Temperature Protection Hysteretic

Line OV Disabled

Line UV Enabled

UV Timer tUV- = 35 ms (Typ)

Integrated VOUT OVP Enabled

Peak Power Delivery Yes

SRS Protection Disable

InnoSwitch3-EP Features Code Addendum

Supplement to InnoSwitch3-EP Data Sheet.


