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SPECIFICATION FOR APPROVAL 
Piezo Transducer 

 

Part Number OWPB-181880S-20-12 

Note 
This item was compliance with the following requirements:  
1. RoHS directive  
2. REACH 
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1. SCOPE 
THIS SPECIFICATION IS APPLIED TO OLE WOLFF PIEZO TRANSDUCER UNIT OF MODEL: OWPB-181880S-

20-12 
2. GENERAL REQUIREMENTS  

OPERATING TEMPERATURE RANGE: -40℃  +85℃ 

STORAGE TEMPERATUR RANGE: -40℃  +85℃ 

 

 

3. MECHANICAL LAYOUT & DIMENSIONS 

DIMENSIONS: SHOWN IN FIGURE 4. 

WEIGHT：1.1g 

 

 

4. ELECTRICAL CHARACTERISTICS 

 

NO. ITEM SPECIFICATION 

1 RATED VOLTAGE 12Vp-p 

2 MAX INPUT VOLTAGE 25 Vp-p 

3 RESONANT FREQUENCY 2000+/-500Hz 

4 CAPACITANCE AT 120HZ 35000±30%pF 

5 *RATED CURRENT ≤15mA 

6 *Sound Output at 10cm(dB) 
≥90 

100（typ.） 

7 HOUSING MATERIAL LCP 

*Applying rated voltage (Resonant frequency, Square wave) 
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5. RELIABILTY TEST 
 

- After Test 

All specifications must be satisfied after the test. 

 

5.1 High temperature Test 

Temperature:      +85±2℃ 

Duration:            240HRS 

5.2 Low temperature Test 

Temperature:      -40±2℃ 

Duration:            240HRS 

5.3 Humidity Test 

Temperature:      +40±2℃ 

Humidity:           90±5%RH 

Duration:            240HRS 

5.4 Temperature cycling Test 

Temperature:      -40±2℃              +25±5℃                  +85±2℃                +25±5℃ 

Duration:             30min                    15min                      30min                    15min 

Cycle:                  5 cycles 

5.5 Vibration Test 

Input power:       10Hz to 55Hz, and then 55Hz to 10Hz (To-and-fro. sweep time:1 minute) 

Amplitude:          1.5mm  

Direction:            X, Y and Z (2 hours per plane) 

5.6 Shock Test 

Sounder shall be measured after being applied shock (980m/s²) for each three mutually perpendicular directions to 

each of 3 times by half sine wave. 

5.7 Drop Test 

Height:           700mm 

Drop Face:     10mm thick wooden board. 

Times:            2 directions-upper and side of the part are to be applied. 

5.8 Lead pull 

The part shall be pushed with a force of 9.8N for 10±1 seconds behind the part. 

 
After the test part shall meet specifications without any degradation in appearance and performance. 

5.9 Operating life test 

Continuous life test 

48 hours continuous operation at +55℃ with rated voltage applied. 

Intermittent life test 

A duty cycle of 1 minute on，minute off，a minimum of 5000 times at room temp. (+25±2℃)and rated voltage 

applied. 

Warranty: For a period of six months from date of  manufacturer under normal operations. 
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6. RECOMMENDED TEMP. PROFILE FOR REFLOW OVEN  (Figure 1) 
 

 

Profile Feature Pb-Free Assembly 

Average ramp-up rate(TL to Tp) 3℃/second max. 

Preheat   

 -Temperature Min.(Tsmin) 150℃ 

-Temperature Min.(Tsmax) 200℃ 

-Temperature Min.(ts) 60～180 seconds 

Tsmax to TL  

-Ramp-up Rate 3℃/second max. 

Time maintained above:  

 - Temperature(TL) 217℃ 

 -Time(tL) 60～150 seconds 

Peak temperature(Tp) 245℃+0/-5℃ 

Time within 5℃of actual Peak temperature (tp) 6 seconds max. 

Ramp-down Rate 6℃/second max. 

Time 25℃ to Peak Temperature 8 minutes max. 

We suggest the customer do the reflow soldering once. 
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7. TEST METHOD  (Figure 2) 
 

 
 

8. FREQUENCY RESPONSE (Figure 3) 
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9. DIMENSIONS  (Figure 4) 
Unit: mm    Tolerance: ±0.5mm Except Specified        
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10. PACKAGE INFORMATION (Figure 5) 
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11. PACKAGE INFORMATION (Figure 6) 

 

 

 

 

 
 NOTES: 

1.250PCS per inner box 

2.Total 10 inner boxes per carton 

3.Total 2500PCS carton 

4. Carton Volume: 50*36.5*36.5cm 

 

 


