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PART NUMBER: RJSSE-5080-02

3. RECOMMENDED SOLDERING TEMPERATURE:

     SOLDER TAB:    COPPER ALLOY WITH TIN PLATING

       REFLOW SOLDERING AT 260
       MAXIMUM

C MAXIMUM FOR 10 SEC 

    THE MAXIMUM GAP BETWEEN THE LEVEL SURFACE AND
    ALL TERMINAL TAILS AND BOTH FITTING NAILS IS .004 [0.10]

                             ON CONTACT TAILS.
                             MIN. MATTE TIN OR GOLD FLASH

 [2.54 MICRONS]

                         
2. COPLANARITY SPECIFICATION: 
    WITH THE MODULAR JACK SITTING ON A LEVEL SURFACE, 

NOTES: 
1. MATERIALS:
    PLASTIC HOUSING: HIGH TEMPERATURE THERMOPLASTIC 
                  FLAMMABILITY RATING UL 94V-0, COLOR: BLACK

    CONTACTS:     PHOSPHOR BRONZE
    PLATING:         20μ" [0.508 MICRONS] GOLD
                             ON MATING SURFACES
                             50μ" [1.27 MICRONS]
                             MIN. NICKEL UNDERPLATE
                             100μ"

.005 [0.13]
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 1.254
31.85

 


