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ITEMDESCRIPTION

THIS DRAWING IS SUPPLIED FOR 
INFORMATION ONLY. DESIGN FEATURES, 
SPECIFICATIONS AND PERFORMANCE DATA 
SHOWN HEREON ARE THE PROPERTY OF 
THE AMPHENOL CORPORATION. NO RIGHTS 
OF REPRODUCTION ARE IMPLIED. ALL 
DIMENSIONS ARE SUBJECT TO NORMAL 
MANUFACTURING VARIATIONS.

CUSTOMER:

NEXT ASS'Y:

X
44724 Morley Drive

Clinton Township, MI 48036

Sine Systems - www.amphenol-sine.com

BACKSHELL,AHDP SERIES,
SIZE 24,STA

C A1
1 1NONE

AHDPBS-24L015-005

NOTES: UNLESS OTHERWISE SPECIFIED

1. MATERIAL: THERMOPLASTIC

2. COLORS: BLACK 

3. RoHS COMPLIANT

4. USE WITH AHDP SERIES STA MODIFICATION

5. CABLE SIZE: ∅14.5 ~ ∅18.0

6. ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.

M35 X 1.75 THREAD

REF: M902-2244, M902-2054

80.6 REF

44.8

Ø30

Ø38.4±0.6

WEIGHT: 32.9g


