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MATERIAL:
JUMPER LINK

BY:

JL-XXX-25-T
DWG.  NO.

DESCRIPTION:DO  NOT  SCALE  DRAWING
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SHEET SCALE: 10:1

INSULATOR: WHITE TEFLON
UL FLAME TESTED: VW-1
WIRE: 22 GAUGE COPPER
PLATING: AG PER MIL-QQW-343

c:\enterprisevault\DWG\MISC\MKTG\JL-XXX-25-T-MKT.SLDDRW

NOTES:

1.                        REPRESENTS A CONTROL PLAN CRITICAL DIMENSION.
2. SHARP CORNERS CAN BE BROKEN WITH A 0.05 RADIUS 
    OR 0.05 x 45° CHAMFER MAX, UNLESS OTHERWISE SPECIFIED.
3. FABRICATED PARTS MUST BE FREE OF SCRATCHES, TOOL MARKS, BURRS, ETC.
4. SEE PLATING STANDARD CO-PL-FRM-7001-M.
5. MADE FROM UL-1213 RATED WIRE, WHICH IS RATED TO 600 VOLTS @ 200 C.
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DECIMALS                     ANGLES
TOLERANCES  ARE:

UNLESS  OTHERWISE  SPECIFIED,
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