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UPS-XX-01-XX-X-RA-XX-XX

No OF POSITIONS
-02: 2 POSITIONS
-04: 4 POSITIONS
-06: 6 POSITIONS
-08: 8 POSITIONS

RIGHT ANGLE

PLATING
-L: LIGHT SELECTIVE, 10 AU/50 NI 
    MIN ON CONTACT, TIN ON TAIL
-T: TIN, TIN ALL OVER

TAIL LENGTH
-01: FOR 1.57[.062] THICK PCB
      (USE SUB-C-263-01-X) (SEE FIG. 1)
-02: FOR 2.36[.093] THICK PCB
      (USE SUB-C-263-02-X) (SEE FIG. 2)

OPTION
-LC: LOCKING CLIP

PACKAGING
BLANK: TUBES (SEE NOTE 7 & 8)
-TR: TAPE & REEL (SEE NOTES 8 & 9)
-FR: FULL REEL QTY TAPE & REEL 
       (SEE NOTES 8 & 9)

-01

"F"±0.25[ .010]
(SEE TABLE 2)
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FIG 1
(UPS-04-01-X-RA SHOWN)

LEAD STYLE

= NOT TOOLED*

SHEET     OF

UNLESS  OTHERWISE  SPECIFIED,
DIMENSIONS ARE IN MILLIMETERS.
TOLERANCES  ARE:
DECIMALS                     ANGLES
X.X: 0.3 [.01]               2 
X.XX: 0.13 [.005]
X.XXX: 0.051 [.0020]
MATERIAL:

UPS-RA, ASSEMBLY

BY:

UPS-XX-01-XX-X-RA-XX-XX
DWG.  NO.

DESCRIPTION:DO  NOT  SCALE  DRAWING

B RAY 10/09/2008 21

SHEET SCALE: 2.5:1

INSULATOR: LCP, COLOR: BLACK    UL 94 VO
TERMINAL: BeCU
LOCKING CLIP: PHOS BRONZE

F:\dwg\sw\exisprod\assembly\150\UPS-XX-01-XX-X-RA-XX-XX-ASM.SLDDRW

520 PARK EAST BLVD, NEW ALBANY, IN 47150
PHONE: 812-944-6733       FAX: 812-948-5047
e-Mail: info@SAMTEC.com          code: 55322

NOTES:

1.        REPRESENTS A CRITICAL DIMENSION.
2. NOTE DELETED.
3. MINIMUM PUSHOUT FORCE: 4.5N[1.0 LB].
4. MAXIMUM BOW: .15[.006].
5. MINIMUM -LC PULL OUT FORCE: 2.23 N [0.5LB].
6. NOTE DELETED.
7. TUBES ARE STANDARD PACKAGING.
8. ORDERS WILL BE PACKAGED ACCORDING TO THE SAMTEC PACKAGING EFFICIENCY 
    STANDARDS (SPES) FOUND ON WWW.SAMTEC.COM.
9. ATTACH LABEL TO EACH REEL.
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FIG 2
(UPS-04-01-X-RA-LC SHOWN)

(SAME AS FIG. 1, DIFFERENT AS SHOWN)
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UPS-RA, ASSEMBLY

BY:

UPS-XX-01-XX-X-RA-XX-XX
DWG.  NO.

DESCRIPTION:
DO  NOT  SCALE  DRAWING
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SHEET SCALE: 2:1
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