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CUSTOMER:
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X 44724 Morley Drive
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Sine Systems - www.amphenol-sine.com

PCB MOUNT RECEPTACLE,13PIN
RA FLANGE,AT SERIES

B A2
1 2NONE

TOMMY

NOTES: UNLESS OTHERWISE SPECIFIED

1.  MATERIAL: 
     HOUSING: THERMOPLASTIC; COLOR: BLACK
     SEAL:SILICONE  RUBBER
     CONTACT: COPPER  ALLOY

2.  MODIFICATIONS: FLANGE,PCB MOUNT,RIGHT ANGLE

3.  SPECIFICATIONS:
       3.1 CURRENT RATING:TWO SIZE 12, 25AMPS;ELEVEN SIZE16, 13AMPS
            WHEN USED WITH #12 CROWN CONTACT
            (AT62-210-1231CR OR AT62-210-1231CR-10) IT IS 30 AMPS
       3.2 OPERATING TEMPERATURE: -55°C TO +125°C
       3.3 VOLTAGE RATING: 250 V AC/DC.
       3.4 DIELECTRIC WITHSTANDING VOLTAGE: LESS THAN 2 
             MILLIAMPS CURRENT LEAKAGE @ 1500 VOLTS AC.
       3.5 INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 25°C.
       3.6 MOISTURE RESISTANCE: IP67 ( MATED CONDITION )
       3.7 MATING CYCLE DURABILITY: 100 CYCLES
       3.8 RoHS COMPLIANT

4.  MATING PART: AT1612-13SB* PLUG
     ( * = MODIFICATIONS )

5.  ALL DIMENSIONS ARE FOR REFERENCE USE ONLY.
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RECOMMENDED PANEL CUTOUT
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PART NUMBER
POTTING OR NOT 
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  POTTING

AT13-1612PB-BM01

P/N CHART

AT13-1612PB-BM02

AT13-1612PB-BM03

AT13-1612PB-BM04

59.20 MIN.

35.47 MIN.

INTERNAL SEALING SURFACE 
FINISH TO BE        OR BETTER3.2 0.13

4X R7.60 MAX.

SEE P/N CHART
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